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GENERAL NOTES

THESE DRAWINGS ARE INSTRUMENTS OF SERVICE AND THE

LANDSCAPE ARCHITECT RETAINS OWNERSHIP OF THESE

DRAWINGS.  THEY ARE FOR SITE PLAN APPROVAL ONLY AND MAY

REQUIRE FURTHER CONSTRUCTION DETAILING AND

COORDINATION WITH OTHER ASSOCIATED PROFESSIONAL DESIGN

SERVICES BEFORE ACTUAL TENDER AND CONSTRUCTION

COMMENCES.  DIMENSIONS ARE TO BE VERIFIED PRIOR TO

CONSTRUCTION.  DRAWINGS ARE NOT TO BE SCALED.  IT IS

ADVISED THAT CONTRACTORS CONTACT THE LANDSCAPE

ARCHITECT PRIOR TO CONSTRUCTION TO ENSURE THE USE OF

THE LATEST REVISED DRAWINGS.  THE LANDSCAPE ARCHITECT IS

NOT LIABLE FOR ERRORS OR OMISSIONS ARISING FROM

UTILIZATION OF THESE PLANS BEFORE THE SAID DRAWINGS ARE

SEALED, SIGNED AND DATED, AND THE LANDSCAPE ARCHITECT IS

CONTRACTED TO PROVIDE CONSTRUCTION ADMINISTRATION AND

CERTIFICATION SERVICES BY THE OWNER. ALL APPARENT

DISCREPANCIES ARE TO BE REPORTED IN WRITING TO THE

LANDSCAPE ARCHITECT BEFORE CONSTRUCTION COMMENCES.

THE LOCATION OF PROPERTY LINES, ELEVATIONS AND

FACILITIES ON THIS PLAN WERE DRAWN ON THE BASIS OF A

DIGITAL SITE PLAN OR SURVEY DATA PROVIDED BY OTHER

CONSULTANTS.

IT IS THE RESPONSIBILITY OF THE CLIENT AND HIS

CONTRACTORS TO CONFIRM THE ACCURACY OF THE SETBACKS,

LOCATIONS AND GRADES ETC.  ANY VARIATIONS BETWEEN

EXISTING CONDITIONS AND THIS PLAN SHOULD BE ADJUSTED ON

SITE AND REPORTED TO THE CONSULTING LANDSCAPE

ARCHITECT TO DETERMINE THE IMPACT OF THE VARIATIONS ON

THE SUITABILITY OF THE PROPOSED DEVELOPMENT.

CONSTRUCTION MUST CONFORM TO ALL CODES AND

REQUIREMENTS OF AUTHORITIES HAVING JURISDICTION.
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THESE LANDSCAPE DRAWINGS SHALL ONLY BE USED FOR THE

PURPOSES INDICATED BELOW AS NOTED AND WHEN SIGNED BY

THE CONSULTING LANDSCAPE ARCHITECT.
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LANDSCAPE PLAN

1. PROVIDE 150mm WOOD CHIP MULCH FOR ALL
EXISTING AND PROPOSED PLANTING BEDS

2. ALL PLANTING BEDS TO RECEIVE MIN. 450mm
DEPTH GOOD QUALITY TOPSOIL.

NOTES:

TREES QTY BOTANICAL NAME COMMON NAME SIZE CONT REMARKS
AFA 2 Acer freemanii `Autumn Blaze` Autumn Blaze Maple 60mm Cal. W.B.
ARM 3 Acer rubrum Red Maple 60mm Cal. W.B. spring dug
SGM 2 Acer saccharum Sugar Maple 60mm Cal. W.B.
SBC 3 Amelanchier canadensis Serviceberry-Juneberry 40mm Cal. W.B.
PGW 3 Picea glauca White Spruce 200cm Ht. W.B.
PSS 9 Picea omorika Serbian Spruce 200cm Ht. W.B.
QAW 3 Quercus alba White Oak 60mm Cal. W.B. spring dug
TC 3 Tilia cordata Little-leaf Linden 60mm Cal. W.B.

SHRUBS QTY BOTANICAL NAME COMMON NAME SIZE CONT REMARKS
CAL AR2 54 Calamagrostis arundinacea `Karl Foerster` Foerster`s Feather Grass 1gal Potted
HEM OR2 64 Hemerocallis x `Stella de Oro` Stella de Oro Daylily 1gal Potted
JUN BAR 18 Juniperus horizontalis `Bar Harbor` Bar Harbor Creeping Juniper 50cm Ht. Potted
RIB ALP 6 Ribes alpinum Alpine Currant 50cm Ht. Potted

PLANT SCHEDULE SITE

(5)
1gal

CAL AR2

(7)
1gal

HEM OR2

1

L-D1

DECIDUOUS TREE
PLANTING

2

L-D1

CONIFEROUS TREE
PLANTING

3

L-D1

SHRUB PLANTING

4

L-D1

SOD OVER 150MM
TOPSOIL

5

L-D1

WATER WASHED
STONE

6

L-D1

TRYSTAN BIKE RACK
TC - 7

9

L-D1

10
L-D1

11

L-D1

DRIVEWAY ACCESS

8

L-D1

CONCRETE CURB
AND GUTTER AND

CURB SECTION
ONLY

1

L-D2

ACCESSIBLE
PARKING STALL

7

L-D1

PRECAST CONCRETE
PARKING STOP

14

L-D1

CONCRETE
SIDEWALK SECTION

4

L-D1

SOD OVER 150MM
TOPSOIL

4

L-D1

SOD OVER 150MM
TOPSOIL

Curbs and Gutters
SYMBOL DESCRIPTION QTY DETAIL

Concrete Curb 179.9 m 12/L-D1

Fences and Gates
SYMBOL DESCRIPTION QTY DETAIL

Stainless Steel Tube Railing - 0.85m Ht. 7.3 m 7/L-D2

SYMBOL DESCRIPTION QTY DETAIL

Tactile Surface Indicator 2 13/L-D1

Accessible Parking Sign 1 3/L-D2

Stratus Shelter 1 6/L-D2

Site Furnishings
SYMBOL DESCRIPTION QTY DETAIL

Bike Rack - Trystan TC-7 - (7 Capacity) 1 6/L-D1

Parking
SYMBOL DESCRIPTION QTY DETAIL

Pre-cast concrete curb 23 7/L-D1

Concrete Paving
SYMBOL DESCRIPTION QTY DETAIL

Concrete Paving with150mm depth of 19mm 262.6 m² 14/L-D1
Crusher Run Limestone

Aggregate/Stone Surfacing
SYMBOL DESCRIPTION QTY DETAIL

Water Washed Stone 1.3 m² 5/L-D1

Turf & Grasses
SYMBOL DESCRIPTION QTY DETAIL

Sod over 150mm Topsoil 852.3 m² 4/L-D1

REFERENCE NOTES SCHEDULE SITE

(5)
1gal

HEM OR2

(4)
1gal

CAL AR2

(3)
50cm Ht.

JUN BAR

(3)
50cm Ht.

JUN BAR

(52)
1gal

HEM OR2

(2)
50cm Ht.
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(5)
50cm Ht.
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(23)
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CAL AR2

15
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TACTILE WALKING
SURFACE INDICATORS

3

L-D2

ACCESSIBLE
PARKING VERTICAL
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8
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PAINTED LINES

4

L-D2

EXISTING CHAINLINK
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PROPERTY LINE TO
BE REMOVED

PROPERTY LINE

13
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CONCRETE
SIDEWALK RAMPS

AREA TO BE
RESTORED WITH
SOD OVER 150mm
TOPSOIL

(10)
1gal

CAL AR2

EXISTING BOLLARDS
AT PROPERTY LINE
TO BE REMOVED

(9)
1gal

CAL AR2
6

L-D2

STRATUS SHELTER

7

L-D2

850MM STAINLESS
STEEL PIPE HAND
RAIL - ACCESSIBLE
RAMP
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1. INSTALL BIKE AS PER MANUFACTURER'S SPECIFICATIONS

2. BIKE MANUFACTURED BY TRYSTAN SITE IMPROVEMENT PRODUCTS,

  AYR, ON (519)-632-7427 OR APPROVED EQUIVALENT.

3. ALL METAL TO BE GALVANIZED AND PAINTED TWO COATS FLAT BLACK

  THROUGH ELECTROSTATIC PROCESS.

4. INSTALL BIKE RACK AS PER LOCATION ON PLAN.

TRYSTAN BIKE RACK    TC - 7
6

GENERAL NOTES

THESE DRAWINGS ARE INSTRUMENTS OF SERVICE AND THE

LANDSCAPE ARCHITECT RETAINS OWNERSHIP OF THESE

DRAWINGS.  THEY ARE FOR SITE PLAN APPROVAL ONLY AND MAY

REQUIRE FURTHER CONSTRUCTION DETAILING AND

COORDINATION WITH OTHER ASSOCIATED PROFESSIONAL DESIGN

SERVICES BEFORE ACTUAL TENDER AND CONSTRUCTION

COMMENCES.  DIMENSIONS ARE TO BE VERIFIED PRIOR TO

CONSTRUCTION.  DRAWINGS ARE NOT TO BE SCALED.  IT IS

ADVISED THAT CONTRACTORS CONTACT THE LANDSCAPE

ARCHITECT PRIOR TO CONSTRUCTION TO ENSURE THE USE OF

THE LATEST REVISED DRAWINGS.  THE LANDSCAPE ARCHITECT IS

NOT LIABLE FOR ERRORS OR OMISSIONS ARISING FROM

UTILIZATION OF THESE PLANS BEFORE THE SAID DRAWINGS ARE

SEALED, SIGNED AND DATED, AND THE LANDSCAPE ARCHITECT IS

CONTRACTED TO PROVIDE CONSTRUCTION ADMINISTRATION AND

CERTIFICATION SERVICES BY THE OWNER. ALL APPARENT

DISCREPANCIES ARE TO BE REPORTED IN WRITING TO THE

LANDSCAPE ARCHITECT BEFORE CONSTRUCTION COMMENCES.

THE LOCATION OF PROPERTY LINES, ELEVATIONS AND

FACILITIES ON THIS PLAN WERE DRAWN ON THE BASIS OF A

DIGITAL SITE PLAN OR SURVEY DATA PROVIDED BY OTHER

CONSULTANTS.

IT IS THE RESPONSIBILITY OF THE CLIENT AND HIS

CONTRACTORS TO CONFIRM THE ACCURACY OF THE SETBACKS,

LOCATIONS AND GRADES ETC.  ANY VARIATIONS BETWEEN

EXISTING CONDITIONS AND THIS PLAN SHOULD BE ADJUSTED ON

SITE AND REPORTED TO THE CONSULTING LANDSCAPE

ARCHITECT TO DETERMINE THE IMPACT OF THE VARIATIONS ON

THE SUITABILITY OF THE PROPOSED DEVELOPMENT.

CONSTRUCTION MUST CONFORM TO ALL CODES AND

REQUIREMENTS OF AUTHORITIES HAVING JURISDICTION.
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AS NOTED

DETAILS

PLANTING SOIL MIX

NOTE: ALL DIMENSIONS IN MILLIMETRES

DECIDUOUS TREE PLANTING

CITY OF OSHAWA

REMOVE ONLY DEAD OR BROKEN

BRANCHES. NEVER CUT LEADER

TWO 51 X 51 WOOD STAKES  2438mm

LONG, MIN.

FASTEN WITH HEMP ROPE THROUGH

13mm DIA. RUBBER HOSE TO SUPPORT

TREE.

WRAP TRUNK FROM TOP OF BALL TO

305mm ABOVE FIRST BRANCH WITH

APPROVED TREE WRAP

REMOVE TOP 1/3 OF BURLAP FROM

ROOTBALL

PROVIDE 150mm OF SHREDDED BARK

MULCH IN 150mm DEEP SAUCER

WASH TOPSOIL INTO SPACES AROUND

ROOT BALL LEAVING NO AIR POCKETS

PROVIDE 1 JOBE'S 16/10/9 FERTILIZER

SPIKE PER TREE OR APPROVED

ALTERNATE

APPROVED PLANTING SOIL MIX

UNDISTURBED SUB-GRADE

150mm COMPACTED MOUND OF

APPROVED PLANTING SOIL MIX

NOTE: OUTSIDE DIAMETER OF TREE PIT TO BE

3x DIAMETER OF ROOT BALL

- WOOD STAKES & HEMP ROPE

   MEAL PER CUBIC YARD SOIL

   .50 KILOS/CUBIC METRE(1 LB. BONE-

 1 PART PEAT MOSS

 2 PARTS COMPOSTED COW MANURE

 5 PARTS DARK LOAM

 1 PART BEACH WASHED SAND

1

NOTES:

1. ALL DIMENSIONS ARE IN MILLIMETERS.

2. TRUNK TO HAVE THE SAME ELEVATION RELATIVE TO FINISHED GRADE AS GROWN IN THE NURSERY.

3. SAUCER TO BE SOAKED WITH WATER AND MULCHED IMMEDIATELY FOLLOWING PLANTING

4. REMOVE ALL NURSERY TABS, PLASTIC OR METAL, IMMEDIATELY FOLLOWING INSPECTION AND

ACCEPTANCE BY CITY.

5. CONIFEROUS TREES TO BE WRAPPED FOR WINTER PROTECTION DURING THE WARRANTY PERIOD.

150mm MIN. DEPTH OF APPROVED

SHREDDED BARK OR WOOD MULCH.

UNDISTURBED SUBGRADE. IF PIT IS

DUG TOO DEEP, COMPACT BACKFILL

TO PREVENT SETTLING.

PLANTING PIT TO BE 500mm MIN.

LARGER THAN ROOT BALL IN ALL

DIRECTIONS

PLANTING SOIL (REFER TO

SPECIFICATIONS)

CUT AND REMOVE ROPE AND WIRE

FROM TOP 1/3 OF ROOT BALL

#10 GAUGE GALVANIZED STEEL WIRE

ENCASED IN NEW BLACK TWO PLY

12mm DIAMETER RUBBER HOSE.

(2) 'HEAVY DUTY' T-BARS 2400mm

LONG. T-BARS TO BE PAINTED BLACK

AND SHALL NOT TOUCH OR PIERCE

ROOT BALL. T-BARS TO BE SET ON

WEST-EAST ALIGNMENT.

NOTE:

PRUNE PLANTS TO REMOVE DEAD OR INJURED BRANCHES

ONLY.  MAINTAIN THE NATURAL CHARACTER AND SHAPE OF

THE SPECIES.  DO NOT CUT A LEADER BRANCH. CONIFEROUS

TREES WITH BROKEN LEADER BRANCH WILL NOT BE

ACCEPTED.

FINISHED GRADE

CONIFEROUS TREE PLANTING
CITY OF OSHAWA - PARKS CONSTRUCTION DETAIL2

PLANTING SOIL MIX

SHRUB PLANTING

NOTES:

1. ALL DIMENSIONS IN MILLIMETERS

2. WATER WELL UPON COMPLETION

3. ALL GROUPED SHRUBS TO BE CONTAINED

 IN CONTINUOUS MULCHED AND MESHED BEDS

PREPARATION OF BED: EXCAVATE COMPLETE

SHRUB BED TO SIZE OUTLINED ON DRAWING,

MINIMUM 300mm DEPTH.

CUT AND REMOVE BURLAP FROM

TOP 1/2 TO 2/3 OF ROOT BALL. IF

POTTED, REMOVE ENTIRE POT.

PROVIDE 150mm  SHREDDED MULCH ON

PLANTING BED WITH 150mm SAUCER

PRUNING - (TO SUIT SPECIES) PRUNE

LARGE BRANCHES BY 1/3 TO REMOVE

DAMAGED OR  OBJECTIONABLE

BRANCHES FOLLOWING PROPER HORTI-

CULTURAL PRACTICES. DO NOT PRUNE

LEADERS

GUYING - AS DIRECTED, APPRO-

PRIATE TO SIZE AND SPECIES OF

SHRUB

NOTE: BREAK UP INTERFACE

BETWEEN IMPORTED AND

EXISTING SITE SOIL.

CITY OF OSHAWA

   MEAL PER CUBIC YARD SOIL

   .50 KILOS/CUBIC METRE(1 LB. BONE-

 1 PART PEAT MOSS

 2 PARTS COMPOSTED COW MANURE

 5 PARTS DARK LOAM

 1 PART BEACH WASHED SAND

3
SOD OVER 150MM TOPSOIL

SECTION PLAN VIEW

PLANT IN STRETCHER BOND PATTERN

SOD: SOD SHALL BE CERTIFIED No.1 CULTIVATED SOD AS SCHEDULED, GROWN AND SOLD IN ACCORDANCE

WITH CLASSIFICATION OF THE NURSERY SOD GROWERS' ASSOCIATION OF ONTARIO.  IT MUST BE FIBROUS

AND WELL ROOTED; FREE FROM STONES, MATTED OR DEAD GRASS AND PERENNIAL WEEDS AND SHALL

HAVE BEEN SUBJECT TO REGULAR MOWING AND TREATMENT WITH SELECTIVE WEED KILLER AND

INSECTICIDES DURING THE PREVIOUS GROWING SEASON.  THE SOD MUST BE ROLLED IN SUCH A MANNER

AS TO PREVENT TEARING DURING HANDLING.  THE SOD MUST BE TRANSPORTED AND LAID WITHIN FOUR (4)

DAYS OF LIFTING AND SHALL BE PROTECTED DURING TRANSPORTATION TO PREVENT DRYING OUT.  DRIED

OUT UNHEALTHY SOD WILL NOT BE ACCEPTED ON SITE.  SHOULD THERE BE AN UNAVOIDABLE DELAY IN

INSTALLATION THE SOD MUST BE KEPT COOL AND MOIST UNTIL IT IS LAID.

FERTILIZER: SPREAD PRE-SODDING FERTILIZER (10:10:10) AT THE RATE OF 75 GRAMS PER SQ.M.

AT LEAST ONE (1) WEEK BEFORE THE SOD IS LAID USING AN APPROVED BROAD CAST DISTRIBUTOR;

WORKING IT INTO THE TOP 75mm OF SOIL BY CROSS-HARROWING OR RAKING.

LAYING SOD:  THE SURFACE OF THE SOIL MUST BE RAKED LEVEL OR TO FORM EVEN-FLOWING CONTOURS,

AND WELL FIRMED BUT LEAVING A FINE LOOSE TEXTURE BEFORE THE SOD IS LAID.  THE SOD SHALL BE

LAID IN ROWS COMMENCING AT A POINT CLOSE SOIL ACCESS SO THAT WORK PROCEEDS OVER THE SOD

ALREADY LAID USING ADEQUATE TIMBER PLANKS TO SUPPORT WORKMEN AND WHEELBARROWS.  SOD

SHALL BE LAID IN STRETCHER BOND PATTERN (AS IN BRICK WALLS) WITH BROKEN CROSS JOINTS.  THEY

SHALL BE CLOSELY BUTTED TOGETHER LEAVING NO GAP AFTER THE SOD IS PROPERLY PLACED THE SOD

IS TO BE ROLLED TO INSURE GOOD CONTACT BETWEEN SOD AND UNDERLYING SOIL.  ROLLING IS TO BE

PERPENDICULAR TO THE DIRECTION IN WHICH THE SOD WAS LAID. ANY IRREGULARITIES SHALL BE

ADJUSTED BY LIFTING AND RAKING OUT OR INFILLING WITH FINE SOIL.  EDGES WILL ALWAYS BE LAID WITH

WHOLE TURFS.  THE FINISHED LEVEL OF THE TURF SHALL CONFORM TO THE LEVELS SHOWN ON THE

DRAWINGS AND SHALL BE 25mm ABOVE PREVIOUS SOIL LEVEL ADJOINING EXISTING TREES OR SHRUBS.

SOD MUST NOT BE LAID DURING SNOW OR FROSTY WEATHER OR ON EXCEPTIONALLY DRY OR

WATERLOGGED GROUND.  IMMEDIATELY AFTER INSTALLATION, THE CONTRACTOR MUST WATER THE SOD

AND UPPER 150mm OF SOIL.

MOWING AND TRIMMING: DURING THE GROWING SEASON THE GRASS WILL BE CUT WITH AN APPROVED

MACHINE AT REGULAR INTERVALS TO ENSURE THAT THE GRASS DOES NOT EXCEED 50mm HIGH.  THE

EDGES OF THE SODDED AREAS SHALL BE NEATLY TRIMMED BY HAND CLIPPING AT THE TIME OF EACH

MOWING.  HEAVY GRASS MOWINGS MUST BE REMOVED OR SPREAD ABOUT EVENLY IMMEDIATELY AFTER

TRIMMING AND MOWING.

HANDOVER: AREAS WILL NOT BE ACCEPTED FOR HANDOVER ON THE SPECIFIED DATES IF FOR ANY OF THE

FOLLOWING REASONS THE WORK IS NOT UP TO STANDARD: (A) IF THE SWARD HAS FAILED TO ESTABLISH

ITSELF TO THE SATISFACTION OF THE OWNER; (B) IF THE GRASS IS DAMAGED BY FAILURE TO CARRY OUT

MAINTENANCE OPTIONS; (C) IF PARTS OF GRASS ARE ONLY HALF-COMPLETED; (D) IF SINKAGE BELOW

FINISHED LEVEL HAS OCCURRED; (E) THE GRASS AREAS AND SITE HAVE NOT BEEN CLEARED OF STONE,

WEEDS AND OTHER RUBBISH; (F) IF RESODDED PATCHES HAVE NOT BECOME ESTABLISHED.  THE

CONTRACTOR IS TO CONTINUE TO MAINTENANCE OF THE GRASS UNTIL ACCEPTANCE AND IS RESPONSIBLE

FOR A MINIMUM OF ONE CUT.

#1 NURSERY SOD

1
5
0

EXISTING SOIL

150mm MIN.

TOPSOIL (AFTER

COMPACTION)

4

1
5

0
m

m

WATER WASHED STONE

WATER WASHED STONE

50 - 75mm DIA.

HARD PAVEMENT

AS PER DRAWING

UNDISTURBED SOIL

LANDSCAPE FABRIC

WEED PROOF MESH

HARD PLASTIC EDGING

WITH ANCHORING STAKES

PLANTING BED OR SOD

AS PER DRAWING

5

7
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321601.30-01

10

11 12
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STRATUS SHELTER
6

850MM STAINLESS STEEL PIPE HAND RAIL - ACCESSIBLE RAMP
N.T.S.

7
323117.13-62

PAINTED LINES
N.T.S.

LINES PAINTED WHITE

REFER TO PLAN FOR

THE SURFACE MATERIAL

8
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ACCESSIBLE PARKING VERTICAL SIGNAGE3ACCESSIBLE PARKING PAVEMENT MARKING 2TYPE A - VAN ACCESSIBLE
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ACCESSIBLE PARKING STALL1
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GENERAL NOTES

THESE DRAWINGS ARE INSTRUMENTS OF SERVICE AND THE

LANDSCAPE ARCHITECT RETAINS OWNERSHIP OF THESE

DRAWINGS.  THEY ARE FOR SITE PLAN APPROVAL ONLY AND MAY

REQUIRE FURTHER CONSTRUCTION DETAILING AND

COORDINATION WITH OTHER ASSOCIATED PROFESSIONAL DESIGN

SERVICES BEFORE ACTUAL TENDER AND CONSTRUCTION

COMMENCES.  DIMENSIONS ARE TO BE VERIFIED PRIOR TO

CONSTRUCTION.  DRAWINGS ARE NOT TO BE SCALED.  IT IS

ADVISED THAT CONTRACTORS CONTACT THE LANDSCAPE

ARCHITECT PRIOR TO CONSTRUCTION TO ENSURE THE USE OF

THE LATEST REVISED DRAWINGS.  THE LANDSCAPE ARCHITECT IS

NOT LIABLE FOR ERRORS OR OMISSIONS ARISING FROM

UTILIZATION OF THESE PLANS BEFORE THE SAID DRAWINGS ARE

SEALED, SIGNED AND DATED, AND THE LANDSCAPE ARCHITECT IS

CONTRACTED TO PROVIDE CONSTRUCTION ADMINISTRATION AND

CERTIFICATION SERVICES BY THE OWNER. ALL APPARENT

DISCREPANCIES ARE TO BE REPORTED IN WRITING TO THE

LANDSCAPE ARCHITECT BEFORE CONSTRUCTION COMMENCES.

THE LOCATION OF PROPERTY LINES, ELEVATIONS AND

FACILITIES ON THIS PLAN WERE DRAWN ON THE BASIS OF A

DIGITAL SITE PLAN OR SURVEY DATA PROVIDED BY OTHER

CONSULTANTS.

IT IS THE RESPONSIBILITY OF THE CLIENT AND HIS

CONTRACTORS TO CONFIRM THE ACCURACY OF THE SETBACKS,

LOCATIONS AND GRADES ETC.  ANY VARIATIONS BETWEEN

EXISTING CONDITIONS AND THIS PLAN SHOULD BE ADJUSTED ON

SITE AND REPORTED TO THE CONSULTING LANDSCAPE

ARCHITECT TO DETERMINE THE IMPACT OF THE VARIATIONS ON

THE SUITABILITY OF THE PROPOSED DEVELOPMENT.

CONSTRUCTION MUST CONFORM TO ALL CODES AND

REQUIREMENTS OF AUTHORITIES HAVING JURISDICTION.
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 NO.            DATE                                           NOTES                                      BY

   1         2016/06/15         LANDSCAPE PLAN                                                TJM

   2         2016/06/22         1st SUBMISSION                                                    TJM

   3         2016/08/16         2nd SUBMISSION                                                   ST

   4         2016/11/01         3rd SUBMISSION                                                    RP

   5         2018/06/25        Tender                                                                      AW

   6         2020/05/19        REVISED AS PER UPDATED SITE PLAN             LZH

   7         2020/07/20        REVISED AS PER COMMENTS                            KMR

L-D2

3

AS NOTED

DETAILS

3
L-D2

GRADE

SIGN (SEE PLAN FOR LOCATIONS & TYPE)

CAP TOP OF PIPE. PAINTED METAL

SIGN 20 GA. ON EACH SIDE OF POST

PAINT HIDDEN SIDE WHITE

41mm DIA GALVANIZED STEEL PIPE

FASTEN TO POST USING 12.5 Ø

STAINLESS STEEL BOLTS (4 PER

SIGN)

PROVIDE SLOPE TO TOP OF BASE TO

ALLOW ADEQUATE DRAINAGE.

PROVIDE 25mm CHAMFER TO EDGE

PIPE EMBEDDED IN 300mm Ø POURED

CONCRETE BASE

TYPICAL SIGNAGE INSTALLATION
N.T.S.

NOTES:

1. ALL DIMENSIONS IN MILLIMETERS

4
324123.03-41

A B

D

C

STOP
E OTM spec. Ra-1 

All traffic signs as per OTM (Ontario Traffic Manual )specification

OTM spec. Rb-21 

F

NO
PARKING

OTM spec. Rb-19

SITE SIGNAGE
N.T.S.

5
324123.03-39

AS PER SITE PLAN,

AS REQUIRED
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NOTES: 1) CLASS OF CONCRETE - 20 MPa MIN. AFTER 28 DAYS  2) HAND RAIL TO BE 40mm DIA. STAINLESS STEEL RAIL 3) POSTS SHALL BE VERTICAL. ALL EXPOSED CORNERS TO BE GROUND SMOOTH  4) WELDING SHALL CONFORM TO THE LATEST ISSUE OF CSA SPECIFICATION W 59  5) PIPE SHALL BE SUPPLIED IN ACCORDANCE WITH A STM DESIGNATION A 120  6) ALL METAL TO BE GALVANIZED AND PAINTED TWO COATS FLAT BLACK THROUGH ELECTROSTATIC PROCESS. 7) HAND RAIL WILL BE CONTINUOUSLY GRASPABLE ALONG THE ENTIRE LENGTH OF THE RAMP 8) ALL DIMENSIONS ARE IN MILLIMETERS UNLESS OTHERWISE SHOWN
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