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ADDENDUM N0.2 ISSUED: July 31st 2023 

1. Specs call for brick size to be Metric Modular. Brampton Brick does not offer the Manilla Matt or 

Espresso in the Metric Modular size. Please provide an alternate colour. 

• Response: Refer to Turner Fleischer Architects Inc. Addendum No.2 dated July 31, 2023 

 

2. For the concrete drive thru lanes for C5 unit 3 & C4 can you confirm the thickness & if any 

reinforcement is needed. 

• Response: Refer to Turner Fleischer Architects Inc. Addendum No.2 dated July 31, 2023 

 

3. For the C4 building pad, can you confirm the extent of work area. (Is the sidewalk, curbs, & drive 

thru lane to be completed right up to the building footprint?) 

• Response: Refer to Turner Fleischer Architects Inc. Addendum No.2 dated July 31, 2023 

 

4. Are there structural drawings for the landscaping items foundations (Masonry piers & Horse 

sonotubes) that say refer to structural? 

• Response: Refer to Turner Fleischer Architects Inc. Addendum No.2 dated July 31, 2023 

 

5. Are there a unit paver colour, pattern, and size of the permeable area (drawings mention to 

coordinate with landscape architect & owner)? 

• Response: Refer to Turner Fleischer Architects Inc. Addendum No.2 dated July 31, 2023 

 

6. In the specifications there is a section for waterproofing, however after reviewing the documents 

it does not seem to show on the drawings. Can you confirm if waterproofing is required? If so, 

can we request an alternative product to use of MEL ROL. A rolled, self-adhering waterproofing 

membrane. You can find the product specifications at the below link: 

https://www.wrmeadows.com/mel-rol-waterproofing-membrane/ 

• Response: Refer to Turner Fleischer Architects Inc. Addendum No.2 dated July 31, 2023 

 

7. On Architectural drawing A003, it shows the engineered pad for Building C4, and notes refer to 

civil for details, however we do not see this pad noted on the civil drawings. Please confirm we 

are to include in our scope and the pad make-up required. 

• Response: Refer to Turner Fleischer Architects Inc. Addendum No.2 dated July 31, 2023 

 

8. For the line marking product, would you accept MMA Durable as an alternative to 

“Thermoplastic”? 

• Response: Refer to Turner Fleischer Architects Inc. Addendum No.2 dated July 31, 2023 

 

9. Can you confirm how current the elevations are on the Topographic Survey and Erosion and 

Sediment Control Plan that notes to remove the stockpiled soil? On site it appears to have more 

material stockpiled then what is shown on the drawings? 

• Response: Refer to Turner Fleischer Architects Inc. Addendum No.2 dated July 31, 2023 

 

 

https://www.wrmeadows.com/mel-rol-waterproofing-membrane/
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10. Please clarify if the OKO Skin by Rieder Gruppe is exposed fastener or concealed. 

• Response: Refer to Turner Fleischer Architects Inc. Addendum No.2 dated July 31, 2023 

 

11. Would the architect be able to supply/send line artwork files of each of the Corten Steel Horses 

shown on LS.203? 

• Response: Refer to Turner Fleischer Architects Inc. Addendum No.2 dated July 31, 2023 

 

12. Please advise if there will be a Site Visit scheduled for this project. 

• Response: Bidders may go to site as required. 

 

QUERIES DURING THE BID 

The contractor will base their bid on all drawings and specification documents. It is the contractor's 

responsibility to obtain clarification of any terms, conditions or technical requirements contained in 

documents/drawings.  

Any questions or requests for clarification during the solicitation period must be submitted in writing to 

mbertagnolli@riocan.com, by 12:00pm on July 25th, 2023. Inquiries relating to this solicitation are to be 

directed ONLY to the contact listed. Non-compliance with this condition during the solicitation period 

may, for that reason alone, result in the disqualification of the contractor.  

 

RFP SUBMISSION DEADLINE 

Please submit your proposal no later than August 8th, 2023 at 5:00pm EST. 

Inquiries and Proposals shall be submitted by e-mail to the contact below: 

Windfields Block C2 

Attn: Melea Bertagnolli 

mbertagnolli@riocan.com 

COORDINATOR, DEVELOPMENT CONSTRUCTION  

RioCan Yonge Eglinton Centre, 2300 Yonge St, Suite 500 

Box 2386 | Toronto, ON M4P 1E4 
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Addendum 

  
Project Name: Windfields Block C2

  
Date: 2023-07-31 

Address: Winchester Road & Simcoe Street, 
Oshawa, ON 

Addendum No.: 02 

  Proj. No.: 08.118CS3 

  

 
The following information supplements and/or supersedes the bid documents issued on July 17th, 2023. 
This Addendum forms part of the contract documents and is to be read, interpreted, and coordinated with all other parts. The 
cost of all contained herein is to be included in the contract sum. The following revisions supersede the information contained 
in the original drawings and specifications issued for the above-named project to the extent referenced and shall become part 
thereof. Acknowledge receipt of this Addendum by inserting its number and date on the Tender Form. Failure to do so may 
subject bidder to disqualification. 
 

 
 
Response to RFI: 
 
1.01 “Specs call for brick size to be Metric Modular. Brampton Brick does not offer the Manilla Matt or 

Espresso in the Metric modular size. Please provide an alternate color.” 
Response: Provide EF2a and EF2c in Metric Norman Sizes. Refer to updated Architectural 
drawing A301. 

 
1.02 For the concrete drive thru lanes for C5 unit 3 & C4 can you confirm the thickness & if any reinforcement 

is needed? 
Response: For the basis of this bid, bidders are to carry an allowance of $150,000.00 for concrete 
drive thru lanes for C4 and Unit 3 of C5. 
 

1.03 For the C4 building pad, can you confirm the extent of work area. (Is the sidewalk, curbs, & drive thru 
lane to be completed right up to the building footprint? 
Response: Yes, the sidewalk, curbs and drive thru lane is to be completed up to the building 
footprint. This work will be sequenced during construction. 
 

1.04 Are there structural drawings for the landscaping items foundations (Masonry piers & Horse sonotubes) 
that say refer to structural?? 
Response: Structural drawings for landscape items provided by Kalishenko in Tender package S-
01 & S-02. 

 
1.05 Are there a unit paver colour, pattern, and size of the permeable area (drawings mention to coordinate 

with landscape architect & owner)? 
Response: As per the detail on DT-2, the pavers are to be UNILOCK ECO-LINE (see attached 
catalogue).  

 
1.06 In the specifications there is a section for waterproofing, however after reviewing the documents it does 

not seem to show on the drawings. Can you confirm if waterproofing is required? If so can we request an 
alternative product to use of MEL ROL. A rolled, self-adhering waterproofing membrane. You can find the 
product specifications at the below link: https://www.wrmeadows.com/mel-rol-waterproofing-membrane/ 
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Response: Waterproofing is not required for this project’s work scope. 
 
1.07 On Architectural drawing A003, it shows the engineered pad for Building C4 and notes refer to civil for 

details, however we do not see this pad noted on the civil drawings. Please confirm we are to include in 
our scope and the pad make-up required. 
Response: Include for pad preparation and make-up in the general contractor’s work scope. 

 
1.08 For the line marking product, would you accept MMA Durable as an alternative to “Thermoplastic”? 

Response: Alternate or substitution requests will not be received or reviewed during the 
Bid/Tender phase of this Project. The Consultant will receive and review requests during the 
Construction phase of this Project as submitted on the appended form in the project manual. 

 
1.09 On the Drawings, there is some items we want to confirm are by the owner or under the contractor 

scope: supply and installation of security equipment, single arm gateway, direction signage, pre-sale 
boards, menu boards, speaker posts, or any items listed by LL on the landscape drawings. 
Response: All directional signs, enter/exit signs, flag poles, height restrictors, pre-sell boards, 
menu boards, speaker post(s), and camera poles for Building C4 shall have concrete bases and 
conduits (c/w fish wire) installed by General Contractor (Completed by Landlord at Tenant's 
expense).  Items listed as by Landlord are supplied by Landlord as noted on the drawings, 
received, stored, and installed by the General Contractor. 

 
1.10 Can you confirm how current the elevations are on the Topographic Survey and Erosion and Sediment 

Control Plan that notes to remove the stock piled soil? On site it appears to have more material 
stockpiled then what is shown on the drawings?? 
Response: The elevations on the topographic survey with respect to the topsoil pile are current 
to June 17, 2022. Bidders are to verify the current information from the project site. 

 
1.11 Confirmation of inclusion of Thank you Sign conduits in Landlord’s work. 

 Response: Thank you sign conduits and concrete base are included in Landlord’s work to be 
completed by the General Contractor. 
 

1.12 Please clarify if the OKO Skin by Rieder Gruppe is exposed fastener or concealed? 
Response: Concealed 
 

1.13 Would the architect be able to supply/ send line artwork files of each of the Corten steel Horses shown 
on LS.203? 
Response: Yes, the cad file attached. 
 
 

Revisions to Architectural Drawings: 
 
Building C5 
1.12 Revise Drawing A002 – Site Plan, and A003 – PDP Elements 

a)  Relocation of signage, bollards and site furniture (i,e, bicycle rack, bench, and trash receptacles). 
See attached. 
b)  Revised curbs and widening of walkway and frost slab at front of Unit 3. See attached.  

 Revise drawing A102 - Floor Plan  
 c)  CAD underlay added to floor plan for Unit 3 (CIBC). See attached. 
 Revise drawing A103 - Elevations  
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 d)  Revision of elevations according to exterior finish schedule materials EF2b and EF2c. See attached. 
 Revise drawing A403 - Wall Section 
 e)  Revision to call-out 8/a605 in Wall Section 3/A403. See attached. 
 Revise drawing A605 - Plan Details & Section Details  
 f)   Revision to section detail 8/A605: Added “Channel Letter Mounting” detail). See attached. 
 
 
 
 
Revisions to Consultant Drawings: 
 
1.13 Refer to Landscape Addendum No. 1 issued by STLA dated 2023-07-27. 
 
1.14 Refer to Mechanical Addendum No. 1 issued by Hammerschlag & Joffe dated 2023-07-27. 
 
1.15 Refer to Electrical Addendum No. 1 issued by Hammerschlag & Joffe dated 2023-07-27. 
 
 
 

 
Issued To:   Lauren Sullivan, lsullivan@riocan.com  
   Melea Bertagnolli, mbertagnolli@riocan.com  
   Maryam Waseem, mwaseem@riocan.com 
 
Issued By:  Edward Uzoma, edward.uzoma@turnerfleischer.com  
                                       Melissa Hombrebueno, melissa.hombrebueno@turnerfleischer.com 
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WINDFIELDS FARM BLOCK C2
PROPOSED SITE PLAN

2575 & 2585 THOROUGHBRED ST., OSHAWA, ON,
L1L 0H4

08.118CS3

SITE PLAN

MHB

A002

ECU

2022-07-08

1 : 2000A002

KEY PLAN2

1 : 300A002

OVERALL SITE PLAN1

   PROPOSED PAVEMENT ±44,616 S.F. 53.63%

   PROPOSED LANDSCAPE AREA ±15,132 S.F. 18.19%

   PROPOSED PAVED SIDEWALK AREA ±8,820 S.F. 10.60%

   BUILDING AREA ±12,430 S.F. 14.94%

COVERAGE

FSI 0.14

4.42/1,000 S.F. 4.78/100 S.M.

BARRIER FREE PARKING SPACES 3 TYPE A 2 TYPE B
PARKING PROVIDED 55 SPACES

BARRIER FREE PARKING SPACES 2 TYPE A 3 TYPE B
TOTAL PARKING REQUIRED (1/24 S.M.) 46 SPACES

TOTAL BUILDING AREA ±12,430 S.F. ±1,150 S.M.

TOTAL SERVICE AREA ±880 S.F. ±81 S.M.

TOTAL RETAIL/LEASABLE AREA (GLA) ±11,560 S.F. ±1,071 S.M.

      GARBAGE ROOM AREA ±240 S.F. ±22 S.M.

      WATER METER ROOM ±400 S.F. ±37 S.M.

      M/E ROOM AREA ±240 S.F. ±22 S.M.

      OFFICE AREA ±4,680 S.F. ±435 S.M.

      RETAIL AREA ±2,000 S.F. ±186 S.M.

BUILDING C5 AREA ±7,550 S.F. ±700 S.M.

      RETAIL AREA (RESTAURANT) ±4,880 S.F. ±450 S.M.

BUILDING C4 AREA ±4,880 S.F. ±450 S.M.

SITE C2 ±1.91 ACRES ±0.77 HA.

STATISTICS

BICYCLE PARKING NUMBER NO REQ. 6 SPACES

   EXIT

   ENTRANCE 12 M N/A

DISTANCE FROM PUBLIC STREET 18 M N/A

          RESTAURANT 16 SPACES 16 SPACES

          FINANCIAL INSTITUTIONS 4 SPACES 6 SPACES

  NUMBER

  MIN SETBACK 3M 3 M

  VEHICLE QUEUING SPACES 3 M X 6 M 3 M X 6 M

DRIVE THROUGH

 2 LARGE (3.6 M X 15 M) 2

LOADING SPACE 1 SMALL (3.6 M X 9 M) 1

(2 TYPE A + 2 TYPE B) (2 TYPE A + 2 TYPE B)

ACCESSIBLE PARKING NUMBER 4 SPACES 5 SPACES

ACCESS AISLE     1.5 M ACCESS AISLE     1.5 M

TYPE B  2.6 M X 5.4 M TYPE B  2.6 M X 5.4 M

ACCESSIBLE PARKING SPACE TYPE A   3.4 M X 5.4M TYPE A   3.4 M X 5.4 M

   SHOPPING CENTRE (1/24 S.M.)

  TOTAL PARKING REQUIRED 46 SPACES 56 SPACES

PARKING NUMBER

PARKING AISLE 6.5 M 6.5 M

PARKING SPACE 2.6 M x 5.4 M 2.7 M X 5.4 M

FOR APPENDIX "A" BUILDING SETBACK (BELOW) MIN. 1M - MAX. 4M 3.0 M - 4.0 M

MIN. INTERIOR SIDE, REAR YARD 10 M 20.2 M - 74.0 M

MIN. FRONT/ EXTERIOR SIDE YARD 1 M 2.0 M - 4.0 M

REQUIRED PROVIDED

(PLANNED COMMERCIAL CENTRE)

PCC-A(4) h-55 h56 h57

SITE C2 ZONING CHART

BLOCK C2, PLAN 40R-32231, CITY OF OSHAWA

# DATE DESCRIPTION BY

1 2022-10-13 ISSUED FOR SPA SUBMISSION 1 MHB

2 2023-02-09 ISSUED FOR SPA SUBMISSION 2 MHB

3 2023-03-23 ISSUED FOR SPA SUBMISSION 2 MHB

5 2023-04-25 ISSUED FOR COORDINATION MHB

6 2023-06-20 ISSUE FOR SPA SUBMISSION 3 MHB

40 2023-07-17 ISSUED FOR PERMIT & TENDER MHB

41 2023-07-26 ISSUED FOR COORDINATION MHB

42 2023-07-27 ISSUED FOR ADDENDUM NO. 2 MHB
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WINDFIELDS FARM BLOCK C2
PROPOSED SITE PLAN

2575 & 2585 THOROUGHBRED ST., OSHAWA, ON,
L1L 0H4

08.118CS3

SITE PLAN - PDP ELEMENTS

MHB

A003

ECU

2022-07-08

1 : 300A003

SITE PLAN - PDP ELEMENTS1

PDP ELEMENTS SCHEDULE

NO. DESCRIPTION

1 PROVIDE NEW 'ACCESSIBLE PARKING' GRAPHIC & PARKING POLE. REFER
TO 6/A003

2 PROVIDE 'RESERVED FOR FAMILY/EXPECTANT
MOTHERS' GRAPHIC & PARKING POLE. REFER TO
TYPE B & TYPE D, REFER TO 7/A003 & 6/A003

3 PROVIDE 'EV CHARGING STATION' GRAPHIC &
PARKING POLE. TYPE C, REFER TO 6/A003 & 7/A003

4 PROVIDE NEW 4" (100MM) RED AND WHITE
REFLECTIVE STRIPES AROUND CONCRETE BASE.
REFER TO SPECS.

5 NEW BRAND BANNER AT LIGHT POLE/ BANNER POLE
TO BE SUPPLIED AND INSTALLED BY OTHERS.
BANNER TO BE MOUNTED AT 3050 (10'-0") FROM F.F.

6 PROVIDE NEW STOP SIGN.

7 NEW BRANDED BIKE RACKS TO BE SUPPLIED BY
OWNER, RECEIVED AND INSTALLED BY GC.

8 NEW BRANDED BENCH TO BE SUPPLIED BY OWNER,
RECEIVED  AND INSTALLED BY GC. PROVIDE
CONCEALED ANCHORS.

9 LOCATION OF NEW TALL MULTI-TENANT PYLON SIGN.
GC TO PROVIDE CABLES C/W ALL FITTINGS AND
ACCESSORIES FOR POWER CONNECTION TO NEW
PYLON SIGNAGE. PYLON AND CONCRETE BASE BY
OTHERS.

10 PROVIDE ‘EV CHARGING STATION’ GRAPHIC & PARKING POLE. TYPE C,
REFER TO 6/A003 & 7/A003

11 ASPHALT TO BE MADE READY TO RECEIVE NEW PAINT. REFER TO
SPECIFICATIONS APPENDIX 1 FOR RIOCAN CROSSWALK COLOUR FOR
BUILDING TO BUILDING.

12 ASPHALT TO BE MADE READY TO RECEIVE NEW PAINT. REFER TO
SPECIFICATIONS APPENDIX 1 FOR RIOCAN CROSSWALK COLOUR FOR
BUILDING ENTRANCE TO PARKING.

13 ASPHALT TO BE MADE READY TO RECEIVE NEW PAINT. REFER TO
SPECIFICATIONS APPENDIX 1 FOR RIOCAN CROSSWALK COLOUR FOR
BUILDING PARKING TO PARKING.

# DATE DESCRIPTION BY

1 2022-10-13 ISSUED FOR SPA SUBMISSION 1 MHB

2 2023-02-09 ISSUED FOR SPA SUBMISSION 2 MHB

3 2023-03-23 ISSUED FOR SPA SUBMISSION 2 MHB

5 2023-04-25 ISSUED FOR COORDINATION MHB

6 2023-06-20 ISSUE FOR SPA SUBMISSION 3 MHB

40 2023-07-17 ISSUED FOR PERMIT & TENDER MHB

41 2023-07-26 ISSUED FOR COORDINATION MHB

42 2023-07-27 ISSUED FOR ADDENDUM NO. 2 MHB

BLOCK C2, PLAN 40R-32231, CITY OF OSHAWA
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The issuance of this record drawing is a representation by Turner Fleischer Architects Inc. that the 
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been prepared or provided by others.The revisions to these contract documents, reflecting the 
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This drawing, as an instrument of service, is provided by and is the property of Turner Fleischer 
Architects Inc. The contractor must verify and accept responsibility for all dimensions and conditions 
on site and must notify Turner Fleischer Architects Inc. of any variations from the supplied 
information. This drawing is not to be scaled. The architect is not responsible for the accuracy of 
survey, structural, mechanical, electrical, etc., information shown on this drawing. Refer to the 
appropriate consultant's drawings before proceeding with the work. Construction must conform to all 
applicable codes and requirements of authorities having jurisdiction. The contractor working from 
drawings not specifically marked 'For Construction' must assume full responsibility and bear costs 
for any corrections or damages resulting from his work.
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EXTERIOR FINISH SCHEDULE

MATERIAL DESCRIPTION

EF1a ARCHITECTURAL BLOCK VENEER
MANUFACTURER: SHOULDICE DESIGNER STONE
COLOUR: COLBY -ES
TEXTURE: TAPESTRY
MORTAR COLOUR: SOLOMON COLOURS INC. A SERIES 94A
CAULKING COLOURS TO MATCH

EF2a CLAY BRICK VENEER
MANUFACTURER: BRAMPTON BRICK
COLOUR: MANILLA MATTE, CONTEMPORARY
MORTAR COLOUR: REGULAR MORTAR - NO PIGMENT
CAULKING COLOURS TO MATCH

EF2b CONCRETE BRICK VENEER
MANUFACTURER: BRAMPTON BRICK
COLOUR: NICKEL, METRIC NORMAN, CONTEMPO SERIES
TEXTURE: SMOOTH
MORTAR COLOUR: REGULAR MORTAR, NO PIGMENT
CAULKING COLOURS TO MATCH

EF2c CLAY BRICK VENEER
MANUFACTURER: WATSONTOWN
COLOUR: COAL
TEXTURE: KT
MORTAR COLOUR: REGULAR MORTAR, NO PIGMENT
CAULKING COLOURS TO MATCH

EF3a PREFINISHED METAL PANEL (ACM):
4MM THICK ALPOLIC ALUMINIUM COMPOSITE MATERIAL,
BENT TO PROFILE INDICATED WITH MANUFACTURER’S
MOUNTING SYSTEM
CUSTOM COLOUR: 734L830 VALFLON 9963 RED

EF3b PREFINISHED METAL PANEL (ACM):
4MM THICK ALPOLIC ALUMINIUM COMPOSITE METAL PANEL,
BENT TO PROFILE INDICATED WITH MANUFACTURER’S
MOUNTING SYSTEM.
DRY JOINT SYSTEM
COLOUR: TBL BLACK

EF3c PREFINISHED METAL PANEL (ACM):
4MM THICK ALPOLIC ALUMINIUM COMPOSITE METAL PANEL,
BENT TO PROFILE INDICATED WITH MANUFACTURER’S
MOUNTING SYSTEM.
DRY JOINT SYSTEM
COLOUR: WALNUT, TIMBER SERIES

EF3d PREFINISHED METAL PANEL (ACM):
4MM THICK ALPOLIC ALUMINIUM COMPOSITE MATERIAL,
BENT TO PROFILE INDICATED WITH MANUFACTURERS
MOUNTING SYSTEM
CUSTOM COLOUR: PANTONE 877C METALLIC COATED

EF3e ALUMINIUM PLATE PANELS:
3.2 MM THICK PLATE ALUMINIUM (DRY JOINT SYSTEM /
CAULKED JOINT SYSTEM) BENT TO PROFILE INDICATED
WITH MANUFACTURERS MOUNTING SYSTEM
FINISH: BAKED-ON POWER COATING DURANAR COATINGS
BLACK UC40577 SRI -3

EF3f SPANDREL GLAZING:
6MM HEAT STRENGTHENED GLASS WITH OPACIFYING
COATING ON THE 2ND SURFACE
COATING: OPACI-COAT-300 0-1060 PRIMARY WHITE

EF4a GLAZED DOORS & WINDOWS
MULLION COLOUR: BLACK ANODIZED

EF5a GLASSFIBRE CONCRETE PANEL:
REIDER OKO SKIN
1800MM X 147MM X 13 MM THICK OKO SKIN
SERIES: PIETRA COLLECTION
COLOUR: SAHARA MATT
REIDER OKO SKIN
1800MM X 147MM X 13 MM THICK OKO SKIN
SERIES: PIETRA COLLECTION
COLOUR: SAHARA MATT

EF5b GLASSFIBRE CONCRETE PANEL:
REIDER OKO SKIN
2500MM X 147MM X 13 MM THICK & 2500MM X 302 MM X 13
MM THICK (ALTERNATING PATTERN),
2500MM X 302 MM X 13 MM THICK
SERIES: GREYSCALE COLLECTION
COLOUR: LIQUID BLACK LIGHT
TEXTURE: STANDARD

EF6 ZINC RICH EXTERIOR GRADE PRIMER:
MANUFACTUERER: PPG
COLOUR: BLACK FINISH COATING TO MATCH METAL FILLER
PANEL

EF9 EXTERIOR LIGHT FIXTURE
DOWN LIGHT
REFER TO ELECTRICAL DRAWINGS

EF10 METAL FLASHING & CAP FLASHING”
AGWAY METALS
PREFINISHED 24GA STEEL SHEET
COLOUR: QC28262 BLACK

# DATE DESCRIPTION BY

1 2023-03-06 ISSUED FOR COORDINATION MHB

2 2023-03-23 ISSUED FOR COORDINATION MHB

3 2023-04-12 ISSUED FOR COORDINATION MHB

4 2023-04-28 ISSUED FOR TENDER REVIEW MHB

5 2023-06-16 ISSUED FOR PERMIT MHB

6 2023-07-17 ISSUED FOR PERMIT & TENDER MHB

7 2023-07-17 ISSUED FOR TENDER MHB

8 2023-07-26 ISSUED FOR COORDINATION MHB

9 2023-07-27 ISSUED FOR ADDENDUM NO. 2 MHB
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This drawing, as an instrument of service, is provided by and is the property of Turner Fleischer 
Architects Inc. The contractor must verify and accept responsibility for all dimensions and conditions 
on site and must notify Turner Fleischer Architects Inc. of any variations from the supplied 
information. This drawing is not to be scaled. The architect is not responsible for the accuracy of 
survey, structural, mechanical, electrical, etc., information shown on this drawing. Refer to the 
appropriate consultant's drawings before proceeding with the work. Construction must conform to all 
applicable codes and requirements of authorities having jurisdiction. The contractor working from 
drawings not specifically marked 'For Construction' must assume full responsibility and bear costs 
for any corrections or damages resulting from his work.
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WALL SECTION - CANOPY AT GLAZING, ACM AND BRICK3
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WALL SECTION - GLASSFIBRE CONC. PANEL AT EXTERIOR WALL1
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WALL SECTION - ACM TOWER AT MID PARAPET2
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This drawing, as an instrument of service, is provided by and is the property of Turner Fleischer 
Architects Inc. The contractor must verify and accept responsibility for all dimensions and conditions 
on site and must notify Turner Fleischer Architects Inc. of any variations from the supplied 
information. This drawing is not to be scaled. The architect is not responsible for the accuracy of 
survey, structural, mechanical, electrical, etc., information shown on this drawing. Refer to the 
appropriate consultant's drawings before proceeding with the work. Construction must conform to all 
applicable codes and requirements of authorities having jurisdiction. The contractor working from 
drawings not specifically marked 'For Construction' must assume full responsibility and bear costs 
for any corrections or damages resulting from his work.
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1 1/2" = 1'-0"A605

PLAN DETAIL - METAL FILLER PANEL AT GLAZING1

1 1/2" = 1'-0"A605

PLAN DETAIL - METAL FILLER PANEL AT CURTAINWALL DOOR2

1 1/2" = 1'-0"A605

PLAN DETAIL - METAL FILLER PANEL AT SPANDREL AND GLAZING3

1 1/2" = 1'-0"A605

SECTION DETAIL - ACM TOWER AT EXTERIOR WALL4

1 1/2" = 1'-0"A605

SECTION DETAIL - BRACE CONNECTION W/ PITCH POCKET SEALANT5

1 1/2" = 1'-0"A605

SECTION DETAIL - FIRE STOP DETAIL AT 2HR BLOCK WALL6

1 1/2" = 1'-0"A605

SECTION DETAIL - DOGHOUSE7

1 1/2" = 1'-0"A605

SECTION DETAIL - CHANNEL LETTER MOUNTING AND BLOCKING ABOVE GLAZING8
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Notes: Special Order - Lead time is required, minimum quantities apply. SOLD IN FULL BUNDLES ONLY and 
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.29 Sq.Ft./Stone
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Tender Addendum: #1 

 

Date: 2023-07-27 

Project #: 22-133 

Project Name:  

Windfields C2 

 

 

 

In regards to the Tender Addendum No 1 for the above referenced project, the following documents are 

submitted to modify the original tender documents for the landscape scope of the project. 

 

 

 

 

1. Drawings Submitted with Changes Noted 

1.1. LS.100 – Landscape Plan 

1.1.1. The location and layout of the bike racks, trash receptacle and bench in front of building C5 

and unit 3 have been revised. 

1.1.2. The planter curbs and planters in front of unit 3 have been deleted. Extra concrete paving has 

been provided in lieu. 

1.2. LP.001 – Planting Notes and Schedule 

1.2.1. Quantities for the plants with the following codes are revised: ps & GB. 

1.2.2. A new tree type has been added with the code UP. 

1.3. LP.001 – Planting Plan 

1.3.1. The layout of plants with the code GTSM and Vc southeast of unit 3 have been revised. 

1.3.2. The tree with the code GB south of unit 3 has been replaced with a tree with the code UP. 

 

 

 

Per:  

 Michael Cullen                                                   2023-07-27 

 Project Manager / Landscape Architect                                          Date 
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PART 1

BUILDING C4

± 450 S.M.

± 4,880 S.F.

BUILDING C5

± 700 S.M.

± 7,550 S.F.

± 37 S.M.

± 400 S.F.

WATER METER RM

± 186 S.M.

± 2000 S.F.

UNIT 1 (FAST FOOD RESTAURANT)

± 186 S.M.

± 2000 S.F.

UNIT 2 (DENTIST OFFICE)

± 249 S.M.

± 2680 S.F.

UNIT 3 (BANK OFFICE)
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UP
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LP.201

TYP.

3

LP.201

TYP.

4

LP.201

TYP.

TYP.

4495

CONIFEROUS TREES BOTANICAL NAME

PG PICEA GLAUCA

DECIDUOUS TREES BOTANICAL NAME
AMC AMELANCHIER CANADENSIS
GB GINKGO BILOBA
GTSM GLEDITSIA TRIACANTHOS INERMIS `SHADEMASTER` TM
QM2 QUERCUS MACROCARPA
UP ULMUS AMERICANA 'PRINCETON'

DECIDUOUS SHRUBS BOTANICAL NAME
Dl DIERVILLA LONICERA
Pn PHYSOCARPUS OPULIFOLIUS
Ra RHUS AROMATICA 'GRO-LOW'
Ra2 RIBES ALPINUM
Vc VIBURNUM OPULUS 'COMPACTUM'
Vd VIBURNUM DENTATUM

EVERGREEN SHRUBS BOTANICAL NAME
Tc TAXUS CUSPIDATA 'NANA AURESCENS'

EVERGREEN SHRUBS BOTANICAL NAME
Jb JUNIPERUS HORIZONTALIS 'BLUE CHIP'

GRASSES BOTANICAL NAME
cak CALAMAGROSTIS X ACUTIFLORA `KARL FOERSTER`
dbc DESCHAMPSIA CESPITOSA `BRONZESCHLEIER`
dcg DESCHAMPSIA CESPITOSA `GOLDTAU`
Dt DESCHAMPSIA CESPITOSA
ps PANICUM VIRGATUM 'APACHE ROSE'
pv PANICUM VIRGATUM 'CHEYENNE SKY'
she SPOROBOLUS HETEROLEPIS

PLANT SCHEDULE
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PLANTING PLAN
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ELECTRICAL ADDENDUM 

 
Project Name: Winfield Farm Block C Issued Date: July 27, 2023 

Project Address: WINCHESTER ROAD & SIMCOE
STREET OSHAWA, ONTARIO

E ADD No.: 1 

Issued By: Braydon Kahn Architect: Turner Fleischer 

Project No.: 22-000-176 Attention:  Edward Uzoma 
 

Note: The contractor shall submit a detailed, itemized quotation of the extra/credit/no charge for the following 
work which shall be subject to all conditions, quality of workmanship and materials as described in the 
specifications for all trades for the above-mentioned project. This Proposed Change does not authorize the 
contractor to proceed with the work or order any materials, unless instructed by the Owner or by the 
Consultant. This Proposed Change does not in any way relieve the contractor of the responsibility to meet 
the Tender project schedule. 

 

Description: 

1. Drawing #ES2 (Re-Issued) 
1.1. Electrical site plan updated.  

1.1.1. Tenant conduit with pullstrings added for signage. 
1.1.2. Tenant conduit with pullstrings added for camera pole. 

 
Reason for Change: 

Updated based on architectural and tenant revisions.  

 

End of Addendum #E1 



A1

A3 PART 1

WINDFIELDS FARM DRIVE
26M R.O.W

SITE C1

BUILDING C4
± 450 S.M.

± 4,880 S.F.

BUILDING C5
± 700 S.M.

± 7,550 S.F.

EXTENT OF SPA

EXTEN
T O

F SPA

E
X

TE
N

T 
O

F 
S

P
A

PATIO SPACE

± 37 S.M.
± 400 S.F.

WATER METER RM

± 186 S.M.
± 2000 S.F.

UNIT 1 (FAST FOOD RESTAURANT)

± 186 S.M.
± 2000 S.F.

UNIT 2 (DENTIST OFFICE)

± 249 S.M.
± 2680 S.F.

UNIT 3 (BANK OFFICE)

FUTURE EV CHARGING
6 CARS

ELECTRICAL SITE PLAN 
SCALE: 1:300ES2

1

NOTES RE: TELEPHONE SERVICES

1

2

NOTES RE: ELECTRICAL SERVICES

B

C

A 2x100mmC C/W PULLSTRING IN CONCRETE ENCASED STEEL REINFORCED DUCTBANK FROM
PROPERTY LINE TO PAD MOUNTED TRANSFORMER TO OSHAWA PUC STANDARDS AND
REQUIREMENTS. COORDINATE EXACT DUCT TERMINATION LOCATION ON SITE WITH OSHAWA PUC.

2 RUNS OF 4#600MCM RWU90 NUAL-100mmC IN CONCRETE ENCASED STEEL REINFORCED DUCTBANK
FROM PAD MOUNTED TRANSFORMER TO BUILDING 'C5' ELECTRICAL ROOM. ALLOW TO COORDINATE
WITH OSHAWA PUC FOR RUNNING DUCTBANK AND CABLES INTO TRANSFORMER ALONG WITH
TERMINATIONS.

2 RUNS OF 4#250MCM RWU90 NUAL + BOND WIRE-100mmC IN CONCRETE ENCASED STEEL
REINFORCED DUCTBANK FROM BUILDING 'C5' ELECTRICAL ROOM TO BUILDING 'C4' ELECTRICAL
ROOM. NOTE DUCTS AND CABLES ARE TO PASS THROUGH A METER CABINET IN BUILDING C5
BEFORE TERMINATING IN MAIN SWITCHBOARD. DUCT AND CABLE TO PASS THROUGH A PULLING
CHAMBER WITHIN SITE.

2x100mmC C/W PULLSTRING IN CONCRETE ENCASED STEEL REINFORCED DUCTBANK FROM
PROPERTY LINE TO PAD MOUNTED TRANSFORMER TO OSHAWA PUC STANDARDS AND
REQUIREMENTS.  COORDINATE EXACT DUCT TERMINATION LOCATION ON SITE WITH OSHAWA PUC.

2x100mmC C/W PULLSTRING IN DIRECT BURIED DUCTS FROM PROPERTY LINE TO BUILDING "C5"
ELECTRICAL ROOM TO APPROVAL OF BELL & ROGERS.

2x100mmC C/W PULLSTRING IN DIRECT BURIED DUCTS FROM PROPERTY LINE TO BUILDING "C4"
ELECTRICAL SERVICE AREA TO APPROVAL OF BELL & ROGERS.

1. THIS ELECTRICAL CONTRACTOR TO RUN CONCRETE ENCASED STEEL REINFORCED (CESR) PRIMARY
DUCTBANKS (QUANTITY AND SIZE AS SHOWN ON DRAWING) TO OSHAWA PUC REQUIREMENT. ALLOW TO
COORDINATE WITH OSHAWA PUC FOR INSPECTION OF ALL PRIMARY DUCTBANKS PRIOR TO BACK FILLING.

2. THIS ELECTRICAL CONTRACTOR TO RUN CONCRETE ENCASED STEEL REINFORCED (CESR)
SECONDARY/FEEDER DUCTBANKS (QUANTITY AND SIZE AS SHOWN ON DRAWING) TO 5' OUTSIDE EACH
BUILDING ELECT/MECH ROOM OR SERVICE AREA. BUILDING ELECTRICAL CONTRACTOR SHALL RUN DUCTS
FROM BUILDING ELECT/MECH ROOM OR SERVICE AREA TO TIE INTO THESE DUCTS; WHEREAFTER THIS
SITE ELECTRICAL CONTRACTOR TO COME BACK AT A LATER DATE AND RUN SECONDARY WIRING AS
NOTED FROM TRANSFORMER TO A FUTURE FUSED SWITCHBOARD OR DISCONNECT SWITCH AND
COORDINATE CONNECTIONS AT TRANSFORMER WITH OPUC. LEAVE APPROXIMATELY 15' COIL OF CABLES
AT BOTH ENDS FOR  FUTURE CONNECTION. CONNECTION AT INSIDE BUILDING SHALL BE DONE BY
BUILDING CONTRACTOR. CONNECTION AT TRANSFORMER TO BE DONE BY OPUC. ALLOW FOR ALL CABLES
TO REACH BUILDING SERVICE LOCATIONS AS NECESSARY. CONFIRM EXACT CABLE LENGTH ON SITE
PRIOR TO ORDERING. ALLOW TO RETURN TO SITE MULTIPLE TIMES DURING CONSTRUCTION TO SUIT
BUILDING ENERGIZATION TIMELINES. COORDINATE ALL TIMING WITH GENERAL CONTRACTOR AND
PROJECT MANAGER ON SITE.

3. THIS ELECTRICAL CONTRACTOR TO VERIFY EXACT LOCATION OF ALL ELECTRICAL ROOMS AND TENANT
SERVICE LOCATIONS PRIOR TO ROUGH-IN SECONDARY SERVICES.

4. PROPOSED LOCATION OF PAD MOUNTED TRANSFORMER. PROVIDE FOUNDATION, LID, GROUNDING,
PROTECTIVE BOLLARDS TO OSHAWA PUC STANDARDS AND REQUIREMENTS. CONFIRM ALL TIMING FOR
INSTALLATION WITH OPUC.

5. THIS ELECTRICAL CONTRACTOR TO RUN BOTH CONDUIT/WIRING FOR ALL SITE LIGHTING AND PYLON
SIGNS ALL THE WAY INTO LANDLORD ELECTRICAL ROOM AS SHOWN ON DRAWINGS AND TERMINATE IN
J-BOX UNDER HOUSE SERVICE 347/600V PANEL. LEAVE 15' COIL OF CABLES IN J-BOX FOR FUTURE
CONNECTION TO PANEL BY BASEBUILDING CONTRACTOR. ALLOW TO COORDINATE EXACT CONDUIT/WIRE
ROUTING ON SITE AS REQUIRED.

6. ALL EMPTY DUCTS SHALL BE C/W NYLON PULL ROPES.

7. THIS ELECTRICAL CONTRACTOR TO COORDINATE WITH CIVIL AND LANDSCAPE DRAWINGS TO AVOID
CONFLICT AND ADJUST ROUTING AS REQUIRED.

8. ALL UNDERGROUND WIRING IS TO BE RWU (UNLESS OTHERWISE NOTED)
        NO ALTERNATES WILL BE ACCEPTABLE.

9. MEGGER ALL LIGHTING AND POWER CIRCUITS TO MEET CODES AND LATEST NETA MANUAL. ALL
SECONDARY FEEDER CABLES SHALL BE MEGGER TESTED WITH 1000VDC (FOR CABLE RATED 300V OR
LESS MEGGER TEST IS 500VDC) APPROVED MEGGER TEST. HAND CRANKED INSTRUMENTS ARE NOT
ALLOWED. SUBMIT MEGGER TEST RESULTS TO ENGINEER PRIOR TO POWER ON.

10. THIS ELECTRICAL CONTRACTOR TO PROVIDE ALL REQUIRED CONDUIT C/W PULLSTRING/WIRING FOR
BUILDING 'C4' AND 'C5' DRIVE THRU EQUIPMENT AS NOTED ON DRAWINGS. ALL CONDUITS/WIRES ARE TO
BE LABELLED FOR FUTURE TENANT USE. PROVIDE ALL REQUIRED CONCRETE BASES TO LATEST TENANT
REQUIREMENT FOR DIRECTION SIGNS/PRE SALE BOARDS/ MEUNBOARD/SPEAKER POST/ETC. CONFIRM
EXACT LOCATION OF ALL EQUIPMENT ON SITE AND WITH P.M./TENANT PRIOR TO ROUGHING -IN.
COORDINATE AND CONFIRM EXACT CONDUIT SIZE REQUIRED FOR DRIVE THRU EQUIPMENT WITH DETAILS
ON DRAWINGS AND TENANT APPROVED DRAWING. ALLOW TO RECEIVE DETECTOR LOOPS, ANCHOR
BOLTS, ETC. FROM TENANT FOR INSTALLATION PRIOR TO POURING BASES OR INSTALLING CONDUITS.
COORDINATE TIMING FOR RECEIVING ALL TENANT SUPPLIED EQUIPMENT WITH G.C. AND P.M. ON SITE AS
REQUIRED.

11. THIS ELECTRICAL CONTRACTOR TO ALLOW FOR AN ON SITE MEETING WITH OSHAWA PUC PRIOR TO
COMMENCING ANY WORK. CONTACT MATT HUDEBINE (mhudebine@opuc.on.ca, 905-723-4626 XT.5287) FOR
MEETING ALONG WITH ANY ADDITIONAL OSHAWA PUC DETAILS AND REQUIREMENTS.

12. THIS ELECTRICAL CONTRACTOR TO ARRANGE FOR A PRE-CONSTRUCTION MEETING WITH BELL CANADA
PRIOR TO STARTING ANY WORK ON SITE. CONTACT JEN PIITZ (jennifer.piitz@bell.ca, 905.433.3146)

      TO ARRANGE FOR A MEETING ON SITE.

13. N/A

14. ALL CONCRETE BASES FOR LANDSCAPE LIGHTS ARE TO BE SUPPLIED AND INSTALLED BY G.C. OR
LANDSCAPE CONTRACTOR. THIS ELECTRICAL CONTRACTOR TO ALLOW TO COORDINATE FOR
INSTALLATION OF CONDUITS OR ANCHOR BOLT ON SITE PRIOR TO CONCRETE BASES BEING POURED.

DESCRIPTION 

LIGHT FIXTURE SCHEDULE 
TYPE

"A"

"B" LUMINAIRE/POLE ASSEMBLY CONSISTING OF A DOUBLE (2) LED LUMINAIRES WITH A TYPE V DISTRIBUTION PATTERN, 347V OUTDOOR USE BALLAST ON A DECORATIVE ARM, ON A 20'-0" ROUND STEEL POLE WITH POLE BASE COVER ON 36" HIGH
CONCRETE BASE (DIAMETER AS REQUIRED). COLOUR OF FINISH OF POLE/HEAD TO ARCHITECT'S SELECTION.  LAMPS SHALL BE SUPPLIED WITH THE FIXTURE. FIXTURE TO HAVE FLAT LENS AND BE FULL CUT OFF.

NLS LIGHTING CAT.# 2-NV-2-T5-96L-7-40K-HV-DP6-CS

LUMINAIRE/POLE ASSEMBLY CONSISTING OF A SINGLE (1) LED LUMINARE WITH A TYPE III DISTRIBUTION PATTERN, HOUSE SIDE SHIELD, 347V OUTDOOR USE BALLAST ON A DECORATIVE ARM, ON A 20-'0" ROUND STEEL POLE WITH POLE BASE COVER
ON 36" HIGH CONCRETE BASE (DIAMETER AS REQUIRED). COLOUR OF FINISHED OF POLE/HEAD TO ARCHITECT'S SELECTION. LAMPS SHALL BE SUPPLIED WITH FIXTURE. FIXTURE TO HAVE FLAT LENS BE FULL CUT OFF AND DARK SKY COMPLIANT.

NLS LIGHTING CAT.# 1-NV-2-T3-112L-7-40K-HV-DPS6-CC-HSS

"B1" LUMINAIRE/POLE ASSEMBLY CONSISTING OF A SINGLE (1) LED LUMINARE WITH A TYPE V DISTRIBUTION PATTERN, 347V OUTDOOR USE BALLAST ON A DECORATIVE ARM, ON A 20'0" ROUND STEEL POLE WITH POLE BASE COVER ON 36" HIGH
CONCRETE BASE (DIAMETER AS REQUIRED). COLOUR OF FINISHED OF POLE/HEAD TO ARCHITECT'S SELECTION. LAMPS SHALL BE SUPPLIED WITH FIXTURE. FIXTURE TO HAVE FLAT LENS BE FULL CUT OFF AND DARK SKY COMPLIANT.

NLS LIGHTING CAT.# 1-NV-2-T5-96L-7-40K-HV-DPS6-CC

"P" LUMINAIR CONSISTING OF A DECORATIVE PATH LIGHT, 120V OUTDOOR USE BALLAST.LIGHTING BASE BY LANDLORD, COLOUR OF FINISH OF HEAD/FIXTURE TO ARCHITECT'S SELECTION.

CREE LIGHTING: PWY-EDG-5M-P4-02-E-12-BK-350-40K

CYC5.12

DIGITAL MENUBOARD, COD
SPEAKER, VEHICLE DETECTOR

LOOP AND ORDER STATION

PRE-SALE BOARD

"ANY LANE ANY TIME" SIGN

DIGITAL MENUBOARD, COD
SPEAKER, VEHICLE

DETECTOR LOOP AND
ORDER STATION

2#10+B-25mmC

2#10+B-25mmC
1X25mmC C/W PULLSTRING (DATA)

2#10+B-25mmC
1x25mmC C/W PULLSTRING (DATA)

3#10-25mmC
1x50mmC C/W PULLSTRING (DATA)
1x37mmC C/W PULLSTRING (HEADSET)
1x25mmC C/W PULLSTRING (DATA)

4#10-25mmC
1x50mmC C/W PULLSTRING (DATA)

1x37mmC C/W PULLSTRING (HEADSET)
1x25mmC C/W PULLSTRING (DATA)

DIRECTIONAL SIGN

HEIGHT RESTRICTION BAR

DRIVE THRU CAMERA

25mmC C/W PULLSTRING

B
YC5.10,12B

YC5.10,12

6#8+B-50mmC

8#8+B-50mmC

B1
YC5.10

B1
YC5.12

P

L1

L1

L1

L1

L1

L2

L2

L1

L2

6#8+B-50mmC

3#8+B-50mmC
2#8+B-50mmC

2#10+B-37mmC

C

2

CONFIRM DUCT STUB LOCATION
ON SITE PRIOR TO ROUGHING-IN.

DUCTS ARE TO BE TURNED UP
AND SEPARATED 1M APART AT

PROPERTY LINE FOR FUTURE
BELL AND ROGERS USE.

1

YC5.2,4RC5.6

RC5.6

RC5.6

RC5.6

RC5.6

RC5.6

RC5.6

RC5.6

RC5.6

2#8+B-50mmC BACK TO
PANEL RC5 IN BUILDING
C5 ELECTRICAL ROOM.

A
YC5.10

A
YC5.12 YC5.102#8+B-50mmC

2#8+B-50mmC

CONFIRM EXACT DUCT STUB
LOCATION WITH OPUC ON SITE.

PROPOSED LOCATION OF PAD
MOUNTED TRANSFORMER.
SEE NOTE #4.

A

B

3#8+B-50mmC

"L1" LED LANDSCAPE BOLLARD LIGHT FIXTURE C/W 120V BALLAST SUITABLE FOR OUTDOOR USE. CONCRETE BASE TO BE PROVIDED UNDER LANDSCAPE CONTRACT. ALLOW TO COORDINATE FOR INSTALLATION OF CONDUITS OR ANCHOR BOLTS ON
SITE PRIOR TO CONCRETE BASED BEING POURED. COLOUR OF FIXTURE FINISH TO BE SELECTED BY OWNER/LANDSCAPE ARCHITECT PRIOR TO RELEASE FOR MANUFACTURE.

LANDSCAPE FORMS SKYLINE CAT.#: BR-80-DB-004L4-30K-UV1-EM-CC

"C" LUMINAIRE/POLE ASSEMBLY CONSISTING OF A SINGLE (1) LED LUMINARE WITH A TYPE IV DISTRIBUTION PATTERN, HOUSE SIDE SHIELD, 347V OUTDOOR USE BALLAST ON A DECORATIVE ARM, ON A 20'0" ROUND STEEL POLE WITH POLE BASE COVER
ON 36" HIGH CONCRETE BASE (DIAMETER AS REQUIRED). COLOUR OF FINISHED OF POLE/HEAD TO ARCHITECT'S SELECTION. LAMPS SHALL BE SUPPLIED WITH FIXTURE. FIXTURE TO HAVE FLAT LENS BE FULL CUT OFF AND DARK SKY COMPLIANT.

NLS LIGHTING CAT.# 1-NV-2-T4-96L-1-40K-HV-DPS6-CC-HSS

2#10+B-25mmC

2#10+B-25mmC

OUTLET FOR PYLON SIGN

2#8+B-50mmC
BETWEEN ALL TYPE L1 AND L2
LANDSCAPE LIGHTS.

EXISTING OPUC
HYDRO POLE.

600A
600V

REFER TO BUILDING DRAWING FOR
DUCT CONTINUATION.
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WINDFIELDS FARM DRIVE

CONDUIT/WIRE
EXTENSION BY BUILDING

C4 CONTRACTOR.
4

4

VEHICLE DETECTOR
LOOP

4

VEHICLE DETECTOR
LOOP

4

VEHICLE DETECTOR
LOOP

3
TYPICAL

RC5.6
L2

L2
RC5.6

L1
RC5.6

L1
RC5.6

RC5.6
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THIS ELECTRICAL CONTRACTOR SHALL ALLOW TO SUPPLY AND INSTALL ALL POWER CONDUITS C/W
WIRING FOR ALL SIGNS (MENUBOARD, PRESALE, DIRECTIONAL, HEIGHT, CAMERAS, ETC.) C/W 20' COIL OF
CABLE AT BOTH ENDS FOR CONNECTION/EXTENSION BY McDONALDS ELECTRICAL CONTRACTOR. THIS
ELECTRICAL CONTRACTOR SHALL ALLOW TO SUPPLY AND INSTALL ALL CONDUIT C/W PULLSTRINGS FOR
FUTURE DATA WIRING.

MCD ELECTRICAL CONTRACTOR SHALL PROVIDE FINAL CONNECTIONS FOR ALL DRIVE THRU EQUIPMENT
AND DIRECTIONAL SIGN AS REQUIRED.

ALL CONCRETE BASES ARE TO BE SUPPLIED AND INSTALLED BY ELECTRICAL CONTRACTOR TO LATEST
McDONALDS STANDARDS. CONFIRM EXACT BASE LOCATIONS AND SIZES WITH McDONALDS P.M. PRIOR
TO INSTALLATION.

THIS ELECTRICAL CONTRACTOR SHALL ALLOW TO INSTALL ALL DETECTOR LOOPS AT ORDER STATIONS
AND DRIVE THRU WINDOWS TO LATEST MANUFACTURE/McDONALDS STANDARDS AND REQUIREMENTS.
DETECTOR LOOPS TO BE SUPPLIED BY McDONALDS. ALLOW TO PROVIDE 1.5"C STUBBED INTO
BUILDING FOR DETECTOR LOOPS AT DRIVE THRU WINDOW.

3

4

"L2"
LED LANDSCAPE COLUMN LIGHT FIXTURE C/W 120V BALLAST SUITABLE FOR OUTDOOR USE AND ASYMETRIC FORWARD THROW BEAM (A60) OPTION AND COLUMN FITTER FOR MOUNTING ON LANDSCAPE COLUMN. CONFIRM EXACT FIXTURE
MOUNTING HEIGHT WITH LATEST LANDSCAPE DRAWINGS. COLOUR OF FIXTURE FINISH TO BE SELECTED BY OWNER/LANDSCAPE ARCHITECT PRIOR TO RELEASE FOR MANUFACTURE.

WE-EF CAT.#: VLS420 LED 620-5368 620-9341

3#8+B-50mmC

OUTLET FOR
PYLON SIGN

YC5.6,8

4#8+B-50mmC

HEIGHT RESTRICTION BAR

37mmC C/W
PULLSTRING TO

BUILDING C5 UNIT 3

CONFIRM EXACT DUCT
STUB LOCATION ON SITE

WITH BUILDING
CONTRACTOR PRIOR TO

INSTALLATION.

400A,
600V

PROPOSED LOCATION OF PULLING
CHAMBER. PULLING CHAMBER TO BE
SIZED BASED ON NUMBER OF
CONDUITS/WIRES ENTERING/EXITING
AND BE C/W HEAVY DUTY
WEATHERPROOF COVER AND
GROUNDING TO ESA REQUIREMENTS.
CONFIRM EXACT PULLING CHAMBER
LOCATION ON SITE PRIOR TO
INSTALLATION.

D

CONFIRM EXACT
DUCT STUB

LOCATION WITH
OPUC ON SITE

D

PROPOSED LOCATION OF EV CHARGING
STATION. PROVIDE CONCRETE BASE AND

BOLLARDS AS PER 'LEADING AHEAD' AND ESA
REQUIREMENTS. REFER TO 'LEADING AHEAD'

DESIGN DOCUMENTS FOR DETAILS. EV
CHARGER TO BE SUPPLIED AND INSTALLED BY

'LEADING AHEAD', PROVIDE COIL OF WIRE AT
BASE FOR CONNECTION BY 'LEADING AHEAD'.

EV.17,19
EV.21,23

EV.1,3
EV.5,7

EV.9,11
EV.13,15

6#3+B-50mmC 6#3+B-50mmC

6#3+B-50mmC

NOTES: DRIVE THRU BUILDING C4

SECONDARY DUCTBANK TO BE RUN
UNDER SIDEWALK.
CONFIRM/COORDINATE EXACT
DUCT ROUTING AND INSTALLATION
TIMELINE WITH G.C. AND BUILDING
CONSTRUCTION.

PRIMARY DUCTBANK TO BE RUN
ALONG PROPERTY LINE/EAST OF
RETAINING WALL.
CONFIRM/COORDINATE EXACT
DUCT ROUTING AND INSTALLATION
TIMELINE WITH G.C. AND RETAINING
WALL/SIDEWALK CONSTRUCTION.
ALLOW TO CONFIRM EXACT
ROUTING WITH OPUC PRIOR TO
INSTALLATION.

GENERAL NOTES

37mmC C/W
PULLSTRING TO
BUILDING C5 UNIT 3

TENANT STUB FOR
POLE MOUNTED

CAMERA.

THANK YOU
SIGN

WELCOME SIGN

AS NOTED

ELECTRICAL SITE PLAN, NOTES
AND LIGHT FIXTURE SCHEDULE

ES2

1 2023-03-27 ISSUED TO UTILITY BK

2 2023-06-14 ISSUED FOR COORDINATION BK

3 2023-07-06 ISSUED FOR COORDINATION BK

4 2023-07-14 ISSUED FOR PERMIT & TENDER BK

5 2023-07-27 ISSUED FOR ADDENDUM E1 BK
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Drawing are not to be scaled.  Contractor must check and verify all
dimensions and conditions on the project; and must report any
discrepancies to the consultants before proceeding with the work.
The use of this drawing or part thereof is forbidden without the
written approval of the consultants.

BLOCK C2
PROPOSED SITE PLAN

WINCHESTER ROAD & SIMCOE STREET
OSHAWA, ONTARIO

22-000-176

BD

BK

2022-08-29

# DATE DESCRIPTION BY

   PROPOSED PAVEMENT ±4,308 S.M. 55.73%
   PROPOSED LANDSCAPE AREA ±1,429 S.M. 18.48%
   PROPOSED PAVED AREA ±687 S.M. 8.89%
   BUILDING AREA ±1,114 S.M. 14.42%
COVERAGE AREA %

FSI 0.14

6.5/1,000 S.F. 7./100 S.M.
BARRIER FREE PARKING SPACES 2 TYPE A 2 TYPE B
PARKING PROVIDED 78 SPACES

BARRIER FREE PARKING SPACES 2 TYPE A 2 TYPE B
   OFFICE (C5) ±435 S.M. 16 SPACES
   RETAIL (C5) ±186 S.M. 8 SPACES
   RESTAURANT (C4) ±453 S.M. 41 SPACES
TOTAL PARKING REQUIRED 64 SPACES

TOTAL BUILDING AREA ±11,996 S.F. ±1,114 S.M.
TOTAL SERVICE AREA ±440 S.F. ±41 S.M.
TOTAL RETAIL/LEASABLE AREA (GLA) ±11,556 S.F. ±1,074 S.M.

      GARBAGE ROOM AREA ±240 S.F. ±22 S.M.
      M/E ROOM AREA ±200 S.F. ±19 S.M.
      OFFICE AREA ±4,680 S.F. ±435 S.M.
      RETAIL AREA ±2,000 S.F. ±186 S.M.
BUILDING C5 AREA ±7,120 S.F. ±662 S.M.
      RETAIL AREA (RESTAURANT) ±4,876 S.F. ±453 S.M.
BUILDING C4 AREA ±4,876 S.F. ±453 S.M.

RETAIL SITE C2 ±3.37 ACRES ±1.36 HA.

SITE C2 ±1.91 ACRES ±0.77 HA.

STATISTICS

AutoCAD SHX Text
  LS

AutoCAD SHX Text
  LS

AutoCAD SHX Text
  LS

AutoCAD SHX Text
  HP

AutoCAD SHX Text
  HP
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ELECTRICAL ADDENDUM 

 
Project Name: Winfield Farm Block C Issued Date: July 27, 2023 

Project Address: WINCHESTER ROAD & SIMCOE
STREET OSHAWA, ONTARIO

E ADD No.: 1 

Issued By: Braydon Kahn Architect: Turner Fleischer 

Project No.: 22-000-176 Attention:  Edward Uzoma 
 

Note: The contractor shall submit a detailed, itemized quotation of the extra/credit/no charge for the following 
work which shall be subject to all conditions, quality of workmanship and materials as described in the 
specifications for all trades for the above-mentioned project. This Proposed Change does not authorize the 
contractor to proceed with the work or order any materials, unless instructed by the Owner or by the 
Consultant. This Proposed Change does not in any way relieve the contractor of the responsibility to meet 
the Tender project schedule. 

 

Description: 

1. Drawing #ES2 (Re-Issued) 
1.1. Junction boxes added for future tenant signage. 
1.2. Tenant conduit added for autodoor push button. 
1.3. Building light added. 
1.4. Revision of floor box locations to match tenant layout. 

 
Reason for Change: 

Updated based on architectural and tenant revisions.  

 

End of Addendum #E1 
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G
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RC5 .4

HEAT TRACING

HEAT TRACING

HEAT TRACING

HEAT TRACING

HEAT TRACING

HEAT TRACING CONNECTION.
COORDINATE EXACT LOCATION WITH
MECHANICAL CONTRACTOR ON SITE.

(TYPICAL FOR ALL LOCATIONS)

HEAT TRACING

HEAT TRACING

RC5.14

RC5.14

RC5.14

RC5.14

RC5.14

RC5.14

RC
5.1

4

RC5.14

RTU-5.1
12

13
RC5.15

RTU-5.212

13
RC5.15

X

17

ER
2" 200

4"C  C/W PULLSTRING
TO MAIN TELEPHONE
BACKBOARD

14

ER
2" 200

1"C  C/W PULLSTRING TO MAIN
TELEPHONE BACKBOARD

4

4

11 X

11

X11

X
11

X 11

X 11

17

14

14

14

14

ER
2" 200

1"C  C/W PULLSTRING TO MAIN
TELEPHONE BACKBOARD

4

C5-E3
3

RP-GA 400A, 3P, 4W
120/208V 42 CCT PANEL

DP-GA 200A, 3P, 4W
347/600V 42 CCT PANEL

15

EMPTY 1"C BETWEEN EXIT
DOORS FOR FUTURE

SECURITY SYSTEM

1,5"C FOR MOUNTED
CAMERA FOR FOR
DRIVE-THROUGH ATM

EMPTY 1"C BETWEEN EXIT
DOORS FOR FUTURE
SECURITY SYSTEM

14

PROVIDE 3x2"C C/W PULLSTRING FOR
TENANT ATM USE. CONFIRM EXACT
ROUTING AND STUB LOCATION ON
SITE. LABEL ALL CONDUITS
ACCORDINGLY.

SS

S S

RC5 .4 RC5 .4

RC5 .4 RC5 .4

RTU-5.4

RTU-5.3 RTU-5.5

13

13 13

RC5.14
HEAT TRACING

S

S

S

S

RC5.14

S

S

S

RC5 .4

RC5 .4

RC5 .4

RC5 .4

RC5 .4

RC5 .4

RC5 .4

HEAT TRACING

RC5.14
HEAT TRACING

RC5.14
HEAT TRACING

RP-GA .14

RP-GA.17 RP-GA.17

RP-GA.17

DP-GA.7,9,11

DP-GA.1,3,5

DP-GA.2,4,6

RP-GA .14

RP-GA.15
EF-4

RP-GA.3
EF-3

16

18

G
RC5 .4

G
RC5 .4

1"C C/W PULLSTRING FROM
J-BOX ON EXTERIOR WALL
TO ACCESSIBLE CEILING
SPACE FOR FUTURE
TENANT SIGNAGE.
CONFIRM EXACT J-BOX
LOCATION AND CONDUIT
ROUTING ON SITE PRIOR
TO INSTALLATION.

1"C C/W PULLSTRING FROM
J-BOX ON EXTERIOR WALL
TO ACCESSIBLE CEILING
SPACE FOR FUTURE
TENANT SIGNAGE.
CONFIRM EXACT J-BOX
LOCATION AND CONDUIT
ROUTING ON SITE PRIOR
TO INSTALLATION.

RC5 .4
G

1"C C/W PULLSTRING FROM
J-BOX ON EXTERIOR WALL
TO ACCESSIBLE CEILING
SPACE FOR FUTURE
TENANT SIGNAGE.
CONFIRM EXACT J-BOX
LOCATION AND CONDUIT
ROUTING ON SITE PRIOR
TO INSTALLATION.

EMPTY 1"C FROM
JUNCTION BOX TO
TENANT PUSH BOTTOM.
CONFIRM EXACT
LOCATION AND CONDUIT
ROUTING ON SITE PRIOR
TO INSTALLATION

1"C C/W PULLSTRING FROM
J-BOX ON EXTERIOR WALL
TO ACCESSIBLE CEILING
SPACE FOR FUTURE
TENANT SIGNAGE.
CONFIRM EXACT J-BOX
LOCATION AND CONDUIT
ROUTING ON SITE PRIOR
TO INSTALLATION.

1"C C/W PULLSTRING FROM
J-BOX ON EXTERIOR WALL
TO ACCESSIBLE CEILING
SPACE FOR FUTURE
TENANT SIGNAGE.
CONFIRM EXACT J-BOX
LOCATION AND CONDUIT
ROUTING ON SITE PRIOR
TO INSTALLATION.

NOTES:
ELECTRICAL CONTRACTOR TO PROVIDE ITEMISED PRICE TO SUPPLY AND INSTALL EACH INDIVIDUAL TENANT
SPLITTER AND HVAC, DISCONNECT SWITCH C/W ALL NECESSARY WIRING AND CONNECTIONS.

RTU TO BE CONNECTED TO TENANT SPLITTER/PANEL. REFER TO SINGLE LINE DIAGRAM AND HVAC UNIT SCHEDULE
FOR DETAILS.

ELECTRICAL CONTRACTOR SHALL COORDINATE WITH ARCHITECTURAL ELEVATIONS FOR EXACT LOCATION /QUANTITIES/ HEIGHT OF
ALL MORALITY/POT LIGHTINGS AND SIGNAGES PRIOR TO ROUGH-IN.

FASTENERS AND SUPPORT FOR ELECTRICAL SYSTEMS SHALL NOT BE ATTACHED TO THE ROOF DECK. THIS IS CONFLICTING WITH THE
ELECTRICAL GUIDANCE FOR SUPPORTING SYSTEMS. ELECTRICAL CONTRACTOR TO COORDINATE ON SITE AND OBTAIN APPROVAL
AND DIRECTION FROM GENERAL CONTRACTOR, ROOFING COMPANY AND STRUCTURAL ENGINEER FOR ALL PROPOSED CONDUIT AND
MOUNTING INSTALLATIONS TO AND WITHIN DECK STRUCTURE, PRIOR TO COMMENCING ANY WORK ON SITE.

ADDITIONAL EXIT LIGHTS IN TENANT SPACES ARE THE RESPONSIBILITIES OF THE TENANT TO SUPPLY AND INSTALL TO CODE
REQUIREMENTS DURING INTERIOR FIT-UP.

ADDITIONAL EMERGENCY LIGHTING SYSTEM INSTALLATIONS UNLESS NOTED OTHERWISE, SHALL BE BY INDIVIDUAL TENANT TO MEET
CODE REQUIREMENTS.

NO LIGHTING TO BE HUNG DIRECTLY FROM ROOF DECK. PROVIDE UNISTRUT  SUPPORTS TO STRUCTURAL ENGINEERING
REQUIREMENTS AND APPROVAL.

CONFIRM EACH TENANT SERVICE LOCATION PRIOR TO INSTALLATION.

ALL SERVICES TO BE RUN OVERHEAD, UNLESS NOTED OTHERWISE.

ALL DUCTS AND TENANT CONDUITS TO BE C/W PULL ROPES.

ALL DISTRIBUTION AND PANEL BOARDS TO BE SPRINKLER PROOF.

EMERGENCY LIGHT AND EXIT SIGN COMBO PACK AND TENANT  FRONT AND BACK DOORS ARE TO BE CONNECTED
TO EACH TENANT SPLITTER/PANEL.
20A-WP/GFI RECEPTACLE C/W WET LOCATION, WHILE-IN USE COVERPLATE "INTERMATIC WP-1000C" OR APPROVED
EQUAL. PROVIDE 2#10-1/2"C FROM EACH RECEPTACLE TO LANDLORD 120V HOUSE PANEL. TYPICAL FOR EACH
TENANT HVAC UNIT.

J-BOX FOR HANDICAPPED AUTO DOORS MOUNTED AT TENANT SERVICE AREA C/W DROP CONDUIT(S) AND COILED
WIRING TO DOOR MULLION. COORDINATE WITH DOOR HARDWARE CONTRACTOR FOR EXACT LOCATION OF CONDUIT
DROPS. CONNECTION AT DOOR AND WIRING TO TENANT SERVICE AREA BY  THIS CONTRACTOR. CONNECTION AT
PANEL BY TENANT CONTRACTOR. (TYPICAL FOR ALL J-BOX AT STORE ENTRANCE UNLESS OTHERWISE NOTED

1

2

3

4

5

6

7

8

9

10

11

12

13

14

APPROXIMATE LOCATION OF 75kVA TRANSFORMER MOUNTED AT HIGH LEVEL C/W ALL REQUIRED SUPPORTS.
CONFIRM EXACT MOUNTING LOCATION WITH STRUCTURAL DRAWINGS PRIOR TO INSTALLATION.

15

1X1"C C/W PULLSTRING FROM CUT-OUT LOCATION STUB 6" ABOVE THE SLAB FOR FUTURE TENANT USE. CONFIRM
EXACT ROUGH-IN LOCATION WITH TENANT FIT-UP PLANS PRIOR TO INSTALLATION. PROVIDE 24"X24" BOX-OUT AT
FLOOR FOR FUTURE TENANT USE

16

J-BOX AT HIGH LEVEL C/W 3 POLE 20A CONTRACTOR FOR FUTURE TENANT SIGNAGE CONNECTIONS. ENSURE J-BOX
IS LABELLED FOR TENANT USE

17

2X1"C C/W PULLSTRING FROM CUT-OUT LOCATION STUB 6" ABOVE THE SLAB FOR FUTURE TENANT USE. CONFIRM
EXACT ROUGH-IN LOCATION WITH TENANT FIT-UP PLANS PRIOR TO INSTALLATION. PROVIDE 24"X24" BOX-OUT AT
FLOOR FOR FUTURE TENANT USE

18

B C

1

2

11C
RC5 .7

C
RC5 .7

C
RC5 .7

5KW UNIT HEATER SUPPLIED AND
INSTALLED BY MECHANICAL
CONTRACTOR. THIS ELECTRICAL
CONTRACTOR TO ALLOW FOR ALL
REQUIRED CONNECTIONS.

CONFIRM EXACT LOCATION OF ALL
WATER AND SPRINKLER
EQUIMPMENT ON SITE AND WITH
INSTALLERS AS REQUIRED. ALLOW
TO REVISE ELECTRICAL EQUIPMENT
CONNECTION LOCATIONS WITHIN
ROOM AS NECESSARY.

CEILING MOUNTED OCCUPANCY
SENSOR TO CONTROL WATER
METER ROOM LIGHTS

TRAP PRIMER

X
MD

RC5.10

RC5.10

RC5.9

RC5.17

RC5.17

EF-2

YC5.22

43 Lesmill Road, Toronto, Ontario
Canada M3B 2T8
T: (416) 444.9263
F: (416) 444.1463
E: dwg@hamjof.com

HAMMERSCHLAG & JOFF INC.E

PROJECT

PROJECT NO.

DRAWING

DRAWN BY

SCALE

DRAWING NO.

PROJECT DATE

CHECKED BY

REV.

DRAWINGS ARE NOT TO BE SCALED. CONTRACTOR MUST CHECK
AND VERIFY ALL DIMENSIONS AND CONDITIONS ON THE
PROJECT; AND MUST REPORT ANY DISCREPANCIES TO THE
CONSULTANTS BEFORE PROCEEDING WITH THE WORK. THE USE
OF THIS DRAWING OR PART THEREOF IS FORBIDDEN WITHOUT
THE WRITTEN APPROVAL OF THE CONSULTANTS.
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WINDFIELDS FARMS - BLOCK C2
PROPOSED BUILDING C5

WINCHESTER ROAD & SIMCOE STREET, OSHAWA,
ONTARIO

22-000-176

ELECTRICAL POWER PLAN

RM

C5-E3

BK

2023-03-06

1/8" = 1'-0"C5-E3
1 ELECTRICAL POWER PLAN

1/4" = 1'-0"C5-E3
3 WATER ROOM DETAIL PLAN

# DATE DESCRIPTION BY

1 2023-03-30 ISSUED FOR 90% REVIEW BK

2 2023-06-15 ISSUED FOR COORDINATION BK

3 2023-06-16 ISSUED FOR COORDINATION BK

4 2023-07-07 ISSUED FOR COORDINATION BK

5 2023-07-14 ISSUED FOR PERMIT & TENDER BK

6 2023-07-27 ISSUED FOR ADD E1 BK
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MECHANICAL ADDENDUM 

 
Project Name: Windfield Farms Block C Issued Date: July 27, 2023 

Project Address: WINCHESTER ROAD & SIMCOE 
STREET OSHAWA, ONTARIO 

M ADD No.: 1 

Issued By: Rishard Ragoonanan 
Dan Joffe 

Architect: Turner Fleischer 

Project No.: 22-000-176 Attention:  Edward Uzoma 
 

Note: The contractor shall submit a detailed, itemized quotation of the extra/credit/no charge for the following 
work which shall be subject to all conditions, quality of workmanship and materials as described in the 
specifications for all trades for the above-mentioned project. This Proposed Change does not authorize the 
contractor to proceed with the work or order any materials, unless instructed by the Owner or by the 
Consultant. This Proposed Change does not in any way relieve the contractor of the responsibility to meet 
the Tender project schedule. 

 

Description: 

1. Drawing #M001B – MECHANICAL DETAILS (Issued) 
1.1.  Provide new check meter and flow sensor for future irrigation system as per 

instruction from landscape consultant. 
1.2. Terminate supply and return ductwork 18” below roof deck for rooftop unit to suit 

tenant request. 
1.3. Terminate ductwork 18” below roof deck c/w 1” thick acoustic liner for roof mounted 

downblast exhaust fan to suit tenant request. 
 

2. Drawing #M200 – UNDERFLOOR PLUMBING PLAN (Issued) 
2.1.  Tenant plan inserted on view and plumbing rough-ins adjusted to suit tenant plan. 
 

3. Drawing #M201 – LEVEL 1 PLUMBING PLAN (Issued) 
3.1.  Provide 2-1/2”Ø DCW supply pipe and utility grade meter assembly to suit tenant 

request. 
 

4. Drawing #M202 – SITE WATER METER ROOM & UTILITY ROOM ENLARGED VIEW - PD 
(Issued) 
4.1.  Provide 2-1/2”Ø DCW supply pipe and utility grade meter assembly to suit tenant 

request. 
 
 



 

Page 2 of 2 

 

Reason for Change: 
Updated to suit tenant requests.  

End of Addendum #M1 
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CRU TENANT PRESSURE GAS LOAD PIPE
SIZE

UNIT 1

UNIT 2

UNIT 3

DR. S

CIBC

7"-14"

7"-14"

7"-14"

1140 MBH

150 MBH

408 MBH

50∅

50∅

50∅

GRADE

GAS LOAD SUMMARY

PROVIDE STACKED
METERS TO REDUCE
WALL LENGTH

GAS PRV ASSEMBLY
BY GAS UTILITY

MECHANICAL CONTRACTOR
TO PROVIDE ALL PIPING

DOWNSTREAM OF METER
VALVE

GAS PIPES UP TO
ROOF

WORK BY LOCAL
GAS UTILITY

UTILITY FIRE PRESSURE
MAIN BY GAS UTILITY

GGG

M M
M

MARY BROWNS

BACKFLOW PREVENTER
ASSEMBLY

WATER LINE

STRAINER (EXCEPT OF FIRE
PROTECTION SYSTEMS)

PROVIDE NEW HUB/FLOOR DRAIN UNDER
BACK FLOW PREVENTER RELIEF

PRESSURE GAUGE
(TYP.)

PROVIDE AIR GAP

NOTE:

• DRAIN TO NEAREST SUITABLE SIZE HUB DRAIN TO
SUIT FULL RELIEF FLOW

• PROVIDE AIR GAP BETWEEN RELIEF AND DRAIN

• INSTALL BFP TO ALLOW FOR TESTING / INSPECTION

• ALL ISOLATION VALVES SERVING FIRE PROTECTION
SYSTEMS TO BE SUPERVISED

• BFP AND INSTALLATION TO BE IN ACCORDANCE
WITH LATEST VERSION OF CSA.B64.10

NEOPRENE SEALANT
APPLIED AROUND THE RIM
OF VENT STACK TO SECURE
CAP

WEATHER PROOF SLEEVE
THROUGH ROOF

INSULATION

FLANGED SLEEVE

MINIMUM 24"
(600MM) HIGHINSULATED SLEEVE

4" VENT

REDUCER AS
REQUIRED REFER TO

DRAWINGS FOR
CONTINUATION

SLEEVE TO BE MADE
WATER PROOF BY ROOFING

CONTRACTOR
NOTES: (ALL COMPONENTS BY MECHANICAL TRADES)

1. 500MM/500MM/50MM (20"/20"/2") ROOFMATE INSULATION PLACED ON
FINISHED ROOF

2. 600MM/600MM/50MM (24"/24"/2") PATIO PAVER

3. MANUFACTURED, SINGLE PIECE VOLCANIZED RUBBER GAS SUPPORT
(4"X6"X9" LONG) COMPLETE WITH STAINLESS STEEL STRUTS.
SUPPORTS SHALL WEIGH NO LESS THAN 9LBS PER 9" WIDE SUPPORT

4. SCHEDULE 40 STEEL PIPE PAINTED YELLOW

5. GALVANIZED STEEL SUPPORT STRAPS WITH INTERIOR WEAR
SURFACE TO ALLOW GAS PIPES TO MOVE

ROOF SURFACE GALVANIZED U-CHANNEL SUPPORT

1
PROVIDE WEATHER PROOF

SEALANT AROUND EDGE OF
INSULATION

2

3

4

CONNECT NEW 4"Ø DCW SERVICE
TO UTILITY SERVICE 5'-0" OUTSIDE

BUILDING. EXTEND FULL SIZE
UTILITY SERVE IN TO BUILDING AND

REDUCE DOWN INSIDE THE
BUILDING AS REQUIRED

PROVIDE THRUST BLOCK AT EACH
CHANGE OF DIRECTION

PROVIDE NEW 2"∅ VALVE AND
CAP-PED DRAIN VALVE WITH
THREADED HOSE CONNECTION (TYP.)

N.C.

PROVIDE NEW FULL SIZE BY-PASS
WITH LOCKABLE VALVE PRESSURE

GAUGE (TYP.)

PROVIDE NEW LINE SIZE STRAINER

PROVIDE NEW 4"∅ CFFD DRAIN PIPE
ALL BFP DRAINS TO FUNNEL

OBTAIN METER FROM LOCAL UTILITY
AND INSTALL AS PER THEIR
INSTRUCTION

TO DRAIN

3/4"∅ DCW TO NFWH IN GARBAGE
ROOM AND EXTERIOR WALL

DCW TO BUILDING

3/4"∅

PROVIDE NEW FLOOR MOUNTED EXPANSION
TANK THERM-X-TROL ST-30V, 11.3 GALLON
ACCEPTANCES VOLUME, 14 GALLON TANK
VOLUME (15"∅ DIAM.)

PROVIDE NEW PRV WITH ADJUSTABLE
PRESSURE GAUGE

TO DRAIN

PROVIDE NEW 2"∅ VALVES AND CAPPED
CONNECTION FOR FUTURE IRRIGATION
SYSTEM COMPLETE WITH RPZ BACK FLOW
PREVENTOR

PROVIDE NEW METER READER ON
EXTERIOR WALL TO SUIT LOCAL
UTILITY STANDARDS

PROVIDE ALL SUPPORTS TO FULLY
SUPPORT METER AND INCOMING

WATER ASSEMBLY

PROVIDE NEW TRAP SEAL PRIMER
TO SERVICE ALL LANDLORD

PLUMBING TRAPS

REDUCE (IF
REQUIRED)

PROVIDE NEW SLEEVE
THROUGH SLAB

ET

RPZ

RPZ PG

PG

2"∅

PG
PG

GROUND FLOORCFFD

M

NOTE: THIS DETAIL IS FOR WATER WHICH SERVES
BUILDING C5 ONLY. REFER TO WATER METER ROOM
INCOMING WATER SERVICE DETAILS FOR SITE
INFORMATION

M

PROVIDE CHECK METER C/W FLOW
SENSOR FOR FUTURE IRRIGATION
SYSTEM.

4

2"Ø DCW MAIN

2"X2"X2"
'T'

2"Ø VALVE

REDUCER TO SUIT TENANT
WATER SIZE (REFER TO
DRAWINGS)

PROVIDE NEW TENANT CHECK
METER WITH REMOTE READOUT

VALVE AND CAP TO SUIT
TENANT WATER SIZE

TO REMOTE READOUT IN
MECHANICAL ROOM

M

'ROOF TOP'
HVAC UNIT

GFCI
RECEPTACLE

NOTES:

1. PROVIDE AT LEAST ONE (1) NEW GFCI RECEPTACLE PER PIECE OF
EQUIPMENT WITH WEATHER PROOF COVER FACTORY SUPPLIED AND
FIELD INSTALLED ON EXTERIOR UNIT.

2. RECEPTACLE SHALL  BE INSTALLED MINIMUM 750mm ABOVE GRADE.
3. RECEPTACLE SHALL BE FIELD WITHIN BY ELECTRICAL DIVISION FROM

INDEPENDENT POWER SOURCE WIRED.
4. COORDINATE INSTALLATION WITH ELECTRICAL DIVISION.
5. ROOF PENETRATIONS SHALL BE RAIN TIGHT AND CONDUITS PROPERLY

SUPPORTED.

MIN 750mm

LUBRICATED GAS
SHUT OFF VALVE

PROVIDE FLEXIBLE
CONNECTION AT R/A & S/A
OPENING IN BOTTOM OF AC
UNIT AND SUPPORT DUCTWORK
FROM STRUCTURE

PROVIDE NEW 7-DAY DIGITAL
PROGRAMMABLE THERMOSTAT
WITH 10'-0" (30000m) OF PLENUM
RATED CONTROL WIRING
COILED AND TEMPORARILY
SUSPEND FROM ROOF
STRUCTURE

SCHEDULE 40 GAS PIPING
TO BE SIZED AS PER
DRAWINGS. DO NOT
REDUCE PIPE UNTIL UNIT

MECHANICAL DIVISION
TO PROVIDE NON
COMBUSTIBLE
SUPPORTS WITHIN ANY
DEPRESSIONS IN ROOF
DECK TO ENSURE
CONTINUOUS CONTACT
BETWEEN RTU, CURB
AND ROOF

ACOUSTICALLY LINED
SUPPLY AND RETURN

DUCTWORK
TERMINATED 18"

(450mm) BELOW ROOF
DECK

POWER WIRING FROM
DISCONNECT TO

POWER SOURCE BY
ELECTRICAL DIVISION

FACTORY SUPPLIED
24" (600mm) TALL

ROOF CURB
PROVIDE GASKET

BETWEEN RTU AND
ROOF CURB

PROVIDE NEW PVC DRAIN
TRAP A MINIMUM 1" (25mm)
DEEPER THAN TOTAL FAN

STATIC PRESSURE

ECONOMIZER INTAKE

FACTORY INSTALLED,
WEATHERPROOF

DISCONNECT SWITCH FACTORY INSTALLED
WEATHERPROOF GFC TO SUIT
ESA STANDARDS, COMPLETE
WITH INDEPENDENT WIRING 120v
15/20 a CIRCUIT FIELD WIRING BY
ELEC. DIVISION

PIPE REDUCER

ROOF OPENINGS
ARE SIZED TO
SUIT DUCT
PENETRATIONS,
NOT THE FULL
FOOTPRINT OF
THE UNIT

BAROMETRIC RELIEF

T

4

ALUMINIUM BIRDSCREEN

PROVIDE CONNECTED FLASHING

INSULATION ROOF CURB

BACKDRAFT DAMPER

REFER TO DRAWING FOR
DUCT SIZE

PROVIDE INSULATION
FOR LAST 10 FEET OF

DUCTWORK

NOTES:

1. FANS AND CURBS SHALL BE BY THE SAME MANUFACTURER. COORDINATE CURB LOCATION AND ROOF OPENING WITH
GC ROOFING CONTRACTOR AND STRUCTURAL TRADE.

2. HIRE BASE BUILDING ROOFING CONTRACTOR TO PERFORM ALL ROOFING WORK.
3. REFER TO ARCH AND STRUCTURAL PLANS FOR DETAILS - MAY NOT BE AS SHOWN. ROOFING MAY NOT BE AS SHOWN.
4. TERMINATE DUCTWORK 18" (450MM) BELOW ROOF DECK C/W 1" THICK ACOUSTIC LINER.

PROVIDE WATERPROOF
MEMBRANE

24
" M

IN
IM

UM
 (6

00
mm

)

UNFUSED DISCONNECT SWITCH SPUN ALUMINIUM HOUSING WITH
REMOVABLE MOTOR DOME

FLEXIBLE CONNECTION BETWEEN
FAN AND DUCT

4

GOOSENECK INTAKE COMPLETE WITH
1/2"X1/2" (15MMX15MM).PROVIDE NEW

STAINLESS STEEL MESH SECURED TO DUCT

TEMPORARY CAP

PROVIDE WATER TIGHT
INSTALLATION OF ROOF CONE

INTEGRATED WITH WATERPROOF
ROOFING MEMBRANE

SAMPLE ROOF CONSTRUCTION
REFER TO ARCH PLANS OR SITE
FOR ACTUAL ROOF COMPOSITION

PROVIDE NEW GALVANIZED
SHEET METAL CONE (SUPPLIED
BY MECHANICAL CONTRACTOR,
INSTALLED BY ROOFING
CONTRACTOR)

PROVIDE WEATHERPROOF
CAULKING AROUND CONE

PROVIDE NEW 6"∅ (150MM)
EXHAUST FOR FUTURE
TENANT

PROVIDE NEW BOTTOM
SUPPORT BRACKET ON 3
SIDES

PROVIDE 1" (25mm) INSULATION ON DUCT
WITHIN BUILDING INSULATION TO BE FOIL
BACKED AND PINNED TO DUCT

12
"

(3
00

MM
)

48
"

(1
20

MM
)
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1 2023-04-12 ISSUED FOR COORDINATION DJ

2 2023-06-16 ISSUED FOR PERMIT DJ
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4 2023-07-27 ISSUED FOR ADD M1 DJ
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A

A

C

C

B

B

D D

8" DCW - INCOMING SITE
SERVICE

8" FIRE - INCOMING SITE
SERVICE

8" DCW - OUTGOING SITE
SERVICE

8" FIRE - OUTGOING SITE
SERVICE

SITE WATER
METER ROOM

RESTAURANT

DENTIST

GARBAGE
RM

M&E RM

BANK OFFICE -
CIBC

M202
1

M202
2

PROVIDE 4"Ø RWL DN SUPPORTED
ALONG WALL C/W CLEANOUT AT BASE.
PROVIDE 4"Ø ST PIPING BELOW GRADE
AS SHOWN.

FFE. 180.00

BANK FFE.
179.70

SANITARY PIPE AT INV. 178.7 TO DROP
TO CIVIL INVERT (176.78) BEFORE

LEAVING THE BUILDING AND INCREASED
TO 8"Ø TO MATCH THE SITE SERVICE

CONNECTION. COORDINATE WITH SITE
SERVICING TRADE PRIOR TO
COMMENCEMENT WORKING.

FCO
CTE

CTE

STORMWATER PIPE AT INV. 179.05 TO
DROP TO CIVIL INVERT (177.9) BEFORE

LEAVING THE BUILDING AND INCREASED
TO 10"Ø TO MATCH THE SITE SERVICE

CONNECTION. COORDINATE WITH SITE
SERVICING TRADE PRIOR TO
COMMENCEMENT WORKING.

PROVIDE NEW 4"Ø SANITARY VENT
THROUGH ROOF FOR FUTURE TENANT

WASHROOM.

4" DCW - INCOMING
BUILDING SERVICE

CTE

SANITARY PIPE AT INV. 178.83 TO DROP
TO CIVIL INVERT (176.78) BEFORE

LEAVING THE BUILDING AND INCREASED
TO 8"Ø TO MATCH THE SITE SERVICE

CONNECTION. COORDINATE WITH SITE
SERVICING TRADE PRIOR TO
COMMENCEMENT WORKING.

◄ 4"Ø SAN (1% SLOPE)

CTE

STORMWATER PIPE AT INV. 178.75 TO DROP TO
CIVIL INVERT (177.90) BEFORE LEAVING THE

BUILDING AND INCREASED TO 10"Ø TO MATCH
THE SITE SERVICE CONNECTION. COORDINATE

WITH SITE SERVICING TRADE PRIOR TO
COMMENCEMENT WORKING.

FCO

PROVIDE AND INSTALL NEW 4"Ø SAN STUB UP
FOR FUTURE TENANT MOP SINK. COORDINATE
FINAL LOCATION WITH TENANT FLOOR PLANS.

PROVIDE NEW 4"Ø SANITARY VENT THROUGH
ROOF FOR FUTURE TENANT WASHROOM.

DRAIN AC-1
CONDENSATE TO

FFD AS SHOWN

AC-1

FFD

CT
E

CT
E

CTE

CTE

FCO

PROVIDE AND INSTALL NEW 4"Ø RWL DN
FROM RD-1 SUPPORTED ALONG DEMISING

WALL C/W CLEANOUT AT BASE.

PROVIDE AND INSTALL NEW
4"Ø RWL DN SUPPORTED

ALONG COLUMN C/W
CLEANOUT AT BASE.

FD

PROVIDE AND INSTALL 4"Ø SAN
STUB CONNECTION

TERMINATED ABOVE FINISHED
FLOOR FOR FUTURE TENANT.

FDFD

FCO

◄ 6"Ø SAN (1% SLOPE)

PROVIDE 4"Ø RWL DN
SUPPORTED ALONG WALL C/W
CLEANOUT AT BASE. PROVIDE
4"Ø ST PIPING BELOW GRADE

AS SHOWN.

FCO

FCO

FCO

PROVIDE AND INSTALL 4"Ø SAN
STUB CONNECTION TERMINATED
ABOVE FINISHED FLOOR FOR
FUTURE TENANT.

PROVIDE AND INSTALL NEW TOILET FLANGE FOR
FUTURE TENANT WC. COORDINATE FINAL LOCATION
WITH TENANT FLOOR PLANS.

PROVIDE AND INSTALL NEW 2"Ø SAN STUB UP
FOR FUTURE TENANT LAVATORY  COORDINATE
FINAL LOCATION WITH TENANT FLOOR PLANS.

PROVIDE 4"Ø RWL DN
SUPPORTED ALONG WALL
C/W CLEANOUT AT BASE.

CONNECT TO NEW
UNDERGROUND 4" STORM

MAIN AS SHOWN.

PROVIDE AND INSTALL NEW 2" SAN STUB UP FOR
FUTURE TENANT KITCHEN SINK. COORDINATE
FINAL LOCATION WITH TENANT FLOOR PLANS.

PROVIDE 4"Ø RWL DN SUPPORTED
ALONG WALL C/W CLEANOUT AT BASE.
PROVIDE 4"Ø ST PIPING BELOW GRADE
AS SHOWN.

◄ 4"Ø ST (1% SLOPE)◄ 6"Ø ST (1% SLOPE)

FD

◄ 4"Ø ST (1% SLOPE)

◄ 4"Ø SAN (1% SLOPE)

FCO

◄ 6"Ø SAN (1% SLOPE)

◄ 6"Ø SAN (1% SLOPE)

4"
Ø 

SA
N

4"
Ø 

SA
N

4"
Ø 

SA
N

◄
6"

Ø 
SA

N 
(1

%
 S

LO
PE

)

►
6"

Ø 
SA

N 
(1

%
 S

LO
PE

)

FCO

FCO

6"Ø
 ST

FFD

PROVIDE NEW FUNNEL FLOOR DRAIN
IN CORNER OF FUTURE ELEC/LAN

ROOM. COORDINATE FINAL LOCATION
WITH TENANT FLOOR PLANS.

SAN INV. 179.08 m

PROVIDE AND INSTALL NEW TOILET FLANGE FOR
FUTURE TENANT WC. COORDINATE FINAL LOCATION
WITH TENANT FLOOR PLANS.

PROVIDE AND INSTALL NEW 2"Ø SAN STUB UP
FOR FUTURE TENANT LAVATORY  COORDINATE
FINAL LOCATION WITH TENANT FLOOR PLANS.

FD

PROVIDE 2'x2' SPACE IN SLAB AROUND ALL
UNDERGROUND PLUMBING ROUGH-IN
LOCATIONS. IN CIBC TENANT SPACE

FCO

4

PLUMBING SHEET NOTES

1. PROVIDE ALL VENTING OF SYSTEMS TO MEET OBC PART 7 REQUIREMENTS,
WHETHER SHOWN OR NOT.

2. ALL TRAP MUST BE PRIMED IN ACCORDANCE WITH OBC PART 7.

3. INSTALL PLUMBING SYSTEMS AS HIGH AS POSSIBLE. COORDINATE
INSTALLATION WITH STRUCTURE, ARCHITECTURE, ELECTRICAL AND OTHER
MECHANICAL SERVICES PRIOR TO BEGINNING INSTALLATION. INSTALL ALL
PIPING ANIN STRAIGHT RUNS PARALLEL OR PERPENDICULAR TO BUILDING
LINES UNLESS NOTED OTHERWISE.

4. UNDER NO CIRCUMSTANCES INSTALL ANY OVERHEAD PIPE, HANGER OR
MECHANICAL EQUIPMENT LOWER THAN 2100MM (6’ 10”) AFF.

5. PROVIDE ALL REQUIRED CLEANOUTS IN DRAINAGE SYSTEMS IN
ACCORDANCE WITH OBC PART 7, INCLUDING EVERY 6M (20’) FOR SINK
DRAIN LINES, EVERY 15M (50’) FOR PIPE 100ø AND SMALLER, AND EVERY
30M (100’) FOR LARGER PIPE HORIZONTALLY, AND AT EVERY CHANGE IN
DIRECTION OF 135 DEGREES, WHETHER SHOWN OR NOT.  CLEANOUTS
INSTALLED WITHIN VERTICAL LEADERS SHALL BE COORDINATED WITH THE
ARCHITECTURAL DRAWINGS TO ENSURE THE CLEANOUT IS ON THE
CORRECT SIDE OF ANY ENCLOSURES. PROVIDE ACCESS PANELS TO
ACCESS ALL CLEANOUTS BEHIND ARCHITECTURAL ENCLOSURES.

6. CLEANOUTS INSTALLED WITHIN VERTICAL LEADERS SHALL BE
COORDINATED WITH THE ARCHITECTURAL DRAWINGS TO ENSURE THE
CLEANOUT IS ON THE CORRECT SIDE OF ANY ENCLOSURES. PROVIDE
ACCESS PANELS TO ACCESS ALL CLEANOUTS BEHIND ARCHITECTURAL
ENCLOSURES. CLEANOUTS IN VERTICAL STACKS SERVING CIBC TENANT
SPACE TO BE 16" AFF.

7. REFER TO ARCHITECTURAL DRAWINGS FOR THE EXACT LOCATION OF ALL
PLUMBING FIXTURES.  COORDINATE FIXTURE ROUGH-IN DIMENSIONS WITH
ARCHITECTURAL DRAWINGS AND PLUMBING FIXTURE SHOP DRAWINGS.

8. UNLESS NOTED OTHERWISE, SLOPE DRAINAGE PIPES 75MM (3”) AND
SMALLER AT MIN. 2%; HORIZONTAL OFFSETS LESS THAN 6M (20’)
CONNECTING ROOF DRAINS TO RAIN LEADERS AT MIN. 2%; AND ALL OTHER
DRAINAGE PIPES AT MIN. 1%.

9. ALL SANITARY BRANCHES TO BE MINIMUM 100MM (4") UNLESS NOTED
OTHERWISE.

10. PROVIDE ISOLATION VALVES WHERE REQUIRED FOR SERVICING,
UPSTREAM AND DOWNSTREAM AT ALL EQUIPMENT, AT CONNECTIONS TO
RISERS AND WHERE INDICATED ON THE PLANS.

11. MAKE PENETRATIONS THROUGH FLOORS WATERTIGHT IN WASHROOMS,
JANITOR’S CLOSETS, MECHANICAL ROOMS, AND THROUGH CEILINGS OF
ELECTRICAL ROOMS.

12. INSTALL VALVES AND ACCESSORIES TO BE READILY ACCESSIBLE; PROVIDE
ACCESS PANELS TO SUIT FINISH OF WALL OR CEILING WHERE REQUIRED.
ACCESS DOORS IN FIRE RATED ASSEMBLIES SHALL BE ULC LISTED TO
MATCH ASSEMBLY RATING.

13. ALL PIPING THAT PENETRATES AN ARCHITECTURAL FIRE SEPARATION IS TO
BE FULLY FIRE STOPPED WITH UL-LISTED FIRE STOP ASSEMBLIES
COMPLYING FULLY WITH SPECIFICATION AND AHJ REQUIREMENTS.

14. COORDINATE WITH THE GENERAL CONTRACTOR TO VERIFY THAT ALL
REQUIRED MECHANICAL OPENINGS SHOWN ON THE DRAWINGS AND/OR
REQUIRED BY THE SPECIFICATIONS ARE PROVIDED IN PRECAST BUILDING
ELEMENTS AT THE SHOP DRAWING STAGE.  REVIEW PRECAST SHOP
DRAWING TO VERIFY.

43 Lesmill Road, Toronto, Ontario
Canada M3B 2T8
T: (416) 444.9263
F: (416) 444.1463
E: dwg@hamjof.com
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WINDFIELDS FARMS - BLOCK C2,
PROPOSED BUILDING C5

WINCHESTER ROAD & SIMCOE STREET, OSHAWA,
ONTARIO

22-000-176

UNDERFLOOR PLUMBING PLAN

D.C.

M200

R.R.

Issue Date

1/8" = 1'-0"M200
1   UNDERFLOOR PLUMBING PLAN

# DATE DESCRIPTION BY

1 2023-04-12 ISSUED FOR COORDINATION DJ

2 2023-06-16 ISSUED FOR PERMIT DJ

3 2023-07-14 ISSUED FOR TENDER AND PERMIT DJ

4 2023-07-27 ISSUED FOR ADD M1 DJ
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PROVIDE NEW 4"Ø SANITARY VENT
THROUGH ROOF FOR FUTURE TENANT

WASHROOM.

PROVIDE AND INSTALL NEW 1"Ø DCW SUPPLY PIPE
C/W ISOLATION VALVE, UTILITY GRADE METER
ASSEMBLY AND CAP FOR FUTURE TENANT. REFER
TO TENANT WATER METER CONNECTION DETAIL.

M202
1

M202
2

1"
Ø 

DC
W

2"
Ø 

DC
W

PROVIDE AND INSTALL NEW 1"Ø DCW SUPPLY PIPE
C/W ISOLATION VALVE, UTILITY GRADE METER
ASSEMBLY AND CAP FOR FUTURE TENANT. REFER
TO TENANT WATER METER CONNECTION DETAIL.

REFER TO DWG. M202 FOR M&E ROOM PD LAYOUT

REFER TO DWG. M202 FOR SITE WATER METER
ROOM PD LAYOUT

PROVIDE AND INSTALL NEW 2-1/2"Ø DCW SUPPLY
PIPE C/W ISOLATION VALVE, UTILITY GRADE METER
ASSEMBLY AND CAP FOR FUTURE TENANT. REFER
TO TENANT WATER METER CONNECTION DETAIL.

PROVIDE NEW 4"Ø SANITARY VENT
THROUGH ROOF FOR FUTURE TENANT
WASHROOM.

AC-1

FFD

RD-1

RD-1

RD-1

FD

PROVIDE NEW RAYCHEM 5XL-1 SELF-REGULATING
HEAT TRACE CABLE OF 5.6W/FT MINIMUM.

PROVIDE NEW PIPE TEMPERATURE SENSOR
CONTROL. PROVIDE NEW CONTROLLER IN M/E

ROOM. INSULATE AND HEAT TRACE STORM PIPING
FROM CANOPY, ALL EXTERIOR STORM PIPING,

AND FIRST 10 FEET OF STORM PIPING AFTER
ENTRY INTO BUILDING. PROVIDE MINIMUM 2"

INSULATION. (TYP.)

RD-2

RD-2

RD-2

RD-2

RD-2

►
3"

Ø 
ST

 (2
%

 S
LO

PE
)

►3"Ø ST (2% SLOPE)

►3"Ø ST (2% SLOPE)

4"Ø ST DN

RD-2

PROVIDE AND INSTALL NEW RAYCHEM 5XL-1-CR SELF-
REGULATING HEAT TRACING CABLE OF 5.6W/FT

MINIMUM. PROVIDE NEW PIPE TEMPERATURE SENSOR
CONTROL. PROVIDE NEW CONTROLLER IN MECHANICAL

ROOM. INSULATE AND HEAT TRACE STORM PIPING
FROM CANOPY AND ALL EXTERIOR STORM PIPING.

TERMINATE DOWNSPOUT 1 FT ABOVE CURB INTO
LANDSCAPE. 2"Ø ST

PROVIDE 3/4"Ø DCW TO
SERVE NEW NFHB ON

EXTERIOR WALL AS
SHOWN

3/4"Ø DCW

PROVIDE AND INSTALL NEW AUTOMATIC TRAP
PRIMER IN FUTURE JANITOR CLOSET. CONNECT TO
DCW SUPPLY AS SHOWN. CONFIRM FINAL LOCATION
OF TRAP SEAL PRIMER WITH FUTURE TENANT
LAYOUT.

TPS

PROVIDE 3/4"Ø DCW TO SERVE NEW
NFHB ON EXTERIOR WALL AS
SHOWN.

◄ 3"Ø ST (2% SLOPE)

◄ 3"Ø ST (2% SLOPE)

►3"Ø ST (2% SLOPE)

►3"Ø ST (2% SLOPE)

RD-2

4

PLUMBING SHEET NOTES

1. PROVIDE ALL VENTING OF SYSTEMS TO MEET OBC PART 7 REQUIREMENTS,
WHETHER SHOWN OR NOT.

2. ALL TRAP MUST BE PRIMED IN ACCORDANCE WITH OBC PART 7.

3. INSTALL PLUMBING SYSTEMS AS HIGH AS POSSIBLE. COORDINATE
INSTALLATION WITH STRUCTURE, ARCHITECTURE, ELECTRICAL AND OTHER
MECHANICAL SERVICES PRIOR TO BEGINNING INSTALLATION. INSTALL ALL
PIPING ANIN STRAIGHT RUNS PARALLEL OR PERPENDICULAR TO BUILDING
LINES UNLESS NOTED OTHERWISE.

4. UNDER NO CIRCUMSTANCES INSTALL ANY OVERHEAD PIPE, HANGER OR
MECHANICAL EQUIPMENT LOWER THAN 2100MM (6’ 10”) AFF.

5. PROVIDE ALL REQUIRED CLEANOUTS IN DRAINAGE SYSTEMS IN
ACCORDANCE WITH OBC PART 7, INCLUDING EVERY 6M (20’) FOR SINK
DRAIN LINES, EVERY 15M (50’) FOR PIPE 100ø AND SMALLER, AND EVERY
30M (100’) FOR LARGER PIPE HORIZONTALLY, AND AT EVERY CHANGE IN
DIRECTION OF 135 DEGREES, WHETHER SHOWN OR NOT.  CLEANOUTS
INSTALLED WITHIN VERTICAL LEADERS SHALL BE COORDINATED WITH THE
ARCHITECTURAL DRAWINGS TO ENSURE THE CLEANOUT IS ON THE
CORRECT SIDE OF ANY ENCLOSURES. PROVIDE ACCESS PANELS TO
ACCESS ALL CLEANOUTS BEHIND ARCHITECTURAL ENCLOSURES.

6. CLEANOUTS INSTALLED WITHIN VERTICAL LEADERS SHALL BE
COORDINATED WITH THE ARCHITECTURAL DRAWINGS TO ENSURE THE
CLEANOUT IS ON THE CORRECT SIDE OF ANY ENCLOSURES. PROVIDE
ACCESS PANELS TO ACCESS ALL CLEANOUTS BEHIND ARCHITECTURAL
ENCLOSURES. CLEANOUTS IN VERTICAL STACKS SERVING CIBC TENANT
SPACE TO BE 16" AFF.

7. REFER TO ARCHITECTURAL DRAWINGS FOR THE EXACT LOCATION OF ALL
PLUMBING FIXTURES.  COORDINATE FIXTURE ROUGH-IN DIMENSIONS WITH
ARCHITECTURAL DRAWINGS AND PLUMBING FIXTURE SHOP DRAWINGS.

8. UNLESS NOTED OTHERWISE, SLOPE DRAINAGE PIPES 75MM (3”) AND
SMALLER AT MIN. 2%; HORIZONTAL OFFSETS LESS THAN 6M (20’)
CONNECTING ROOF DRAINS TO RAIN LEADERS AT MIN. 2%; AND ALL OTHER
DRAINAGE PIPES AT MIN. 1%.

9. ALL SANITARY BRANCHES TO BE MINIMUM 100MM (4") UNLESS NOTED
OTHERWISE.

10. PROVIDE ISOLATION VALVES WHERE REQUIRED FOR SERVICING,
UPSTREAM AND DOWNSTREAM AT ALL EQUIPMENT, AT CONNECTIONS TO
RISERS AND WHERE INDICATED ON THE PLANS.

11. MAKE PENETRATIONS THROUGH FLOORS WATERTIGHT IN WASHROOMS,
JANITOR’S CLOSETS, MECHANICAL ROOMS, AND THROUGH CEILINGS OF
ELECTRICAL ROOMS.

12. INSTALL VALVES AND ACCESSORIES TO BE READILY ACCESSIBLE; PROVIDE
ACCESS PANELS TO SUIT FINISH OF WALL OR CEILING WHERE REQUIRED.
ACCESS DOORS IN FIRE RATED ASSEMBLIES SHALL BE ULC LISTED TO
MATCH ASSEMBLY RATING.

13. ALL PIPING THAT PENETRATES AN ARCHITECTURAL FIRE SEPARATION IS TO
BE FULLY FIRE STOPPED WITH UL-LISTED FIRE STOP ASSEMBLIES
COMPLYING FULLY WITH SPECIFICATION AND AHJ REQUIREMENTS.

14. COORDINATE WITH THE GENERAL CONTRACTOR TO VERIFY THAT ALL
REQUIRED MECHANICAL OPENINGS SHOWN ON THE DRAWINGS AND/OR
REQUIRED BY THE SPECIFICATIONS ARE PROVIDED IN PRECAST BUILDING
ELEMENTS AT THE SHOP DRAWING STAGE.  REVIEW PRECAST SHOP
DRAWING TO VERIFY.
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WINDFIELDS FARMS - BLOCK C2,
PROPOSED BUILDING C5

WINCHESTER ROAD & SIMCOE STREET, OSHAWA,
ONTARIO

22-000-176

LEVEL 1 PLUMBING PLAN

D.C.

M201

R.R.

Issue Date

1/8" = 1'-0"M201
1   LEVEL 1 PLUMBING PLAN

# DATE DESCRIPTION BY

1 2023-04-12 ISSUED FOR COORDINATION DJ

2 2023-06-16 ISSUED FOR PERMIT DJ

3 2023-07-14 ISSUED FOR TENDER AND PERMIT DJ

4 2023-07-27 ISSUED FOR ADD M1 DJ
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SITE WATER
METER ROOM

CT
E

CT
E

CONNECT NEW OUTGOING UTILITY 8"
DCW TO SITE SERVICES OUTSIDE
BUILDING 5' FROM BUILDING
PERIMETER. APPROXIMATE LOCATION
SHOWN, CONTRACTOR TO
COORDINATE WITH CIVIL DRAWINGS.

CONNECT NEW OUTGOING UTILITY 8" FIRE TO SITE
SERVICES OUTSIDE BUILDING 5' FROM BUILDING

PERIMETER. APPROXIMATE LOCATION SHOWN,
CONTRACTOR TO COORDINATE WITH CIVIL DRAWINGS.

RPZ

WM

CTE

CTE

STUB UP 8" FIRE MAIN CONNECTION
AND CAP FOR SPRINKLER SYSTEM.
APPROXIMATE LOCATION SHOWN,
CONTRACTOR TO COORDINATE WITH
SPRINKLER CONSULTANT DRAWINGS
FOR FINAL LOCATION.

CONNECT NEW INCOMING UTILITY 8" FIRE
TO SITE SERVICES OUTSIDE BUILDING 5'

FROM BUILDING PERIMETER.
APPROXIMATE LOCATION SHOWN,

CONTRACTOR TO COORDINATE WITH CIVIL
& SPRINKLER CONSULTANT DRAWINGS.

FFD

FFD

►6"Ø SAN (1% SLOPE)

►6"Ø SAN (1% SLOPE)

6"
Ø 

SA
N

6"
Ø 

SA
N

FCO

REFER TO 1/M200B FOR
CONTINUATION

PROVIDE AND INSTALL NEW FUNNEL
FLOOR DRAIN TO SERVE NEW FURE
RPZ BACKFLOW PREVENTOR
PROVIDED BY SPRINKLER
CONTRACTOR. COORDINATE FINAL
LOCATION WITH SPRINKLER
DRAWINGS.

PROVIDE AND INSTALL NEW FUNNEL
FLOOR DRAIN TO SERVE NEW DCW RPZ

BACKFLOW PREVENTOR.

PROVIDE AND INSTALL NEW TRAP SEAL
PRIMER (120V, PLUG-IN)

PROPOSED GAS METER
LOCATION

GAS PIPING UP TO ROOF
SUPPORTED ALONG INSIDE

OF EXTERIOR WALL.

GAS PIPING UP
THROUGH ROOF

4"Ø ST

◄
4"

Ø 
ST

 (1
%

 S
LO

PE
)

◄ 2"Ø ST (2% SLOPE)

4"Ø ST DN

55

4 4

C

C

M&E RM

REFER TO 1/M201 FOR
CONTINUATION

CTE

2 
1/2

"Ø
 D

CW

2"Ø DCW CONNECT NEW INCOMING UTILITY 4"
DCW TO SITE SERVICES OUTSIDE
BUILDING 5' FROM BUILDING
PERIMETER. APPROXIMATE LOCATION
SHOWN, CONTRACTOR TO
COORDINATE WITH CIVIL DRAWINGS.

PROVIDE AND INSTALL NEW FUNNEL
FLOOR DRAIN TO SERVE NEW
IRRIGATION RPZ BACKFLOW
PREVENTOR.

PROVIDE NEW 2" RPZ BFP AND CAP
FOR FUTURE IRRIGATION CONNECTION

PROVIDE AND INSTALL
NEW TRAP SEAL PRIMER

(120V, PLUG-IN) FD

REFER TO 1/M201 FOR
CONTINUATION

FFD

FFD RPZ

RPZ

4"
Ø 

SA
N

FCO

4

PLUMBING SHEET NOTES

1. PROVIDE ALL VENTING OF SYSTEMS TO MEET OBC PART 7 REQUIREMENTS,
WHETHER SHOWN OR NOT.

2. ALL TRAP MUST BE PRIMED IN ACCORDANCE WITH OBC PART 7.

3. INSTALL PLUMBING SYSTEMS AS HIGH AS POSSIBLE. COORDINATE
INSTALLATION WITH STRUCTURE, ARCHITECTURE, ELECTRICAL AND OTHER
MECHANICAL SERVICES PRIOR TO BEGINNING INSTALLATION. INSTALL ALL
PIPING ANIN STRAIGHT RUNS PARALLEL OR PERPENDICULAR TO BUILDING
LINES UNLESS NOTED OTHERWISE.

4. UNDER NO CIRCUMSTANCES INSTALL ANY OVERHEAD PIPE, HANGER OR
MECHANICAL EQUIPMENT LOWER THAN 2100MM (6’ 10”) AFF.

5. PROVIDE ALL REQUIRED CLEANOUTS IN DRAINAGE SYSTEMS IN
ACCORDANCE WITH OBC PART 7, INCLUDING EVERY 6M (20’) FOR SINK
DRAIN LINES, EVERY 15M (50’) FOR PIPE 100ø AND SMALLER, AND EVERY
30M (100’) FOR LARGER PIPE HORIZONTALLY, AND AT EVERY CHANGE IN
DIRECTION OF 135 DEGREES, WHETHER SHOWN OR NOT.  CLEANOUTS
INSTALLED WITHIN VERTICAL LEADERS SHALL BE COORDINATED WITH THE
ARCHITECTURAL DRAWINGS TO ENSURE THE CLEANOUT IS ON THE
CORRECT SIDE OF ANY ENCLOSURES. PROVIDE ACCESS PANELS TO
ACCESS ALL CLEANOUTS BEHIND ARCHITECTURAL ENCLOSURES.

6. CLEANOUTS INSTALLED WITHIN VERTICAL LEADERS SHALL BE
COORDINATED WITH THE ARCHITECTURAL DRAWINGS TO ENSURE THE
CLEANOUT IS ON THE CORRECT SIDE OF ANY ENCLOSURES. PROVIDE
ACCESS PANELS TO ACCESS ALL CLEANOUTS BEHIND ARCHITECTURAL
ENCLOSURES.

7. UNLESS NOTED OTHERWISE, SLOPE DRAINAGE PIPES 75MM (3”) AND
SMALLER AT MIN. 2%; HORIZONTAL OFFSETS LESS THAN 6M (20’)
CONNECTING ROOF DRAINS TO RAIN LEADERS AT MIN. 2%; AND ALL OTHER
DRAINAGE PIPES AT MIN. 1%.

8. ALL SANITARY BRANCHES TO BE MINIMUM 100MM (4") UNLESS NOTED
OTHERWISE.

9. PROVIDE ISOLATION VALVES WHERE REQUIRED FOR SERVICING,
UPSTREAM AND DOWNSTREAM AT ALL EQUIPMENT, AT CONNECTIONS TO
RISERS AND WHERE INDICATED ON THE PLANS.

10. MAKE PENETRATIONS THROUGH FLOORS WATERTIGHT IN WASHROOMS,
JANITOR’S CLOSETS, MECHANICAL ROOMS, AND THROUGH CEILINGS OF
ELECTRICAL ROOMS.

11. INSTALL VALVES AND ACCESSORIES TO BE READILY ACCESSIBLE; PROVIDE
ACCESS PANELS TO SUIT FINISH OF WALL OR CEILING WHERE REQUIRED.
ACCESS DOORS IN FIRE RATED ASSEMBLIES SHALL BE ULC LISTED TO
MATCH ASSEMBLY RATING.

12. ALL PIPING THAT PENETRATES AN ARCHITECTURAL FIRE SEPARATION IS TO
BE FULLY FIRE STOPPED WITH UL-LISTED FIRE STOP ASSEMBLIES
COMPLYING FULLY WITH SPECIFICATION AND AHJ REQUIREMENTS.

13. COORDINATE WITH THE GENERAL CONTRACTOR TO VERIFY THAT ALL
REQUIRED MECHANICAL OPENINGS SHOWN ON THE DRAWINGS AND/OR
REQUIRED BY THE SPECIFICATIONS ARE PROVIDED IN PRECAST BUILDING
ELEMENTS AT THE SHOP DRAWING STAGE.  REVIEW PRECAST SHOP
DRAWING TO VERIFY.

43 Lesmill Road, Toronto, Ontario
Canada M3B 2T8
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WINDFIELDS FARMS - BLOCK C2,
PROPOSED BUILDING C5

WINCHESTER ROAD & SIMCOE STREET, OSHAWA,
ONTARIO

22-000-176

SITE WATER METER ROOM & UTILITY
ROOM ENLARGED VIEW - PD

Author

M202

Checker

Issue Date

1/4" = 1'-0"M202
1   SITE WATER METER ROOM PD

1/4" = 1'-0"M202
2   M&E ROOM PD

# DATE DESCRIPTION BY

1 2023-04-12 ISSUED FOR COORDINATION DJ

2 2023-06-16 ISSUED FOR PERMIT DJ

3 2023-07-14 ISSUED FOR TENDER AND PERMIT DJ

4 2023-07-27 ISSUED FOR ADD M1 DJ
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MECHANICAL ADDENDUM 

 
Project Name: Windfield Farms Block C Issued Date: July 27, 2023 

Project Address: WINCHESTER ROAD & SIMCOE 
STREET OSHAWA, ONTARIO 

M ADD No.: 1 

Issued By: Rishard Ragoonanan 
Dan Joffe 

Architect: Turner Fleischer 

Project No.: 22-000-176 Attention:  Edward Uzoma 
 

Note: The contractor shall submit a detailed, itemized quotation of the extra/credit/no charge for the following 
work which shall be subject to all conditions, quality of workmanship and materials as described in the 
specifications for all trades for the above-mentioned project. This Proposed Change does not authorize the 
contractor to proceed with the work or order any materials, unless instructed by the Owner or by the 
Consultant. This Proposed Change does not in any way relieve the contractor of the responsibility to meet 
the Tender project schedule. 

 

Description: 

1. Drawing #M001B – MECHANICAL DETAILS (Issued) 
1.1.  Provide new check meter and flow sensor for future irrigation system as per 

instruction from landscape consultant. 
1.2. Terminate supply and return ductwork 18” below roof deck for rooftop unit to suit 

tenant request. 
1.3. Terminate ductwork 18” below roof deck c/w 1” thick acoustic liner for roof mounted 

downblast exhaust fan to suit tenant request. 
 

2. Drawing #M200 – UNDERFLOOR PLUMBING PLAN (Issued) 
2.1.  Tenant plan inserted on view and plumbing rough-ins adjusted to suit tenant plan. 
 

3. Drawing #M201 – LEVEL 1 PLUMBING PLAN (Issued) 
3.1.  Provide 2-1/2”Ø DCW supply pipe and utility grade meter assembly to suit tenant 

request. 
 

4. Drawing #M202 – SITE WATER METER ROOM & UTILITY ROOM ENLARGED VIEW - PD 
(Issued) 
4.1.  Provide 2-1/2”Ø DCW supply pipe and utility grade meter assembly to suit tenant 

request. 
 
 



 

Page 2 of 2 

 

Reason for Change: 
Updated to suit tenant requests.  

End of Addendum #M1 
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CRU TENANT PRESSURE GAS LOAD PIPE
SIZE

UNIT 1

UNIT 2

UNIT 3

DR. S

CIBC

7"-14"

7"-14"

7"-14"

1140 MBH

150 MBH

408 MBH

50∅

50∅

50∅

GRADE

GAS LOAD SUMMARY

PROVIDE STACKED
METERS TO REDUCE
WALL LENGTH

GAS PRV ASSEMBLY
BY GAS UTILITY

MECHANICAL CONTRACTOR
TO PROVIDE ALL PIPING

DOWNSTREAM OF METER
VALVE

GAS PIPES UP TO
ROOF

WORK BY LOCAL
GAS UTILITY

UTILITY FIRE PRESSURE
MAIN BY GAS UTILITY

GGG

M M
M

MARY BROWNS

BACKFLOW PREVENTER
ASSEMBLY

WATER LINE

STRAINER (EXCEPT OF FIRE
PROTECTION SYSTEMS)

PROVIDE NEW HUB/FLOOR DRAIN UNDER
BACK FLOW PREVENTER RELIEF

PRESSURE GAUGE
(TYP.)

PROVIDE AIR GAP

NOTE:

• DRAIN TO NEAREST SUITABLE SIZE HUB DRAIN TO
SUIT FULL RELIEF FLOW

• PROVIDE AIR GAP BETWEEN RELIEF AND DRAIN

• INSTALL BFP TO ALLOW FOR TESTING / INSPECTION

• ALL ISOLATION VALVES SERVING FIRE PROTECTION
SYSTEMS TO BE SUPERVISED

• BFP AND INSTALLATION TO BE IN ACCORDANCE
WITH LATEST VERSION OF CSA.B64.10

NEOPRENE SEALANT
APPLIED AROUND THE RIM
OF VENT STACK TO SECURE
CAP

WEATHER PROOF SLEEVE
THROUGH ROOF

INSULATION

FLANGED SLEEVE

MINIMUM 24"
(600MM) HIGHINSULATED SLEEVE

4" VENT

REDUCER AS
REQUIRED REFER TO

DRAWINGS FOR
CONTINUATION

SLEEVE TO BE MADE
WATER PROOF BY ROOFING

CONTRACTOR
NOTES: (ALL COMPONENTS BY MECHANICAL TRADES)

1. 500MM/500MM/50MM (20"/20"/2") ROOFMATE INSULATION PLACED ON
FINISHED ROOF

2. 600MM/600MM/50MM (24"/24"/2") PATIO PAVER

3. MANUFACTURED, SINGLE PIECE VOLCANIZED RUBBER GAS SUPPORT
(4"X6"X9" LONG) COMPLETE WITH STAINLESS STEEL STRUTS.
SUPPORTS SHALL WEIGH NO LESS THAN 9LBS PER 9" WIDE SUPPORT

4. SCHEDULE 40 STEEL PIPE PAINTED YELLOW

5. GALVANIZED STEEL SUPPORT STRAPS WITH INTERIOR WEAR
SURFACE TO ALLOW GAS PIPES TO MOVE

ROOF SURFACE GALVANIZED U-CHANNEL SUPPORT

1
PROVIDE WEATHER PROOF

SEALANT AROUND EDGE OF
INSULATION

2

3

4

CONNECT NEW 4"Ø DCW SERVICE
TO UTILITY SERVICE 5'-0" OUTSIDE

BUILDING. EXTEND FULL SIZE
UTILITY SERVE IN TO BUILDING AND

REDUCE DOWN INSIDE THE
BUILDING AS REQUIRED

PROVIDE THRUST BLOCK AT EACH
CHANGE OF DIRECTION

PROVIDE NEW 2"∅ VALVE AND
CAP-PED DRAIN VALVE WITH
THREADED HOSE CONNECTION (TYP.)

N.C.

PROVIDE NEW FULL SIZE BY-PASS
WITH LOCKABLE VALVE PRESSURE

GAUGE (TYP.)

PROVIDE NEW LINE SIZE STRAINER

PROVIDE NEW 4"∅ CFFD DRAIN PIPE
ALL BFP DRAINS TO FUNNEL

OBTAIN METER FROM LOCAL UTILITY
AND INSTALL AS PER THEIR
INSTRUCTION

TO DRAIN

3/4"∅ DCW TO NFWH IN GARBAGE
ROOM AND EXTERIOR WALL

DCW TO BUILDING

3/4"∅

PROVIDE NEW FLOOR MOUNTED EXPANSION
TANK THERM-X-TROL ST-30V, 11.3 GALLON
ACCEPTANCES VOLUME, 14 GALLON TANK
VOLUME (15"∅ DIAM.)

PROVIDE NEW PRV WITH ADJUSTABLE
PRESSURE GAUGE

TO DRAIN

PROVIDE NEW 2"∅ VALVES AND CAPPED
CONNECTION FOR FUTURE IRRIGATION
SYSTEM COMPLETE WITH RPZ BACK FLOW
PREVENTOR

PROVIDE NEW METER READER ON
EXTERIOR WALL TO SUIT LOCAL
UTILITY STANDARDS

PROVIDE ALL SUPPORTS TO FULLY
SUPPORT METER AND INCOMING

WATER ASSEMBLY

PROVIDE NEW TRAP SEAL PRIMER
TO SERVICE ALL LANDLORD

PLUMBING TRAPS

REDUCE (IF
REQUIRED)

PROVIDE NEW SLEEVE
THROUGH SLAB

ET

RPZ

RPZ PG

PG

2"∅

PG
PG

GROUND FLOORCFFD

M

NOTE: THIS DETAIL IS FOR WATER WHICH SERVES
BUILDING C5 ONLY. REFER TO WATER METER ROOM
INCOMING WATER SERVICE DETAILS FOR SITE
INFORMATION

M

PROVIDE CHECK METER C/W FLOW
SENSOR FOR FUTURE IRRIGATION
SYSTEM.

4

2"Ø DCW MAIN

2"X2"X2"
'T'

2"Ø VALVE

REDUCER TO SUIT TENANT
WATER SIZE (REFER TO
DRAWINGS)

PROVIDE NEW TENANT CHECK
METER WITH REMOTE READOUT

VALVE AND CAP TO SUIT
TENANT WATER SIZE

TO REMOTE READOUT IN
MECHANICAL ROOM

M

'ROOF TOP'
HVAC UNIT

GFCI
RECEPTACLE

NOTES:

1. PROVIDE AT LEAST ONE (1) NEW GFCI RECEPTACLE PER PIECE OF
EQUIPMENT WITH WEATHER PROOF COVER FACTORY SUPPLIED AND
FIELD INSTALLED ON EXTERIOR UNIT.

2. RECEPTACLE SHALL  BE INSTALLED MINIMUM 750mm ABOVE GRADE.
3. RECEPTACLE SHALL BE FIELD WITHIN BY ELECTRICAL DIVISION FROM

INDEPENDENT POWER SOURCE WIRED.
4. COORDINATE INSTALLATION WITH ELECTRICAL DIVISION.
5. ROOF PENETRATIONS SHALL BE RAIN TIGHT AND CONDUITS PROPERLY

SUPPORTED.

MIN 750mm

LUBRICATED GAS
SHUT OFF VALVE

PROVIDE FLEXIBLE
CONNECTION AT R/A & S/A
OPENING IN BOTTOM OF AC
UNIT AND SUPPORT DUCTWORK
FROM STRUCTURE

PROVIDE NEW 7-DAY DIGITAL
PROGRAMMABLE THERMOSTAT
WITH 10'-0" (30000m) OF PLENUM
RATED CONTROL WIRING
COILED AND TEMPORARILY
SUSPEND FROM ROOF
STRUCTURE

SCHEDULE 40 GAS PIPING
TO BE SIZED AS PER
DRAWINGS. DO NOT
REDUCE PIPE UNTIL UNIT

MECHANICAL DIVISION
TO PROVIDE NON
COMBUSTIBLE
SUPPORTS WITHIN ANY
DEPRESSIONS IN ROOF
DECK TO ENSURE
CONTINUOUS CONTACT
BETWEEN RTU, CURB
AND ROOF

ACOUSTICALLY LINED
SUPPLY AND RETURN

DUCTWORK
TERMINATED 18"

(450mm) BELOW ROOF
DECK

POWER WIRING FROM
DISCONNECT TO

POWER SOURCE BY
ELECTRICAL DIVISION

FACTORY SUPPLIED
24" (600mm) TALL

ROOF CURB
PROVIDE GASKET

BETWEEN RTU AND
ROOF CURB

PROVIDE NEW PVC DRAIN
TRAP A MINIMUM 1" (25mm)
DEEPER THAN TOTAL FAN

STATIC PRESSURE

ECONOMIZER INTAKE

FACTORY INSTALLED,
WEATHERPROOF

DISCONNECT SWITCH FACTORY INSTALLED
WEATHERPROOF GFC TO SUIT
ESA STANDARDS, COMPLETE
WITH INDEPENDENT WIRING 120v
15/20 a CIRCUIT FIELD WIRING BY
ELEC. DIVISION

PIPE REDUCER

ROOF OPENINGS
ARE SIZED TO
SUIT DUCT
PENETRATIONS,
NOT THE FULL
FOOTPRINT OF
THE UNIT

BAROMETRIC RELIEF

T

4

ALUMINIUM BIRDSCREEN

PROVIDE CONNECTED FLASHING

INSULATION ROOF CURB

BACKDRAFT DAMPER

REFER TO DRAWING FOR
DUCT SIZE

PROVIDE INSULATION
FOR LAST 10 FEET OF

DUCTWORK

NOTES:

1. FANS AND CURBS SHALL BE BY THE SAME MANUFACTURER. COORDINATE CURB LOCATION AND ROOF OPENING WITH
GC ROOFING CONTRACTOR AND STRUCTURAL TRADE.

2. HIRE BASE BUILDING ROOFING CONTRACTOR TO PERFORM ALL ROOFING WORK.
3. REFER TO ARCH AND STRUCTURAL PLANS FOR DETAILS - MAY NOT BE AS SHOWN. ROOFING MAY NOT BE AS SHOWN.
4. TERMINATE DUCTWORK 18" (450MM) BELOW ROOF DECK C/W 1" THICK ACOUSTIC LINER.

PROVIDE WATERPROOF
MEMBRANE

24
" M

IN
IM

UM
 (6

00
mm

)

UNFUSED DISCONNECT SWITCH SPUN ALUMINIUM HOUSING WITH
REMOVABLE MOTOR DOME

FLEXIBLE CONNECTION BETWEEN
FAN AND DUCT

4

GOOSENECK INTAKE COMPLETE WITH
1/2"X1/2" (15MMX15MM).PROVIDE NEW

STAINLESS STEEL MESH SECURED TO DUCT

TEMPORARY CAP

PROVIDE WATER TIGHT
INSTALLATION OF ROOF CONE

INTEGRATED WITH WATERPROOF
ROOFING MEMBRANE

SAMPLE ROOF CONSTRUCTION
REFER TO ARCH PLANS OR SITE
FOR ACTUAL ROOF COMPOSITION

PROVIDE NEW GALVANIZED
SHEET METAL CONE (SUPPLIED
BY MECHANICAL CONTRACTOR,
INSTALLED BY ROOFING
CONTRACTOR)

PROVIDE WEATHERPROOF
CAULKING AROUND CONE

PROVIDE NEW 6"∅ (150MM)
EXHAUST FOR FUTURE
TENANT

PROVIDE NEW BOTTOM
SUPPORT BRACKET ON 3
SIDES

PROVIDE 1" (25mm) INSULATION ON DUCT
WITHIN BUILDING INSULATION TO BE FOIL
BACKED AND PINNED TO DUCT

12
"

(3
00

MM
)

48
"

(1
20

MM
)
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WINDFIELDS FARMS - BLOCK C2,
PROPOSED BUILDING C5

WINCHESTER ROAD & SIMCOE STREET, OSHAWA,
ONTARIO

22-000-176

MECHANICAL DETAILS

J.S.

M001B

R.R.

Issue Date

NTSM001B
1   GAS METER SCHEMATIC

NTSM001B
2   RPZ BACKFLOW PREVENTER DETAIL

NTSM001B
3   SANITARY VENT

NTSM001B
4   SUPPORTS FOR GAS PIPING ON ROOF

NTSM001B
5   INCOMING WATER SERVICE - BUILDING C5

NTSM001B
9   TENANT WATER CONNECTION

NTSM001B
8   ROOFTOP EQUIPMENT GFCI DETAIL

NTSM001B
6   ROOFTOP UNIT INSTALLATION

NTSM001B
7   ROOF MOUNTED DOWNBLAST EXHAUST FAN

NTSM001B
10   CAPPED SANITARY EXHAUST

# DATE DESCRIPTION BY

1 2023-04-12 ISSUED FOR COORDINATION DJ

2 2023-06-16 ISSUED FOR PERMIT DJ

3 2023-07-14 ISSUED FOR TENDER AND PERMIT DJ

4 2023-07-27 ISSUED FOR ADD M1 DJ
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6 6

4 4

3 3

1 1

2 2

A

A

C

C

B

B

D D

8" DCW - INCOMING SITE
SERVICE

8" FIRE - INCOMING SITE
SERVICE

8" DCW - OUTGOING SITE
SERVICE

8" FIRE - OUTGOING SITE
SERVICE

SITE WATER
METER ROOM

RESTAURANT

DENTIST

GARBAGE
RM

M&E RM

BANK OFFICE -
CIBC

M202
1

M202
2

PROVIDE 4"Ø RWL DN SUPPORTED
ALONG WALL C/W CLEANOUT AT BASE.
PROVIDE 4"Ø ST PIPING BELOW GRADE
AS SHOWN.

FFE. 180.00

BANK FFE.
179.70

SANITARY PIPE AT INV. 178.7 TO DROP
TO CIVIL INVERT (176.78) BEFORE

LEAVING THE BUILDING AND INCREASED
TO 8"Ø TO MATCH THE SITE SERVICE

CONNECTION. COORDINATE WITH SITE
SERVICING TRADE PRIOR TO
COMMENCEMENT WORKING.

FCO
CTE

CTE

STORMWATER PIPE AT INV. 179.05 TO
DROP TO CIVIL INVERT (177.9) BEFORE

LEAVING THE BUILDING AND INCREASED
TO 10"Ø TO MATCH THE SITE SERVICE

CONNECTION. COORDINATE WITH SITE
SERVICING TRADE PRIOR TO
COMMENCEMENT WORKING.

PROVIDE NEW 4"Ø SANITARY VENT
THROUGH ROOF FOR FUTURE TENANT

WASHROOM.

4" DCW - INCOMING
BUILDING SERVICE

CTE

SANITARY PIPE AT INV. 178.83 TO DROP
TO CIVIL INVERT (176.78) BEFORE

LEAVING THE BUILDING AND INCREASED
TO 8"Ø TO MATCH THE SITE SERVICE

CONNECTION. COORDINATE WITH SITE
SERVICING TRADE PRIOR TO
COMMENCEMENT WORKING.

◄ 4"Ø SAN (1% SLOPE)

CTE

STORMWATER PIPE AT INV. 178.75 TO DROP TO
CIVIL INVERT (177.90) BEFORE LEAVING THE

BUILDING AND INCREASED TO 10"Ø TO MATCH
THE SITE SERVICE CONNECTION. COORDINATE

WITH SITE SERVICING TRADE PRIOR TO
COMMENCEMENT WORKING.

FCO

PROVIDE AND INSTALL NEW 4"Ø SAN STUB UP
FOR FUTURE TENANT MOP SINK. COORDINATE
FINAL LOCATION WITH TENANT FLOOR PLANS.

PROVIDE NEW 4"Ø SANITARY VENT THROUGH
ROOF FOR FUTURE TENANT WASHROOM.

DRAIN AC-1
CONDENSATE TO

FFD AS SHOWN

AC-1

FFD

CT
E

CT
E

CTE

CTE

FCO

PROVIDE AND INSTALL NEW 4"Ø RWL DN
FROM RD-1 SUPPORTED ALONG DEMISING

WALL C/W CLEANOUT AT BASE.

PROVIDE AND INSTALL NEW
4"Ø RWL DN SUPPORTED

ALONG COLUMN C/W
CLEANOUT AT BASE.

FD

PROVIDE AND INSTALL 4"Ø SAN
STUB CONNECTION

TERMINATED ABOVE FINISHED
FLOOR FOR FUTURE TENANT.

FDFD

FCO

◄ 6"Ø SAN (1% SLOPE)

PROVIDE 4"Ø RWL DN
SUPPORTED ALONG WALL C/W
CLEANOUT AT BASE. PROVIDE
4"Ø ST PIPING BELOW GRADE

AS SHOWN.

FCO

FCO

FCO

PROVIDE AND INSTALL 4"Ø SAN
STUB CONNECTION TERMINATED
ABOVE FINISHED FLOOR FOR
FUTURE TENANT.

PROVIDE AND INSTALL NEW TOILET FLANGE FOR
FUTURE TENANT WC. COORDINATE FINAL LOCATION
WITH TENANT FLOOR PLANS.

PROVIDE AND INSTALL NEW 2"Ø SAN STUB UP
FOR FUTURE TENANT LAVATORY  COORDINATE
FINAL LOCATION WITH TENANT FLOOR PLANS.

PROVIDE 4"Ø RWL DN
SUPPORTED ALONG WALL
C/W CLEANOUT AT BASE.

CONNECT TO NEW
UNDERGROUND 4" STORM

MAIN AS SHOWN.

PROVIDE AND INSTALL NEW 2" SAN STUB UP FOR
FUTURE TENANT KITCHEN SINK. COORDINATE
FINAL LOCATION WITH TENANT FLOOR PLANS.

PROVIDE 4"Ø RWL DN SUPPORTED
ALONG WALL C/W CLEANOUT AT BASE.
PROVIDE 4"Ø ST PIPING BELOW GRADE
AS SHOWN.

◄ 4"Ø ST (1% SLOPE)◄ 6"Ø ST (1% SLOPE)

FD

◄ 4"Ø ST (1% SLOPE)

◄ 4"Ø SAN (1% SLOPE)

FCO

◄ 6"Ø SAN (1% SLOPE)

◄ 6"Ø SAN (1% SLOPE)

4"
Ø 

SA
N

4"
Ø 

SA
N

4"
Ø 

SA
N

◄
6"

Ø 
SA

N 
(1

%
 S

LO
PE

)

►
6"

Ø 
SA

N 
(1

%
 S

LO
PE

)

FCO

FCO

6"Ø
 ST

FFD

PROVIDE NEW FUNNEL FLOOR DRAIN
IN CORNER OF FUTURE ELEC/LAN

ROOM. COORDINATE FINAL LOCATION
WITH TENANT FLOOR PLANS.

SAN INV. 179.08 m

PROVIDE AND INSTALL NEW TOILET FLANGE FOR
FUTURE TENANT WC. COORDINATE FINAL LOCATION
WITH TENANT FLOOR PLANS.

PROVIDE AND INSTALL NEW 2"Ø SAN STUB UP
FOR FUTURE TENANT LAVATORY  COORDINATE
FINAL LOCATION WITH TENANT FLOOR PLANS.

FD

PROVIDE 2'x2' SPACE IN SLAB AROUND ALL
UNDERGROUND PLUMBING ROUGH-IN
LOCATIONS. IN CIBC TENANT SPACE

FCO

4

PLUMBING SHEET NOTES

1. PROVIDE ALL VENTING OF SYSTEMS TO MEET OBC PART 7 REQUIREMENTS,
WHETHER SHOWN OR NOT.

2. ALL TRAP MUST BE PRIMED IN ACCORDANCE WITH OBC PART 7.

3. INSTALL PLUMBING SYSTEMS AS HIGH AS POSSIBLE. COORDINATE
INSTALLATION WITH STRUCTURE, ARCHITECTURE, ELECTRICAL AND OTHER
MECHANICAL SERVICES PRIOR TO BEGINNING INSTALLATION. INSTALL ALL
PIPING ANIN STRAIGHT RUNS PARALLEL OR PERPENDICULAR TO BUILDING
LINES UNLESS NOTED OTHERWISE.

4. UNDER NO CIRCUMSTANCES INSTALL ANY OVERHEAD PIPE, HANGER OR
MECHANICAL EQUIPMENT LOWER THAN 2100MM (6’ 10”) AFF.

5. PROVIDE ALL REQUIRED CLEANOUTS IN DRAINAGE SYSTEMS IN
ACCORDANCE WITH OBC PART 7, INCLUDING EVERY 6M (20’) FOR SINK
DRAIN LINES, EVERY 15M (50’) FOR PIPE 100ø AND SMALLER, AND EVERY
30M (100’) FOR LARGER PIPE HORIZONTALLY, AND AT EVERY CHANGE IN
DIRECTION OF 135 DEGREES, WHETHER SHOWN OR NOT.  CLEANOUTS
INSTALLED WITHIN VERTICAL LEADERS SHALL BE COORDINATED WITH THE
ARCHITECTURAL DRAWINGS TO ENSURE THE CLEANOUT IS ON THE
CORRECT SIDE OF ANY ENCLOSURES. PROVIDE ACCESS PANELS TO
ACCESS ALL CLEANOUTS BEHIND ARCHITECTURAL ENCLOSURES.

6. CLEANOUTS INSTALLED WITHIN VERTICAL LEADERS SHALL BE
COORDINATED WITH THE ARCHITECTURAL DRAWINGS TO ENSURE THE
CLEANOUT IS ON THE CORRECT SIDE OF ANY ENCLOSURES. PROVIDE
ACCESS PANELS TO ACCESS ALL CLEANOUTS BEHIND ARCHITECTURAL
ENCLOSURES. CLEANOUTS IN VERTICAL STACKS SERVING CIBC TENANT
SPACE TO BE 16" AFF.

7. REFER TO ARCHITECTURAL DRAWINGS FOR THE EXACT LOCATION OF ALL
PLUMBING FIXTURES.  COORDINATE FIXTURE ROUGH-IN DIMENSIONS WITH
ARCHITECTURAL DRAWINGS AND PLUMBING FIXTURE SHOP DRAWINGS.

8. UNLESS NOTED OTHERWISE, SLOPE DRAINAGE PIPES 75MM (3”) AND
SMALLER AT MIN. 2%; HORIZONTAL OFFSETS LESS THAN 6M (20’)
CONNECTING ROOF DRAINS TO RAIN LEADERS AT MIN. 2%; AND ALL OTHER
DRAINAGE PIPES AT MIN. 1%.

9. ALL SANITARY BRANCHES TO BE MINIMUM 100MM (4") UNLESS NOTED
OTHERWISE.

10. PROVIDE ISOLATION VALVES WHERE REQUIRED FOR SERVICING,
UPSTREAM AND DOWNSTREAM AT ALL EQUIPMENT, AT CONNECTIONS TO
RISERS AND WHERE INDICATED ON THE PLANS.

11. MAKE PENETRATIONS THROUGH FLOORS WATERTIGHT IN WASHROOMS,
JANITOR’S CLOSETS, MECHANICAL ROOMS, AND THROUGH CEILINGS OF
ELECTRICAL ROOMS.

12. INSTALL VALVES AND ACCESSORIES TO BE READILY ACCESSIBLE; PROVIDE
ACCESS PANELS TO SUIT FINISH OF WALL OR CEILING WHERE REQUIRED.
ACCESS DOORS IN FIRE RATED ASSEMBLIES SHALL BE ULC LISTED TO
MATCH ASSEMBLY RATING.

13. ALL PIPING THAT PENETRATES AN ARCHITECTURAL FIRE SEPARATION IS TO
BE FULLY FIRE STOPPED WITH UL-LISTED FIRE STOP ASSEMBLIES
COMPLYING FULLY WITH SPECIFICATION AND AHJ REQUIREMENTS.

14. COORDINATE WITH THE GENERAL CONTRACTOR TO VERIFY THAT ALL
REQUIRED MECHANICAL OPENINGS SHOWN ON THE DRAWINGS AND/OR
REQUIRED BY THE SPECIFICATIONS ARE PROVIDED IN PRECAST BUILDING
ELEMENTS AT THE SHOP DRAWING STAGE.  REVIEW PRECAST SHOP
DRAWING TO VERIFY.

43 Lesmill Road, Toronto, Ontario
Canada M3B 2T8
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ONTARIO

22-000-176

UNDERFLOOR PLUMBING PLAN

D.C.

M200
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Issue Date

1/8" = 1'-0"M200
1   UNDERFLOOR PLUMBING PLAN

# DATE DESCRIPTION BY

1 2023-04-12 ISSUED FOR COORDINATION DJ

2 2023-06-16 ISSUED FOR PERMIT DJ

3 2023-07-14 ISSUED FOR TENDER AND PERMIT DJ

4 2023-07-27 ISSUED FOR ADD M1 DJ
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PROVIDE NEW 4"Ø SANITARY VENT
THROUGH ROOF FOR FUTURE TENANT

WASHROOM.

PROVIDE AND INSTALL NEW 1"Ø DCW SUPPLY PIPE
C/W ISOLATION VALVE, UTILITY GRADE METER
ASSEMBLY AND CAP FOR FUTURE TENANT. REFER
TO TENANT WATER METER CONNECTION DETAIL.

M202
1

M202
2

1"
Ø 

DC
W

2"
Ø 

DC
W

PROVIDE AND INSTALL NEW 1"Ø DCW SUPPLY PIPE
C/W ISOLATION VALVE, UTILITY GRADE METER
ASSEMBLY AND CAP FOR FUTURE TENANT. REFER
TO TENANT WATER METER CONNECTION DETAIL.

REFER TO DWG. M202 FOR M&E ROOM PD LAYOUT

REFER TO DWG. M202 FOR SITE WATER METER
ROOM PD LAYOUT

PROVIDE AND INSTALL NEW 2-1/2"Ø DCW SUPPLY
PIPE C/W ISOLATION VALVE, UTILITY GRADE METER
ASSEMBLY AND CAP FOR FUTURE TENANT. REFER
TO TENANT WATER METER CONNECTION DETAIL.

PROVIDE NEW 4"Ø SANITARY VENT
THROUGH ROOF FOR FUTURE TENANT
WASHROOM.

AC-1

FFD

RD-1

RD-1

RD-1

FD

PROVIDE NEW RAYCHEM 5XL-1 SELF-REGULATING
HEAT TRACE CABLE OF 5.6W/FT MINIMUM.

PROVIDE NEW PIPE TEMPERATURE SENSOR
CONTROL. PROVIDE NEW CONTROLLER IN M/E

ROOM. INSULATE AND HEAT TRACE STORM PIPING
FROM CANOPY, ALL EXTERIOR STORM PIPING,

AND FIRST 10 FEET OF STORM PIPING AFTER
ENTRY INTO BUILDING. PROVIDE MINIMUM 2"

INSULATION. (TYP.)

RD-2

RD-2

RD-2

RD-2

RD-2

►
3"

Ø 
ST

 (2
%
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)

►3"Ø ST (2% SLOPE)

►3"Ø ST (2% SLOPE)

4"Ø ST DN

RD-2

PROVIDE AND INSTALL NEW RAYCHEM 5XL-1-CR SELF-
REGULATING HEAT TRACING CABLE OF 5.6W/FT

MINIMUM. PROVIDE NEW PIPE TEMPERATURE SENSOR
CONTROL. PROVIDE NEW CONTROLLER IN MECHANICAL

ROOM. INSULATE AND HEAT TRACE STORM PIPING
FROM CANOPY AND ALL EXTERIOR STORM PIPING.

TERMINATE DOWNSPOUT 1 FT ABOVE CURB INTO
LANDSCAPE. 2"Ø ST

PROVIDE 3/4"Ø DCW TO
SERVE NEW NFHB ON

EXTERIOR WALL AS
SHOWN

3/4"Ø DCW

PROVIDE AND INSTALL NEW AUTOMATIC TRAP
PRIMER IN FUTURE JANITOR CLOSET. CONNECT TO
DCW SUPPLY AS SHOWN. CONFIRM FINAL LOCATION
OF TRAP SEAL PRIMER WITH FUTURE TENANT
LAYOUT.

TPS

PROVIDE 3/4"Ø DCW TO SERVE NEW
NFHB ON EXTERIOR WALL AS
SHOWN.

◄ 3"Ø ST (2% SLOPE)

◄ 3"Ø ST (2% SLOPE)

►3"Ø ST (2% SLOPE)

►3"Ø ST (2% SLOPE)

RD-2

4

PLUMBING SHEET NOTES

1. PROVIDE ALL VENTING OF SYSTEMS TO MEET OBC PART 7 REQUIREMENTS,
WHETHER SHOWN OR NOT.

2. ALL TRAP MUST BE PRIMED IN ACCORDANCE WITH OBC PART 7.

3. INSTALL PLUMBING SYSTEMS AS HIGH AS POSSIBLE. COORDINATE
INSTALLATION WITH STRUCTURE, ARCHITECTURE, ELECTRICAL AND OTHER
MECHANICAL SERVICES PRIOR TO BEGINNING INSTALLATION. INSTALL ALL
PIPING ANIN STRAIGHT RUNS PARALLEL OR PERPENDICULAR TO BUILDING
LINES UNLESS NOTED OTHERWISE.

4. UNDER NO CIRCUMSTANCES INSTALL ANY OVERHEAD PIPE, HANGER OR
MECHANICAL EQUIPMENT LOWER THAN 2100MM (6’ 10”) AFF.

5. PROVIDE ALL REQUIRED CLEANOUTS IN DRAINAGE SYSTEMS IN
ACCORDANCE WITH OBC PART 7, INCLUDING EVERY 6M (20’) FOR SINK
DRAIN LINES, EVERY 15M (50’) FOR PIPE 100ø AND SMALLER, AND EVERY
30M (100’) FOR LARGER PIPE HORIZONTALLY, AND AT EVERY CHANGE IN
DIRECTION OF 135 DEGREES, WHETHER SHOWN OR NOT.  CLEANOUTS
INSTALLED WITHIN VERTICAL LEADERS SHALL BE COORDINATED WITH THE
ARCHITECTURAL DRAWINGS TO ENSURE THE CLEANOUT IS ON THE
CORRECT SIDE OF ANY ENCLOSURES. PROVIDE ACCESS PANELS TO
ACCESS ALL CLEANOUTS BEHIND ARCHITECTURAL ENCLOSURES.

6. CLEANOUTS INSTALLED WITHIN VERTICAL LEADERS SHALL BE
COORDINATED WITH THE ARCHITECTURAL DRAWINGS TO ENSURE THE
CLEANOUT IS ON THE CORRECT SIDE OF ANY ENCLOSURES. PROVIDE
ACCESS PANELS TO ACCESS ALL CLEANOUTS BEHIND ARCHITECTURAL
ENCLOSURES. CLEANOUTS IN VERTICAL STACKS SERVING CIBC TENANT
SPACE TO BE 16" AFF.

7. REFER TO ARCHITECTURAL DRAWINGS FOR THE EXACT LOCATION OF ALL
PLUMBING FIXTURES.  COORDINATE FIXTURE ROUGH-IN DIMENSIONS WITH
ARCHITECTURAL DRAWINGS AND PLUMBING FIXTURE SHOP DRAWINGS.

8. UNLESS NOTED OTHERWISE, SLOPE DRAINAGE PIPES 75MM (3”) AND
SMALLER AT MIN. 2%; HORIZONTAL OFFSETS LESS THAN 6M (20’)
CONNECTING ROOF DRAINS TO RAIN LEADERS AT MIN. 2%; AND ALL OTHER
DRAINAGE PIPES AT MIN. 1%.

9. ALL SANITARY BRANCHES TO BE MINIMUM 100MM (4") UNLESS NOTED
OTHERWISE.

10. PROVIDE ISOLATION VALVES WHERE REQUIRED FOR SERVICING,
UPSTREAM AND DOWNSTREAM AT ALL EQUIPMENT, AT CONNECTIONS TO
RISERS AND WHERE INDICATED ON THE PLANS.

11. MAKE PENETRATIONS THROUGH FLOORS WATERTIGHT IN WASHROOMS,
JANITOR’S CLOSETS, MECHANICAL ROOMS, AND THROUGH CEILINGS OF
ELECTRICAL ROOMS.

12. INSTALL VALVES AND ACCESSORIES TO BE READILY ACCESSIBLE; PROVIDE
ACCESS PANELS TO SUIT FINISH OF WALL OR CEILING WHERE REQUIRED.
ACCESS DOORS IN FIRE RATED ASSEMBLIES SHALL BE ULC LISTED TO
MATCH ASSEMBLY RATING.

13. ALL PIPING THAT PENETRATES AN ARCHITECTURAL FIRE SEPARATION IS TO
BE FULLY FIRE STOPPED WITH UL-LISTED FIRE STOP ASSEMBLIES
COMPLYING FULLY WITH SPECIFICATION AND AHJ REQUIREMENTS.

14. COORDINATE WITH THE GENERAL CONTRACTOR TO VERIFY THAT ALL
REQUIRED MECHANICAL OPENINGS SHOWN ON THE DRAWINGS AND/OR
REQUIRED BY THE SPECIFICATIONS ARE PROVIDED IN PRECAST BUILDING
ELEMENTS AT THE SHOP DRAWING STAGE.  REVIEW PRECAST SHOP
DRAWING TO VERIFY.
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WINDFIELDS FARMS - BLOCK C2,
PROPOSED BUILDING C5

WINCHESTER ROAD & SIMCOE STREET, OSHAWA,
ONTARIO

22-000-176

LEVEL 1 PLUMBING PLAN

D.C.

M201

R.R.

Issue Date

1/8" = 1'-0"M201
1   LEVEL 1 PLUMBING PLAN

# DATE DESCRIPTION BY

1 2023-04-12 ISSUED FOR COORDINATION DJ

2 2023-06-16 ISSUED FOR PERMIT DJ

3 2023-07-14 ISSUED FOR TENDER AND PERMIT DJ

4 2023-07-27 ISSUED FOR ADD M1 DJ
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SITE WATER
METER ROOM

CT
E

CT
E

CONNECT NEW OUTGOING UTILITY 8"
DCW TO SITE SERVICES OUTSIDE
BUILDING 5' FROM BUILDING
PERIMETER. APPROXIMATE LOCATION
SHOWN, CONTRACTOR TO
COORDINATE WITH CIVIL DRAWINGS.

CONNECT NEW OUTGOING UTILITY 8" FIRE TO SITE
SERVICES OUTSIDE BUILDING 5' FROM BUILDING

PERIMETER. APPROXIMATE LOCATION SHOWN,
CONTRACTOR TO COORDINATE WITH CIVIL DRAWINGS.

RPZ

WM

CTE

CTE

STUB UP 8" FIRE MAIN CONNECTION
AND CAP FOR SPRINKLER SYSTEM.
APPROXIMATE LOCATION SHOWN,
CONTRACTOR TO COORDINATE WITH
SPRINKLER CONSULTANT DRAWINGS
FOR FINAL LOCATION.

CONNECT NEW INCOMING UTILITY 8" FIRE
TO SITE SERVICES OUTSIDE BUILDING 5'

FROM BUILDING PERIMETER.
APPROXIMATE LOCATION SHOWN,

CONTRACTOR TO COORDINATE WITH CIVIL
& SPRINKLER CONSULTANT DRAWINGS.

FFD

FFD

►6"Ø SAN (1% SLOPE)

►6"Ø SAN (1% SLOPE)
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Ø 
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N
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Ø 
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N

FCO

REFER TO 1/M200B FOR
CONTINUATION

PROVIDE AND INSTALL NEW FUNNEL
FLOOR DRAIN TO SERVE NEW FURE
RPZ BACKFLOW PREVENTOR
PROVIDED BY SPRINKLER
CONTRACTOR. COORDINATE FINAL
LOCATION WITH SPRINKLER
DRAWINGS.

PROVIDE AND INSTALL NEW FUNNEL
FLOOR DRAIN TO SERVE NEW DCW RPZ

BACKFLOW PREVENTOR.

PROVIDE AND INSTALL NEW TRAP SEAL
PRIMER (120V, PLUG-IN)

PROPOSED GAS METER
LOCATION

GAS PIPING UP TO ROOF
SUPPORTED ALONG INSIDE

OF EXTERIOR WALL.

GAS PIPING UP
THROUGH ROOF

4"Ø ST

◄
4"
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◄ 2"Ø ST (2% SLOPE)

4"Ø ST DN
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REFER TO 1/M201 FOR
CONTINUATION

CTE

2 
1/2

"Ø
 D

CW

2"Ø DCW CONNECT NEW INCOMING UTILITY 4"
DCW TO SITE SERVICES OUTSIDE
BUILDING 5' FROM BUILDING
PERIMETER. APPROXIMATE LOCATION
SHOWN, CONTRACTOR TO
COORDINATE WITH CIVIL DRAWINGS.

PROVIDE AND INSTALL NEW FUNNEL
FLOOR DRAIN TO SERVE NEW
IRRIGATION RPZ BACKFLOW
PREVENTOR.

PROVIDE NEW 2" RPZ BFP AND CAP
FOR FUTURE IRRIGATION CONNECTION

PROVIDE AND INSTALL
NEW TRAP SEAL PRIMER

(120V, PLUG-IN) FD

REFER TO 1/M201 FOR
CONTINUATION

FFD

FFD RPZ

RPZ
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N
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PLUMBING SHEET NOTES

1. PROVIDE ALL VENTING OF SYSTEMS TO MEET OBC PART 7 REQUIREMENTS,
WHETHER SHOWN OR NOT.

2. ALL TRAP MUST BE PRIMED IN ACCORDANCE WITH OBC PART 7.

3. INSTALL PLUMBING SYSTEMS AS HIGH AS POSSIBLE. COORDINATE
INSTALLATION WITH STRUCTURE, ARCHITECTURE, ELECTRICAL AND OTHER
MECHANICAL SERVICES PRIOR TO BEGINNING INSTALLATION. INSTALL ALL
PIPING ANIN STRAIGHT RUNS PARALLEL OR PERPENDICULAR TO BUILDING
LINES UNLESS NOTED OTHERWISE.

4. UNDER NO CIRCUMSTANCES INSTALL ANY OVERHEAD PIPE, HANGER OR
MECHANICAL EQUIPMENT LOWER THAN 2100MM (6’ 10”) AFF.

5. PROVIDE ALL REQUIRED CLEANOUTS IN DRAINAGE SYSTEMS IN
ACCORDANCE WITH OBC PART 7, INCLUDING EVERY 6M (20’) FOR SINK
DRAIN LINES, EVERY 15M (50’) FOR PIPE 100ø AND SMALLER, AND EVERY
30M (100’) FOR LARGER PIPE HORIZONTALLY, AND AT EVERY CHANGE IN
DIRECTION OF 135 DEGREES, WHETHER SHOWN OR NOT.  CLEANOUTS
INSTALLED WITHIN VERTICAL LEADERS SHALL BE COORDINATED WITH THE
ARCHITECTURAL DRAWINGS TO ENSURE THE CLEANOUT IS ON THE
CORRECT SIDE OF ANY ENCLOSURES. PROVIDE ACCESS PANELS TO
ACCESS ALL CLEANOUTS BEHIND ARCHITECTURAL ENCLOSURES.

6. CLEANOUTS INSTALLED WITHIN VERTICAL LEADERS SHALL BE
COORDINATED WITH THE ARCHITECTURAL DRAWINGS TO ENSURE THE
CLEANOUT IS ON THE CORRECT SIDE OF ANY ENCLOSURES. PROVIDE
ACCESS PANELS TO ACCESS ALL CLEANOUTS BEHIND ARCHITECTURAL
ENCLOSURES.

7. UNLESS NOTED OTHERWISE, SLOPE DRAINAGE PIPES 75MM (3”) AND
SMALLER AT MIN. 2%; HORIZONTAL OFFSETS LESS THAN 6M (20’)
CONNECTING ROOF DRAINS TO RAIN LEADERS AT MIN. 2%; AND ALL OTHER
DRAINAGE PIPES AT MIN. 1%.

8. ALL SANITARY BRANCHES TO BE MINIMUM 100MM (4") UNLESS NOTED
OTHERWISE.

9. PROVIDE ISOLATION VALVES WHERE REQUIRED FOR SERVICING,
UPSTREAM AND DOWNSTREAM AT ALL EQUIPMENT, AT CONNECTIONS TO
RISERS AND WHERE INDICATED ON THE PLANS.

10. MAKE PENETRATIONS THROUGH FLOORS WATERTIGHT IN WASHROOMS,
JANITOR’S CLOSETS, MECHANICAL ROOMS, AND THROUGH CEILINGS OF
ELECTRICAL ROOMS.

11. INSTALL VALVES AND ACCESSORIES TO BE READILY ACCESSIBLE; PROVIDE
ACCESS PANELS TO SUIT FINISH OF WALL OR CEILING WHERE REQUIRED.
ACCESS DOORS IN FIRE RATED ASSEMBLIES SHALL BE ULC LISTED TO
MATCH ASSEMBLY RATING.

12. ALL PIPING THAT PENETRATES AN ARCHITECTURAL FIRE SEPARATION IS TO
BE FULLY FIRE STOPPED WITH UL-LISTED FIRE STOP ASSEMBLIES
COMPLYING FULLY WITH SPECIFICATION AND AHJ REQUIREMENTS.

13. COORDINATE WITH THE GENERAL CONTRACTOR TO VERIFY THAT ALL
REQUIRED MECHANICAL OPENINGS SHOWN ON THE DRAWINGS AND/OR
REQUIRED BY THE SPECIFICATIONS ARE PROVIDED IN PRECAST BUILDING
ELEMENTS AT THE SHOP DRAWING STAGE.  REVIEW PRECAST SHOP
DRAWING TO VERIFY.
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ONTARIO

22-000-176

SITE WATER METER ROOM & UTILITY
ROOM ENLARGED VIEW - PD

Author

M202

Checker

Issue Date

1/4" = 1'-0"M202
1   SITE WATER METER ROOM PD

1/4" = 1'-0"M202
2   M&E ROOM PD

# DATE DESCRIPTION BY

1 2023-04-12 ISSUED FOR COORDINATION DJ

2 2023-06-16 ISSUED FOR PERMIT DJ

3 2023-07-14 ISSUED FOR TENDER AND PERMIT DJ

4 2023-07-27 ISSUED FOR ADD M1 DJ




