
ENGINEERED WOOD ROOF TRUSSES AT 610mm O.C 

(REFER TO STRUCT. DWGS).

R60 ROOF ATTIC INSULATION , CONT. 6MIL. POLY. V.B

(WARM SIDE)

2-LAYERS OF 16mm THICK TYPE 'X' GWB TO U/S OF ROOF

TRUSS BOTTOM CHORD

TAPE & SAND READY FOR FINISH MATERIAL

O.B.C SUPPLEMENTARY STANDARD SB-2 2.3.12

1 HR F.R.R MEMBRANE RATING

C1

CEILING

R60

2ND FLOOR -CEILING CONSTRUCTION

NEW CEILING TYPE(S):

WG  -                      WIRE GLASS
TSG -                   TEMPERED SINGLE GLAZING
TDG -                  TEMPERED DOUBLE GLAZING

ACOUSTICAL CEILING

TILE UNIT

BOT. BOTTOM

ELECTRIC WATER
COOLER

DTL/DET.

DWG.

DR.
DS.

CTR.

DIA.
DN.

CLR.

CONC.

C.J.
COL.

C.M.U.

CONT.

CLG.

CONTR.

DIAMETER

DOWNSPOUT
DRAWING

DOOR
DETAIL

DOWN

CLEAR
CENTER

CONTRACTOR

CONCRETE

CONCRETE MASONRY

CONTROL JOINT
CONTINUOUS

UNITS

COLUMN

CEILING

L.P.
LAV.
LAM.
JAN.

MAX. MAXIMUM

LOW POINT
LAVATORY
LAMINATE
JANITOR

WD.

TYP.

W/

V.C.T.

U.O.N.

T.O.S.

GUTTER DRAIN

HOLLOW METAL

HOLLOW CORE

INSIDE DIMENSION CLEAR
INSIDE DIAMETER

HEIGHTHT.

INT.
JT.

I.D.
INSUL.

I.D.C.
H.P.
H.M.

HC.
HORIZ.

INTERIOR
INSULATION

JOINT

HIGH POINT

HORIZONTAL

GD.
GL.
GYP.
GRD.

HDWD

GA.

FIN.

GALV.

HARDWOOD

GYPSUM
GLASS

GRADE

FINISH(ED)

GALVANIZED
GAUGE

RESIL.

SPEC'S.

STRUCT.
STD.
SQ.

T.O.M.

SUSP. CLG.
STL.

SIM.

R.O.
RM.

PL.

PLYW'D.

RAD.
PR

REINF.
REQ'D

PLAS. LAM.

O.C.

OPN'G

TOP OF STEEL

VINYL COMPOSITION TILE

UNLESS OTHERWISE NOTED

TYPICAL

WITH
WOOD

RESILIENT

ROUGH OPENING

SPECIFICATIONS

SUSPENDED CEILING

TOP OF MASONRY

SQUARE
STANDARD
STRUCTURAL

SIMILAR

STEEL

ROOM

PLASTIC LAMINATE
PLATE

RADIUS

REINFORCED
REQUIRED

PLYWOOD
PAIR

ON CENTER

OPENING

APPROX.

ACOUST.

A.F.F.

BM.

BD.

ASPH.

BLDG.

BLK'G

ALT.

A.B.
ALUM.

A.C.U.

ABOVE FINISH FLOOR
ALTERNATE
APPROXIMATE

ANCHOR BOLT
ACOUSTICAL

ALUMINUM

BLOCKING

BEAM

BOARD

ASPHALT

BUILDING

ELECTRICALELEC.

FDN.

FLR.

FTG.

F.L.

FURR

FD

EA.

EQ.

EQUIP.

ELEV.

FURRING

FOOTING

FLOW LINE
FOUNDATION

FLOOR

ELEVATION

EQUIPMENT

FLOOR DRAIN

EACH

EQUAL

EXP.
EXIST.

EXPANSION
EXISTING MECH.

NO.

O.D.

OH.
OPP.

O.R.D.

N.T.S.

N.I.C.

M.O.
MTD.
MISC.

MIN.
MTL.

MECHANICAL

NOT IN CONTRACT

MISCELLANEOUS

MASONRY OPENING

OUTSIDE DIAMETER
OVERFLOW ROOF DRAIN

NOT TO SCALE

NUMBER

OVERHEAD
OPPOSITE

MOUNTED

MINIMUM
METAL

F.R.T. FIRE RESISTANT TREATED

G.W.B. GYPSUM WALL BOARD

CONSTRUCTION MANAGERC.M.

SFRM. SPRAY APPLIED FIRE RESISTIVE MATERIAL

MFR. MANUFACTURER

S.O.G. SLAB ON GRADE

TPC TOP OF PRE CAST  DOUBLE T
TTS TOP OF CONCRETE TOPPING SLAB

V.I.F. VERIFY IN FIELD

ELEVATION INDICATOR

REVISION MARK

INTERIOR WINDOW SCREEN  MARK

WALL SECTION

DETAIL MARK

ROOM NUMBER IDENTIFICATION

EXTERIOR WINDOW NUMBER IDENTIFICATION

CEILING HEIGHT

SYMBOL LEGEND TO THIS SHEET SET :

XX
SHEET

X

ROOM
NAME

XXX

XX
SHEET

XX

KEYED NOTE / ITEM

PARTITION/ CEILING/ FLOOR TYPE MARK #

0000

DOOR NUMBER IDENTIFICATION-NEW

000

#

WALL TYPES LEGEND :

90mm CLAY BRICK VENEER (WHERE SHOWN) 25mm AIR

SPACE 50mm THICK RIGID TYPE EXTERIOR INSULATION

(CONTINUOUS R-10 MIN.) TYVEK AIR BARRIER ,TAPE ALL

LAP JOINTS, 16mm THICK EXTERIOR GRADE PLYWOOD

SHEATHING 140mm SPF No.2 OR BETTER WOOD STUDS

@300mm O.C (OR AS NOTED ON STRUCT. DWGS) CAVITY

FILLED WITH R24 BATT INSULATION , 6MIL. POLY V.B (ON

WARM SIDE) 16mm THICK TYPE 'X' GWB -TAPE & SAND

READY FOR FINISH MATERIAL-ULC DESIGN No.W303 OR

EXTERIOR WALL CONSTRUCTION-BRICK VENEER:

PARTY WALL CONSTRUCTION-1HR:

190 LT.WT. CONC. BLOCK REINFORCED (REFER TO

STRUCT. DWGS) 38mm WOOD FURRING EACH SIDE

@610mm O.C CAVITY FILLED WITH 38mm SOUND

ATTENUATION BATTS EACH SIDE 16mm THICK TYPE 'X'

GWB EACH SIDE ULC DESIGN No. U905 - 1HR (STC RATING

OF 60 PROVIDED-BASED ON WALL TYPE SB-3 B6c)

CORRIDOR WALL CONSTRUCTION-1HR:

38mmx89mm H-F SELECTIVE STRUCTURAL GRADE WITH

TRIPLE  TOP PLATE- WOOD STUDS (REFER TO STRUCT.

DWGS) @400mm O.C (OR AS NOTED ON STRUCT. DWGS)

CAVITY FILLED WITH 89mm THICK ACOUSTICAL FIRE BATT

INSULATION 

(AFB) BY ROXUL 1-LAYER OF 16mm TYPE'X'  GWB FINISH

FULL HT. (SUITE SIDE) 14mm GALV. RESILIENT  METAL

FURRING CHANNELS (CORRIDOR SIDE) AT 600mm O.C 2-

LAYER OF 16mm TYPE'X' GWB FINISH (CORRIDOR SIDE)

FULL HT. - ULC DESIGN No. U311 -1HR F.R.R

W2

NEW FLOOR TYPES LEGEND :

GROUND FLOOR -TYP. SLAB-ON-GRADE

CONSTRUCTION:

100mm THICK REINFORCED CONCRETE SLAB-ON

GRADE- REFER TO STRUCT. DWGS)  ON WELDED WIRE

MESH. 15MIL. UNDER-SLAB VAPOUR BARRIER HP BY:

W.R MEADOWS 50mm THICK BELOW GRADE (HIGH

IMPACT) RIGID TYPE INSULATION (R10 MIN) ON

COMPACTED GRANULAR SUB-BASE MATERIAL (REFER

TO SOILS REPORT)

2ND FLOOR -FLOOR CONSTRUCTION:

38mm THICK GYPSUM CEMENT FLOOR UNDERLAY , 13mm THICK

EXT. GRADE T&G PLYWOOD SUB-FLOOR (JOINTS

PERPENDICULAR TO 19mm T&G PLYWOOD SUB FLOOR) 19mm

THICK EXTERIOR GRADE T&G PLYWOOD (GLUE & SCREWED

DOWN TO FLOOR JOIST) (REFER TO STRUCT. DWGS) 356mm

DEEP ENGINEERED WOOD FLOOR JOISTS AT 305mm O.C (REFER

TO STRUCT. DWGS)., 150mm THICK (MIN.) ACOUSTICAL FIRE

BATT INSULATION IN JOIST CAVITY(AFB) BY ROXUL RESILIENT

METAL CHANNELS AT 305mm O.C TO U/S OF JOIST 2 LAYERS OF

13mm THICK TYPE 'X' GWB TAPE & SAND READY FOR FINISH

MATERIAL

ULC DESIGN No. M506 1 HR F.R.R

(STC RATING OF 56 PROVIDED-BASED ON WALL TYPE SB-3-FIIj)

C
O

R
R

ID
O

R
 S

ID
E

O.B.C SUPPLEMENTARY STANDARD SB-2 -2.3.4- 1 HR FIRE

RATED ASSEMBLY

INTERIOR LOAD BEARING WALL CONSTRUCTION-1HR:

38mmx89mm SPF No.2 OR BETTER WOOD STUDS

(REFER TO STRUCT. DWGS) @400mm O.C (OR AS

NOTED ON STRUCT. DWGS) CAVITY FILLED WITH

89mm THICK ACOUSTIC FIRE BATT INSULATION(AFB)

BY ROXUL, 1-LAYER OF 16mm TYPE'X' GWB FINISH

EA. SIDE FULL HT. TO U/S OF

CEILING TAPE & SAND READY FOR FINISH MATERIAL

ULC DESIGN No.W301- 1 HR F.R.R

INTERIOR NON-LOAD BEARING WALL CONSTRUCTION:

38mmx89mm SPF No.2 OR BETTER WOOD STUDS

(REFER TO STRUCT. DWGS) @400mm O.C

1-LAYER OF 13mm REGULAR GWB FINISH EA. SIDE

FULL HT. TO U/S OF CEILING (REPLACE 13mm

REGULAR GWB WITH 13mm GREEN BOARD (WATER

RESISTANT) GWB TO ALL WET WALL AREAS(REFER TO

FLOOR PLANS) FILL STUD VOIDS WITH SOUND BATT

INSULATIONS AS SHOWN ON PLANS) TAPE & SAND

READY FOR FINISH MATERIAL

X X X X X X X

INTERIOR FURRED WALL CONSTRUCTION:

38mmx89mm SPF No.2 OR BETTER WOOD

STUDS@400mm O.C 1-LAYER OF 13mm PLAIN GWB

FINISH FULL HT. TO U/S OF CEILING (REPLACE

13mm PLAIN GWB WITH 13mm

GREEN BOARD (WATER RESISTANT) GWB TO ALL

WET WALL AREAS(REFER TO FLOOR PLANS) TAPE

& SAND READY FOR FINISH MATERIAL

INTERIOR FURRED WALL CONSTRUCTION:

38mmx38mm SPF No.2 OR BETTER WOOD

FURRING @400mm O.C 1-LAYER OF 13mm PLAIN

GWB FINISH FULL HT. TO U/S OF CEILING

(REPLACE 13mm PLAIN GWB WITH 13mm

GREEN BOARD (WATER RESISTANT) GWB TO ALL

WET WALL AREAS(REFER TO FLOOR PLANS)

TAPE & SAND READY FOR FINISH MATERIAL

(NO STC RATING REQUIRED)

(STC RATING OF 51 PROVIDED-BASED ON WALL TYPE

SB-3-W4a)

EXTERIOR WALL CONSTRUCTION- COMP. ALUM. SIDING:

PRE-FINISHED ALUMINUM (ALUM.) SIDING (WHERE SHOWN)

38mm WOOD FURRING TYVEK AIR BARRIER TAPE ALL LAP

JOINTS, 50mm THICK RIGID TYPE EXTERIOR INSULATION

(CONTINUOUS R10 MIN.) 16mm THICK EXTERIOR GRADE

PLYWOOD SHEATHING 140mm SPF No.2 OR BETTER WOOD

STUDS @300mm O.C (OR AS NOTED ON STRUCT. DWGS)

CAVITY FILLED WITH R24 BATT INSULATION, 6 MIL. POLY. V.B

(ON WARM SIDE) 16mm THICK TYPE 'X' GWB-TAPE & SAND

READY FOR FINISH MATERIAL-ULC DESIGN No.W303 OR

O.B.C SUPPLEMENTARY STANDARD SB-2 -2.3.4- 1

HR FIRE RATED ASSEMBLY (NO STC RATING REQUIRED)

E
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T
.
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337

E
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T
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W1
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S
U
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S
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151 W5

ELEVATOR SHAFT WALL CONSTRUCTION-1HR:

190 LT.WT. CONC. BLOCK REINFORCED (REFER TO

STRUCT. DWGS) 38mm WOOD FURRING CORRIDOR

SIDE @610mm O.C CAVITY FILLED WITH 38mm SOUND

ATTENUATION BATTS ,16mm THICK TYPE 'X' GWB

CORRIDOR SIDE- ULC DESIGN No. U905 - 1HR

W3

298

244

C
O

R
R

ID
O

R

EXTERIOR WALL CONSTRUCTION- COMP. ALUM. : SIDING:

2 STOREY VOLUME WALL-

SAME AS WALL TYPE  W2  EXCEPT REPLACE 140mm STUD

WITH 190mm SPF No.2 OR BETTER WOOD STUDS @ 300mm

O.C (OR AS NOTED ON STRUCT. DWGS)

W2A

E
X

T
.

385

387

E
X

T
. SAME AS WALL TYPE  W1  EXCEPT REPLACE 140mm STUD

WITH 190mm SPF No.2 OR BETTER WOOD STUDS @ 300mm

O.C (OR AS NOTED ON STRUCT. DWGS)

EXTERIOR WALL CONSTRUCTION-BRICK VENEER :

2 STOREY VOLUME WALL- W1A

R
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#

F3

4
1

5

1
5

0

SAME AS FLOOR TYPE  ' F2'  EXCEPT USE 305mm DEEP

ENGINEERED WOOD FLOOR JOISTS AT 305mm O.C (REFER TO

STRUCT. DWGS).

CORRIDOR WALL CONSTRUCTION-1HR:

SAME AS WALL TYPE   W5 EXCEPT USE : 38mmx140mm

SPF No.2 OR BETTER WOOD STUDS (REFER TO STRUCT.

DWGS) @400mm O.C (OR AS NOTED ON STRUCT. DWGS.

ULC DESIGN No. U311 -1HR F.R.R

C
O

R
R

ID
O

R
 S

ID
E

(STC RATING OF 51 PROVIDED-BASED ON WALL TYPE

SB-3-W4a)

202 W5A

R
E

S
IL

IE
N

T

C
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A
N

N
E

L

(STC RATING OF 36 PROVIDED-BASED ON WALL TYPE

SB-3-W1a)

SAME AS WALL TYPE  W6  EXCEPT ADD 1-LAYER OF

16mm PLAIN GWB FINISH EA. SIDE FULL HT. TO U/S OF

CEILING TAPE & SAND READY FOR FINISH MATERIAL

INTERIOR NON-LOAD BEARING WALL CONSTRUCTION:

(STC RATING OF 36 PROVIDED-BASED ON WALL TYPE

SB-3-W1a)

W6A

25mm TYPE'X' GWB. FITTED IN BETWEEN THE 'H'

FLANGES SHAFT SIDE 64mm STEEL C-H SECTION

STUDS @600 O.C. 2 LAYERS OF 16mm GWB TYPE

'X'  FULL HIGH TO U/S METAL DECK SMOKE

SEALED ULC DESIGN No. W506 - 1HRS.

W10
95

SHAFT WALL CONSTRUCTION:

121

DEMISING WALL CONSTRUCTION-1HR:

190 LT.WT. CONC. BLOCK REINFORCED (REFER TO

STRUCT. DWGS) UP TO UNDERSIDE OF STRUCTURE,

PAINT FINISH

 ULC DESIGN No. U905 - 1HR 

W4A
190

ENGINEERED WOOD ROOF TRUSSES AT 610mm O.C 

(REFER TO STRUCT. DWGS).

R60 ROOF ATTIC INSULATION , CONT. 6MIL. POLY. V.B

(WARM SIDE)

2-LAYERS OF 16mm THICK TYPE 'X' GWB TO U/S OF ROOF

TRUSS BOTTOM CHORD

TAPE & SAND READY FOR FINISH MATERIAL

O.B.C SUPPLEMENTARY STANDARD SB-2 2.3.12

1 HR F.R.R MEMBRANE RATING

C1

CEILING

R60

2ND FLOOR -CEILING CONSTRUCTION

NEW CEILING TYPE(S):

WG  -                      WIRE GLASS
TSG -                   TEMPERED SINGLE GLAZING
TDG -                  TEMPERED DOUBLE GLAZING

ACOUSTICAL CEILING

TILE UNIT

BOT. BOTTOM

ELECTRIC WATER
COOLER

DTL/DET.

DWG.

DR.
DS.

CTR.

DIA.
DN.
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DRAWING

DOOR
DETAIL

DOWN

CLEAR
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CONTROL JOINT
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L.P.
LAV.
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JAN.

MAX. MAXIMUM
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LAVATORY
LAMINATE
JANITOR

WD.

TYP.

W/

V.C.T.

U.O.N.

T.O.S.

GUTTER DRAIN

HOLLOW METAL

HOLLOW CORE

INSIDE DIMENSION CLEAR
INSIDE DIAMETER

HEIGHTHT.
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JT.
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INTERIOR
INSULATION

JOINT
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GRD.
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GA.

FIN.
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HARDWOOD
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GLASS

GRADE

FINISH(ED)

GALVANIZED
GAUGE

RESIL.

SPEC'S.

STRUCT.
STD.
SQ.

T.O.M.

SUSP. CLG.
STL.

SIM.

R.O.
RM.

PL.

PLYW'D.

RAD.
PR

REINF.
REQ'D

PLAS. LAM.

O.C.

OPN'G

TOP OF STEEL

VINYL COMPOSITION TILE

UNLESS OTHERWISE NOTED

TYPICAL

WITH
WOOD

RESILIENT

ROUGH OPENING

SPECIFICATIONS

SUSPENDED CEILING

TOP OF MASONRY

SQUARE
STANDARD
STRUCTURAL

SIMILAR

STEEL

ROOM

PLASTIC LAMINATE
PLATE

RADIUS

REINFORCED
REQUIRED

PLYWOOD
PAIR

ON CENTER

OPENING

APPROX.

ACOUST.

A.F.F.

BM.

BD.

ASPH.

BLDG.

BLK'G

ALT.

A.B.
ALUM.

A.C.U.

ABOVE FINISH FLOOR
ALTERNATE
APPROXIMATE

ANCHOR BOLT
ACOUSTICAL

ALUMINUM

BLOCKING

BEAM

BOARD

ASPHALT

BUILDING

ELECTRICALELEC.

FDN.

FLR.

FTG.

F.L.

FURR

FD

EA.

EQ.

EQUIP.

ELEV.

FURRING

FOOTING

FLOW LINE
FOUNDATION

FLOOR

ELEVATION

EQUIPMENT

FLOOR DRAIN

EACH

EQUAL

EXP.
EXIST.

EXPANSION
EXISTING MECH.

NO.

O.D.

OH.
OPP.

O.R.D.

N.T.S.

N.I.C.

M.O.
MTD.
MISC.

MIN.
MTL.

MECHANICAL

NOT IN CONTRACT

MISCELLANEOUS

MASONRY OPENING

OUTSIDE DIAMETER
OVERFLOW ROOF DRAIN

NOT TO SCALE

NUMBER

OVERHEAD
OPPOSITE

MOUNTED

MINIMUM
METAL

F.R.T. FIRE RESISTANT TREATED

G.W.B. GYPSUM WALL BOARD

CONSTRUCTION MANAGERC.M.

SFRM. SPRAY APPLIED FIRE RESISTIVE MATERIAL

MFR. MANUFACTURER

S.O.G. SLAB ON GRADE

TPC TOP OF PRE CAST  DOUBLE T
TTS TOP OF CONCRETE TOPPING SLAB

V.I.F. VERIFY IN FIELD

ELEVATION INDICATOR

REVISION MARK

INTERIOR WINDOW SCREEN  MARK

WALL SECTION

DETAIL MARK

ROOM NUMBER IDENTIFICATION

EXTERIOR WINDOW NUMBER IDENTIFICATION

CEILING HEIGHT

SYMBOL LEGEND TO THIS SHEET SET :

XX
SHEET

X

ROOM
NAME

XXX

XX
SHEET

XX

KEYED NOTE / ITEM

PARTITION/ CEILING/ FLOOR TYPE MARK #

0000

DOOR NUMBER IDENTIFICATION-NEW

000

#

WALL TYPES LEGEND :

90mm CLAY BRICK VENEER (WHERE SHOWN) 25mm AIR

SPACE 50mm THICK RIGID TYPE EXTERIOR INSULATION

(CONTINUOUS R-10 MIN.) TYVEK AIR BARRIER ,TAPE ALL

LAP JOINTS, 16mm THICK EXTERIOR GRADE PLYWOOD

SHEATHING 140mm SPF No.2 OR BETTER WOOD STUDS

@300mm O.C (OR AS NOTED ON STRUCT. DWGS) CAVITY

FILLED WITH R24 BATT INSULATION , 6MIL. POLY V.B (ON

WARM SIDE) 16mm THICK TYPE 'X' GWB -TAPE & SAND

READY FOR FINISH MATERIAL-ULC DESIGN No.W303 OR

EXTERIOR WALL CONSTRUCTION-BRICK VENEER:

PARTY WALL CONSTRUCTION-1HR:

190 LT.WT. CONC. BLOCK REINFORCED (REFER TO

STRUCT. DWGS) 38mm WOOD FURRING EACH SIDE

@610mm O.C CAVITY FILLED WITH 38mm SOUND

ATTENUATION BATTS EACH SIDE 16mm THICK TYPE 'X'

GWB EACH SIDE ULC DESIGN No. U905 - 1HR (STC RATING

OF 60 PROVIDED-BASED ON WALL TYPE SB-3 B6c)

CORRIDOR WALL CONSTRUCTION-1HR:

38mmx89mm H-F SELECTIVE STRUCTURAL GRADE WITH

TRIPLE  TOP PLATE- WOOD STUDS (REFER TO STRUCT.

DWGS) @400mm O.C (OR AS NOTED ON STRUCT. DWGS)

CAVITY FILLED WITH 89mm THICK ACOUSTICAL FIRE BATT

INSULATION 

(AFB) BY ROXUL 1-LAYER OF 16mm TYPE'X'  GWB FINISH

FULL HT. (SUITE SIDE) 14mm GALV. RESILIENT  METAL

FURRING CHANNELS (CORRIDOR SIDE) AT 600mm O.C 2-

LAYER OF 16mm TYPE'X' GWB FINISH (CORRIDOR SIDE)

FULL HT. - ULC DESIGN No. U311 -1HR F.R.R

W2

NEW FLOOR TYPES LEGEND :

GROUND FLOOR -TYP. SLAB-ON-GRADE

CONSTRUCTION:

100mm THICK REINFORCED CONCRETE SLAB-ON

GRADE- REFER TO STRUCT. DWGS)  ON WELDED WIRE

MESH. 15MIL. UNDER-SLAB VAPOUR BARRIER HP BY:

W.R MEADOWS 50mm THICK BELOW GRADE (HIGH

IMPACT) RIGID TYPE INSULATION (R10 MIN) ON

COMPACTED GRANULAR SUB-BASE MATERIAL (REFER

TO SOILS REPORT)

2ND FLOOR -FLOOR CONSTRUCTION:

38mm THICK GYPSUM CEMENT FLOOR UNDERLAY , 13mm THICK

EXT. GRADE T&G PLYWOOD SUB-FLOOR (JOINTS

PERPENDICULAR TO 19mm T&G PLYWOOD SUB FLOOR) 19mm

THICK EXTERIOR GRADE T&G PLYWOOD (GLUE & SCREWED

DOWN TO FLOOR JOIST) (REFER TO STRUCT. DWGS) 356mm

DEEP ENGINEERED WOOD FLOOR JOISTS AT 305mm O.C (REFER

TO STRUCT. DWGS)., 150mm THICK (MIN.) ACOUSTICAL FIRE

BATT INSULATION IN JOIST CAVITY(AFB) BY ROXUL RESILIENT

METAL CHANNELS AT 305mm O.C TO U/S OF JOIST 2 LAYERS OF

13mm THICK TYPE 'X' GWB TAPE & SAND READY FOR FINISH

MATERIAL

ULC DESIGN No. M506 1 HR F.R.R

(STC RATING OF 56 PROVIDED-BASED ON WALL TYPE SB-3-FIIj)

C
O

R
R

ID
O

R
 S

ID
E

O.B.C SUPPLEMENTARY STANDARD SB-2 -2.3.4- 1 HR FIRE

RATED ASSEMBLY

INTERIOR LOAD BEARING WALL CONSTRUCTION-1HR:

38mmx89mm SPF No.2 OR BETTER WOOD STUDS

(REFER TO STRUCT. DWGS) @400mm O.C (OR AS

NOTED ON STRUCT. DWGS) CAVITY FILLED WITH

89mm THICK ACOUSTIC FIRE BATT INSULATION(AFB)

BY ROXUL, 1-LAYER OF 16mm TYPE'X' GWB FINISH

EA. SIDE FULL HT. TO U/S OF

CEILING TAPE & SAND READY FOR FINISH MATERIAL

ULC DESIGN No.W301- 1 HR F.R.R

INTERIOR NON-LOAD BEARING WALL CONSTRUCTION:

38mmx89mm SPF No.2 OR BETTER WOOD STUDS

(REFER TO STRUCT. DWGS) @400mm O.C

1-LAYER OF 13mm REGULAR GWB FINISH EA. SIDE

FULL HT. TO U/S OF CEILING (REPLACE 13mm

REGULAR GWB WITH 13mm GREEN BOARD (WATER

RESISTANT) GWB TO ALL WET WALL AREAS(REFER TO

FLOOR PLANS) FILL STUD VOIDS WITH SOUND BATT

INSULATIONS AS SHOWN ON PLANS) TAPE & SAND

READY FOR FINISH MATERIAL

X X X X X X X

INTERIOR FURRED WALL CONSTRUCTION:

38mmx89mm SPF No.2 OR BETTER WOOD

STUDS@400mm O.C 1-LAYER OF 13mm PLAIN GWB

FINISH FULL HT. TO U/S OF CEILING (REPLACE

13mm PLAIN GWB WITH 13mm

GREEN BOARD (WATER RESISTANT) GWB TO ALL

WET WALL AREAS(REFER TO FLOOR PLANS) TAPE

& SAND READY FOR FINISH MATERIAL

INTERIOR FURRED WALL CONSTRUCTION:

38mmx38mm SPF No.2 OR BETTER WOOD

FURRING @400mm O.C 1-LAYER OF 13mm PLAIN

GWB FINISH FULL HT. TO U/S OF CEILING

(REPLACE 13mm PLAIN GWB WITH 13mm

GREEN BOARD (WATER RESISTANT) GWB TO ALL

WET WALL AREAS(REFER TO FLOOR PLANS)

TAPE & SAND READY FOR FINISH MATERIAL

(NO STC RATING REQUIRED)

(STC RATING OF 51 PROVIDED-BASED ON WALL TYPE

SB-3-W4a)

EXTERIOR WALL CONSTRUCTION- COMP. ALUM. SIDING:

PRE-FINISHED ALUMINUM (ALUM.) SIDING (WHERE SHOWN)

38mm WOOD FURRING TYVEK AIR BARRIER TAPE ALL LAP

JOINTS, 50mm THICK RIGID TYPE EXTERIOR INSULATION

(CONTINUOUS R10 MIN.) 16mm THICK EXTERIOR GRADE

PLYWOOD SHEATHING 140mm SPF No.2 OR BETTER WOOD

STUDS @300mm O.C (OR AS NOTED ON STRUCT. DWGS)

CAVITY FILLED WITH R24 BATT INSULATION, 6 MIL. POLY. V.B

(ON WARM SIDE) 16mm THICK TYPE 'X' GWB-TAPE & SAND

READY FOR FINISH MATERIAL-ULC DESIGN No.W303 OR

O.B.C SUPPLEMENTARY STANDARD SB-2 -2.3.4- 1

HR FIRE RATED ASSEMBLY (NO STC RATING REQUIRED)
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ELEVATOR SHAFT WALL CONSTRUCTION-1HR:

190 LT.WT. CONC. BLOCK REINFORCED (REFER TO

STRUCT. DWGS) 38mm WOOD FURRING CORRIDOR

SIDE @610mm O.C CAVITY FILLED WITH 38mm SOUND

ATTENUATION BATTS ,16mm THICK TYPE 'X' GWB

CORRIDOR SIDE- ULC DESIGN No. U905 - 1HR

W3

298

244
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R
R
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R

EXTERIOR WALL CONSTRUCTION- COMP. ALUM. : SIDING:

2 STOREY VOLUME WALL-

SAME AS WALL TYPE  W2  EXCEPT REPLACE 140mm STUD

WITH 190mm SPF No.2 OR BETTER WOOD STUDS @ 300mm

O.C (OR AS NOTED ON STRUCT. DWGS)

W2A

E
X

T
.

385

387

E
X

T
. SAME AS WALL TYPE  W1  EXCEPT REPLACE 140mm STUD

WITH 190mm SPF No.2 OR BETTER WOOD STUDS @ 300mm

O.C (OR AS NOTED ON STRUCT. DWGS)

EXTERIOR WALL CONSTRUCTION-BRICK VENEER :

2 STOREY VOLUME WALL- W1A
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SAME AS FLOOR TYPE  ' F2'  EXCEPT USE 305mm DEEP

ENGINEERED WOOD FLOOR JOISTS AT 305mm O.C (REFER TO

STRUCT. DWGS).

CORRIDOR WALL CONSTRUCTION-1HR:

SAME AS WALL TYPE   W5 EXCEPT USE : 38mmx140mm

SPF No.2 OR BETTER WOOD STUDS (REFER TO STRUCT.

DWGS) @400mm O.C (OR AS NOTED ON STRUCT. DWGS.

ULC DESIGN No. U311 -1HR F.R.R
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(STC RATING OF 51 PROVIDED-BASED ON WALL TYPE

SB-3-W4a)

202 W5A
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(STC RATING OF 36 PROVIDED-BASED ON WALL TYPE

SB-3-W1a)

SAME AS WALL TYPE  W6  EXCEPT ADD 1-LAYER OF

16mm PLAIN GWB FINISH EA. SIDE FULL HT. TO U/S OF

CEILING TAPE & SAND READY FOR FINISH MATERIAL

INTERIOR NON-LOAD BEARING WALL CONSTRUCTION:

(STC RATING OF 36 PROVIDED-BASED ON WALL TYPE

SB-3-W1a)

W6A

25mm TYPE'X' GWB. FITTED IN BETWEEN THE 'H'

FLANGES SHAFT SIDE 64mm STEEL C-H SECTION

STUDS @600 O.C. 2 LAYERS OF 16mm GWB TYPE

'X'  FULL HIGH TO U/S METAL DECK SMOKE

SEALED ULC DESIGN No. W506 - 1HRS.

W10
95

SHAFT WALL CONSTRUCTION:

121

DEMISING WALL CONSTRUCTION-1HR:

190 LT.WT. CONC. BLOCK REINFORCED (REFER TO

STRUCT. DWGS) UP TO UNDERSIDE OF STRUCTURE,

PAINT FINISH

 ULC DESIGN No. U905 - 1HR 

W4A
190

ENGINEERED WOOD ROOF TRUSSES AT 610mm O.C 

(REFER TO STRUCT. DWGS).

R60 ROOF ATTIC INSULATION , CONT. 6MIL. POLY. V.B

(WARM SIDE)

2-LAYERS OF 16mm THICK TYPE 'X' GWB TO U/S OF ROOF

TRUSS BOTTOM CHORD

TAPE & SAND READY FOR FINISH MATERIAL

O.B.C SUPPLEMENTARY STANDARD SB-2 2.3.12

1 HR F.R.R MEMBRANE RATING

C1

CEILING

R60

2ND FLOOR -CEILING CONSTRUCTION

NEW CEILING TYPE(S):

WG  -                      WIRE GLASS
TSG -                   TEMPERED SINGLE GLAZING
TDG -                  TEMPERED DOUBLE GLAZING

ACOUSTICAL CEILING

TILE UNIT

BOT. BOTTOM

ELECTRIC WATER
COOLER

DTL/DET.

DWG.

DR.
DS.

CTR.

DIA.
DN.

CLR.

CONC.

C.J.
COL.

C.M.U.

CONT.

CLG.

CONTR.

DIAMETER

DOWNSPOUT
DRAWING

DOOR
DETAIL

DOWN

CLEAR
CENTER

CONTRACTOR

CONCRETE

CONCRETE MASONRY

CONTROL JOINT
CONTINUOUS

UNITS

COLUMN

CEILING

L.P.
LAV.
LAM.
JAN.

MAX. MAXIMUM

LOW POINT
LAVATORY
LAMINATE
JANITOR

WD.

TYP.

W/

V.C.T.

U.O.N.

T.O.S.

GUTTER DRAIN

HOLLOW METAL

HOLLOW CORE

INSIDE DIMENSION CLEAR
INSIDE DIAMETER

HEIGHTHT.

INT.
JT.

I.D.
INSUL.

I.D.C.
H.P.
H.M.

HC.
HORIZ.

INTERIOR
INSULATION

JOINT

HIGH POINT

HORIZONTAL

GD.
GL.
GYP.
GRD.

HDWD

GA.

FIN.

GALV.

HARDWOOD

GYPSUM
GLASS

GRADE

FINISH(ED)

GALVANIZED
GAUGE

RESIL.

SPEC'S.

STRUCT.
STD.
SQ.

T.O.M.

SUSP. CLG.
STL.

SIM.

R.O.
RM.

PL.

PLYW'D.

RAD.
PR

REINF.
REQ'D

PLAS. LAM.

O.C.

OPN'G

TOP OF STEEL

VINYL COMPOSITION TILE

UNLESS OTHERWISE NOTED

TYPICAL

WITH
WOOD

RESILIENT

ROUGH OPENING

SPECIFICATIONS

SUSPENDED CEILING

TOP OF MASONRY

SQUARE
STANDARD
STRUCTURAL

SIMILAR

STEEL

ROOM

PLASTIC LAMINATE
PLATE

RADIUS

REINFORCED
REQUIRED

PLYWOOD
PAIR

ON CENTER

OPENING

APPROX.

ACOUST.

A.F.F.

BM.

BD.

ASPH.

BLDG.

BLK'G

ALT.

A.B.
ALUM.

A.C.U.

ABOVE FINISH FLOOR
ALTERNATE
APPROXIMATE

ANCHOR BOLT
ACOUSTICAL

ALUMINUM

BLOCKING

BEAM

BOARD

ASPHALT

BUILDING

ELECTRICALELEC.

FDN.

FLR.

FTG.

F.L.

FURR

FD

EA.

EQ.

EQUIP.

ELEV.

FURRING

FOOTING

FLOW LINE
FOUNDATION

FLOOR

ELEVATION

EQUIPMENT

FLOOR DRAIN

EACH

EQUAL

EXP.
EXIST.

EXPANSION
EXISTING MECH.

NO.

O.D.

OH.
OPP.

O.R.D.

N.T.S.

N.I.C.

M.O.
MTD.
MISC.

MIN.
MTL.

MECHANICAL

NOT IN CONTRACT

MISCELLANEOUS

MASONRY OPENING

OUTSIDE DIAMETER
OVERFLOW ROOF DRAIN

NOT TO SCALE

NUMBER

OVERHEAD
OPPOSITE

MOUNTED

MINIMUM
METAL

F.R.T. FIRE RESISTANT TREATED

G.W.B. GYPSUM WALL BOARD

CONSTRUCTION MANAGERC.M.

SFRM. SPRAY APPLIED FIRE RESISTIVE MATERIAL

MFR. MANUFACTURER

S.O.G. SLAB ON GRADE

TPC TOP OF PRE CAST  DOUBLE T
TTS TOP OF CONCRETE TOPPING SLAB

V.I.F. VERIFY IN FIELD

ELEVATION INDICATOR

REVISION MARK

INTERIOR WINDOW SCREEN  MARK

WALL SECTION

DETAIL MARK

ROOM NUMBER IDENTIFICATION

EXTERIOR WINDOW NUMBER IDENTIFICATION

CEILING HEIGHT

SYMBOL LEGEND TO THIS SHEET SET :

XX
SHEET

X

ROOM
NAME

XXX

XX
SHEET

XX

KEYED NOTE / ITEM

PARTITION/ CEILING/ FLOOR TYPE MARK #

0000

DOOR NUMBER IDENTIFICATION-NEW

000

#

WALL TYPES LEGEND :

90mm CLAY BRICK VENEER (WHERE SHOWN) 25mm AIR

SPACE 50mm THICK RIGID TYPE EXTERIOR INSULATION

(CONTINUOUS R-10 MIN.) TYVEK AIR BARRIER ,TAPE ALL

LAP JOINTS, 16mm THICK EXTERIOR GRADE PLYWOOD

SHEATHING 140mm SPF No.2 OR BETTER WOOD STUDS

@300mm O.C (OR AS NOTED ON STRUCT. DWGS) CAVITY

FILLED WITH R24 BATT INSULATION , 6MIL. POLY V.B (ON

WARM SIDE) 16mm THICK TYPE 'X' GWB -TAPE & SAND

READY FOR FINISH MATERIAL-ULC DESIGN No.W303 OR

EXTERIOR WALL CONSTRUCTION-BRICK VENEER:

PARTY WALL CONSTRUCTION-1HR:

190 LT.WT. CONC. BLOCK REINFORCED (REFER TO

STRUCT. DWGS) 38mm WOOD FURRING EACH SIDE

@610mm O.C CAVITY FILLED WITH 38mm SOUND

ATTENUATION BATTS EACH SIDE 16mm THICK TYPE 'X'

GWB EACH SIDE ULC DESIGN No. U905 - 1HR (STC RATING

OF 60 PROVIDED-BASED ON WALL TYPE SB-3 B6c)

CORRIDOR WALL CONSTRUCTION-1HR:

38mmx89mm H-F SELECTIVE STRUCTURAL GRADE WITH

TRIPLE  TOP PLATE- WOOD STUDS (REFER TO STRUCT.

DWGS) @400mm O.C (OR AS NOTED ON STRUCT. DWGS)

CAVITY FILLED WITH 89mm THICK ACOUSTICAL FIRE BATT

INSULATION 

(AFB) BY ROXUL 1-LAYER OF 16mm TYPE'X'  GWB FINISH

FULL HT. (SUITE SIDE) 14mm GALV. RESILIENT  METAL

FURRING CHANNELS (CORRIDOR SIDE) AT 600mm O.C 2-

LAYER OF 16mm TYPE'X' GWB FINISH (CORRIDOR SIDE)

FULL HT. - ULC DESIGN No. U311 -1HR F.R.R

W2

NEW FLOOR TYPES LEGEND :

GROUND FLOOR -TYP. SLAB-ON-GRADE

CONSTRUCTION:

100mm THICK REINFORCED CONCRETE SLAB-ON

GRADE- REFER TO STRUCT. DWGS)  ON WELDED WIRE

MESH. 15MIL. UNDER-SLAB VAPOUR BARRIER HP BY:

W.R MEADOWS 50mm THICK BELOW GRADE (HIGH

IMPACT) RIGID TYPE INSULATION (R10 MIN) ON

COMPACTED GRANULAR SUB-BASE MATERIAL (REFER

TO SOILS REPORT)

2ND FLOOR -FLOOR CONSTRUCTION:

38mm THICK GYPSUM CEMENT FLOOR UNDERLAY , 13mm THICK

EXT. GRADE T&G PLYWOOD SUB-FLOOR (JOINTS

PERPENDICULAR TO 19mm T&G PLYWOOD SUB FLOOR) 19mm

THICK EXTERIOR GRADE T&G PLYWOOD (GLUE & SCREWED

DOWN TO FLOOR JOIST) (REFER TO STRUCT. DWGS) 356mm

DEEP ENGINEERED WOOD FLOOR JOISTS AT 305mm O.C (REFER

TO STRUCT. DWGS)., 150mm THICK (MIN.) ACOUSTICAL FIRE

BATT INSULATION IN JOIST CAVITY(AFB) BY ROXUL RESILIENT

METAL CHANNELS AT 305mm O.C TO U/S OF JOIST 2 LAYERS OF

13mm THICK TYPE 'X' GWB TAPE & SAND READY FOR FINISH

MATERIAL

ULC DESIGN No. M506 1 HR F.R.R

(STC RATING OF 56 PROVIDED-BASED ON WALL TYPE SB-3-FIIj)

C
O

R
R

ID
O

R
 S

ID
E

O.B.C SUPPLEMENTARY STANDARD SB-2 -2.3.4- 1 HR FIRE

RATED ASSEMBLY

INTERIOR LOAD BEARING WALL CONSTRUCTION-1HR:

38mmx89mm SPF No.2 OR BETTER WOOD STUDS

(REFER TO STRUCT. DWGS) @400mm O.C (OR AS

NOTED ON STRUCT. DWGS) CAVITY FILLED WITH

89mm THICK ACOUSTIC FIRE BATT INSULATION(AFB)

BY ROXUL, 1-LAYER OF 16mm TYPE'X' GWB FINISH

EA. SIDE FULL HT. TO U/S OF

CEILING TAPE & SAND READY FOR FINISH MATERIAL

ULC DESIGN No.W301- 1 HR F.R.R

INTERIOR NON-LOAD BEARING WALL CONSTRUCTION:

38mmx89mm SPF No.2 OR BETTER WOOD STUDS

(REFER TO STRUCT. DWGS) @400mm O.C

1-LAYER OF 13mm REGULAR GWB FINISH EA. SIDE

FULL HT. TO U/S OF CEILING (REPLACE 13mm

REGULAR GWB WITH 13mm GREEN BOARD (WATER

RESISTANT) GWB TO ALL WET WALL AREAS(REFER TO

FLOOR PLANS) FILL STUD VOIDS WITH SOUND BATT

INSULATIONS AS SHOWN ON PLANS) TAPE & SAND

READY FOR FINISH MATERIAL

X X X X X X X

INTERIOR FURRED WALL CONSTRUCTION:

38mmx89mm SPF No.2 OR BETTER WOOD

STUDS@400mm O.C 1-LAYER OF 13mm PLAIN GWB

FINISH FULL HT. TO U/S OF CEILING (REPLACE

13mm PLAIN GWB WITH 13mm

GREEN BOARD (WATER RESISTANT) GWB TO ALL

WET WALL AREAS(REFER TO FLOOR PLANS) TAPE

& SAND READY FOR FINISH MATERIAL

INTERIOR FURRED WALL CONSTRUCTION:

38mmx38mm SPF No.2 OR BETTER WOOD

FURRING @400mm O.C 1-LAYER OF 13mm PLAIN

GWB FINISH FULL HT. TO U/S OF CEILING

(REPLACE 13mm PLAIN GWB WITH 13mm

GREEN BOARD (WATER RESISTANT) GWB TO ALL

WET WALL AREAS(REFER TO FLOOR PLANS)

TAPE & SAND READY FOR FINISH MATERIAL

(NO STC RATING REQUIRED)

(STC RATING OF 51 PROVIDED-BASED ON WALL TYPE

SB-3-W4a)

EXTERIOR WALL CONSTRUCTION- COMP. ALUM. SIDING:

PRE-FINISHED ALUMINUM (ALUM.) SIDING (WHERE SHOWN)

38mm WOOD FURRING TYVEK AIR BARRIER TAPE ALL LAP

JOINTS, 50mm THICK RIGID TYPE EXTERIOR INSULATION

(CONTINUOUS R10 MIN.) 16mm THICK EXTERIOR GRADE

PLYWOOD SHEATHING 140mm SPF No.2 OR BETTER WOOD

STUDS @300mm O.C (OR AS NOTED ON STRUCT. DWGS)

CAVITY FILLED WITH R24 BATT INSULATION, 6 MIL. POLY. V.B

(ON WARM SIDE) 16mm THICK TYPE 'X' GWB-TAPE & SAND

READY FOR FINISH MATERIAL-ULC DESIGN No.W303 OR

O.B.C SUPPLEMENTARY STANDARD SB-2 -2.3.4- 1

HR FIRE RATED ASSEMBLY (NO STC RATING REQUIRED)
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ELEVATOR SHAFT WALL CONSTRUCTION-1HR:

190 LT.WT. CONC. BLOCK REINFORCED (REFER TO

STRUCT. DWGS) 38mm WOOD FURRING CORRIDOR

SIDE @610mm O.C CAVITY FILLED WITH 38mm SOUND

ATTENUATION BATTS ,16mm THICK TYPE 'X' GWB

CORRIDOR SIDE- ULC DESIGN No. U905 - 1HR

W3

298

244
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R
R

ID
O

R

EXTERIOR WALL CONSTRUCTION- COMP. ALUM. : SIDING:

2 STOREY VOLUME WALL-

SAME AS WALL TYPE  W2  EXCEPT REPLACE 140mm STUD

WITH 190mm SPF No.2 OR BETTER WOOD STUDS @ 300mm

O.C (OR AS NOTED ON STRUCT. DWGS)

W2A

E
X

T
.

385

387

E
X

T
. SAME AS WALL TYPE  W1  EXCEPT REPLACE 140mm STUD

WITH 190mm SPF No.2 OR BETTER WOOD STUDS @ 300mm

O.C (OR AS NOTED ON STRUCT. DWGS)

EXTERIOR WALL CONSTRUCTION-BRICK VENEER :

2 STOREY VOLUME WALL- W1A
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SAME AS FLOOR TYPE  ' F2'  EXCEPT USE 305mm DEEP

ENGINEERED WOOD FLOOR JOISTS AT 305mm O.C (REFER TO

STRUCT. DWGS).

CORRIDOR WALL CONSTRUCTION-1HR:

SAME AS WALL TYPE   W5 EXCEPT USE : 38mmx140mm

SPF No.2 OR BETTER WOOD STUDS (REFER TO STRUCT.

DWGS) @400mm O.C (OR AS NOTED ON STRUCT. DWGS.

ULC DESIGN No. U311 -1HR F.R.R
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(STC RATING OF 51 PROVIDED-BASED ON WALL TYPE

SB-3-W4a)

202 W5A
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E
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(STC RATING OF 36 PROVIDED-BASED ON WALL TYPE

SB-3-W1a)

SAME AS WALL TYPE  W6  EXCEPT ADD 1-LAYER OF

16mm PLAIN GWB FINISH EA. SIDE FULL HT. TO U/S OF

CEILING TAPE & SAND READY FOR FINISH MATERIAL

INTERIOR NON-LOAD BEARING WALL CONSTRUCTION:

(STC RATING OF 36 PROVIDED-BASED ON WALL TYPE

SB-3-W1a)

W6A

25mm TYPE'X' GWB. FITTED IN BETWEEN THE 'H'

FLANGES SHAFT SIDE 64mm STEEL C-H SECTION

STUDS @600 O.C. 2 LAYERS OF 16mm GWB TYPE

'X'  FULL HIGH TO U/S METAL DECK SMOKE

SEALED ULC DESIGN No. W506 - 1HRS.

W10
95

SHAFT WALL CONSTRUCTION:

121

DEMISING WALL CONSTRUCTION-1HR:

190 LT.WT. CONC. BLOCK REINFORCED (REFER TO

STRUCT. DWGS) UP TO UNDERSIDE OF STRUCTURE,

PAINT FINISH

 ULC DESIGN No. U905 - 1HR 

W4A
190
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